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Appendix A

Figure 1: No 71 Watlington street with 
traditional window proportions and 6x6 sash 
window

Figure 4: Example typical timber 
sash 6x6 sash window as 
proposed

Figure 5: Typical proposed 
window specification

Figure 2: No 71 Watlington Street angled view 
indicating typical reveal depth

Figure 3: Proposed timber sash 
window typical section

Figure 6: Existing front elevation Figure 7: Proposed front elevation

Existing pvc single 
pane windows with 
no proportion or 
fenestration to match 
homes along street

Proposed six 
over six sash 
windows

1.1	 Front window specification
 

Design intent is best found in examples existing  
along Watlington Street.  It is intended to match 
those principles found in the conservation area with 
size and proportion and use traditional timber sash 
6 x 6 window as seen in the typical specification 
below.

TOP LEAF OF SASH WINDOW FIXED SHUT

BOTTOM LEAF OF SASH
WINDOW SLIDE UP TO OPEN

70 WINDOW FRAME SET BACK MAX 70mm FROM
FINISHED EXTERNAL FACE OF WALL. IF CAVITY
PRESENT IN WALL, FRAME TO BE LOCATED TO
FORM ADEQUATE THERMAL SEAL BETWEEN
WINDOW FRAME AND CAVITY CLOSER IN
ACCORDANCE WITH BUILDING REGULATIONS
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EXISTING EXTERNAL WALL

UPVC SASH WINDOW TYPICAL SECTION

EXTERNAL CILLINTERNAL CILL
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Material Manufactured in selected engineered laminated pine
or hardwood, sourced from sustainable and
managed forestry (FSC or PFEC certified)

Mechanism Sashes are hung on cords or chains, operating over
pulleys and counter balanced with lead weights

Weatherseal The window is fully weather sealed to BS EN 6375-1
2009

Glazing Windows are internally beaded with the external
rebate up stand to give the appearance of putty
glazing

Glass The window is factory glazed with 24 mm thickness
dual sealed units

Thermal
Performance

Thermal performance is calculated by the standards
of EN ISO 10077-1:2006 and typically  this window
achieves a U-value of 1.6 W/m²K or better

Glazing Bars Applied bars are used to achieve the slim section of
traditional glazing bars. These are applied with
double sided glazing tape to both faces of the sealed
unit and capped with clear silicone

Cills Manufactured in Hardwood with options of cill
projections

Horns Solid feature horns to top sashes are included as
standard (See Drawing No H-001)

Fittings A lockable Fitch fastener and two finger pulls to the
bottom sash with options in colour and finish

Ventilation A controllable trickle ventilator can be fitted to the
window dependant on width of frame (See Drawing
No BOX-160/09)

Restrictors Restrictors which allows the opening of the sash to
be restricted to 100mm is an option

Factory
Finishing

To ensure the smooth operation and optimum
performance of the window,  we apply 3 coats of
sprayed applied microporous water based paint
system
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