
STUART MICHAEL ASSOCIATES 

Technical Note 

Project: 19 Parkside Road, Reading SMA Ref: 7188 

Subject: Drainage Statement Doc Ref. 7188 – DS TN Issue 05 

Prepared by: ERL   Date: 25/09/2025 

Checked by: JOK  Date: 25/09/2025 

1.0 INTRODUCTION 

1.1 Stuart Michael Associates have been instructed by Mr Richard Stimpson to provide a surface 

water and foul water drainage strategy for land at 19 Parkside Road, Reading, RG30 2BT. 

1.2 The application is for the ‘phased outline planning permission for 4 no. residential dwellings, 

associated demolition of outbuildings with access from Parkside Road and Kearsley Road at 

Land rear of 19 Parkside Road, Reading.’  

1.3 The Ordnance Survey national grid reference for the approximate centre of the site is 469540E, 

172801N. The approximate area of the Site is 0.33ha.  

1.4 This Technical Note has been produced in accordance with the Reading Borough Council 

Sustainable Design and Construction Supplementary Planning Document adopted December 

2019, Reading Borough Council Local Plan adopted November 2019, and CIRIA SuDS Manual 

C753.   

1.5 The proposed site layout is included as Appendix A. 

2.0 EXISTING DRAINAGE 

2.1 The topographical survey undertaken by Geopoint in December 2023 is included as Appendix 

B. 

2.2 The topographical survey indicates a number of existing inspection chambers, gullies and 

downpipes across the Site.  

3.0 SURFACE WATER DRAINAGE STRATEGY 

3.1 The destination for surface water runoff should be prioritised as set out in Requirement H3 Part 

3 of the Building Regulations Approved Document H (2002 Edition), which states: 

Rainwater should discharge to one of the following listed in order of priority:  

(a) An adequate soakaway or some adequate infiltration system; or, where this is not 

 reasonably practicable,  

(b) A watercourse; or, where that is not reasonably practicable,  

(c) A sewer  

3.2 There are no watercourses within the vicinity of the site to provide a point of discharge. 
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3.3 British Geological Survey (BGS) mapping indicates that the site is underlain by superficial 

deposits of Lynch Hill Gravel Member (Sand and gravel), and bedrock geology of Lambeth 

Group (Clay, silt and sand). 

3.4 A ground investigation was conducted for a site approximately 40m south-east from the Site. 

The infiltration testing indicated that infiltration was appropriate for a soakaway. The sub strata 

indicated that there were several soils including gravely clayey sand overlying clayey sandy 

gravel. The lowest infiltration rate at the site was 4.67 x 10-6m/s.  

3.5 Two trial pits were excavated to conduct BRE365 Soakage Testing. Trial pit SA1 showed 

Topsoil to 0.25m, Made Ground (with Clay) to 1.55m, Sand to 1.8m, Clay to 2.1m and Sand 

3.25m. From 1.55m it was indicated that the ground was either Lynch Hill Gravel Member or 

Lambeth Group-Reading Formation. 

3.6 Trial Pit SA2 showed Topsoil to 0.25m, Made Ground (with Clay) to 1.65m, Dense darkish 

brown gravelly clayey SAND/gravelly sandy CLAY to 2.70m, slightly sandy gravel to 3.25m. 

From 1.65m it was indicated that the ground was Lynch Hill Gravel Member.  

3.7 The infiltration testing at the adjacent site, as part of the ground investigation study, was 

undertaken in accordance with BRE365.  

3.8 However, as this ground investigation was completed for another site, a site-specific intrusive 

ground investigation will need to be conducted prior to detailed design. The investigation would 

include infiltration testing and seasonal ground water monitoring to ensure the water table is not 

too high to affect the use of soakaways. 

3.9 Due to the local geology and the infiltration rates found through soakaway testing in nearby 

areas, it is considered that infiltration methods will be feasible for the disposal of surface water 

runoff from the proposed development.  

3.10 Reading Borough Council SuDS guidance states that all major developments must incorporate 

SuDS as appropriate (outlined in Policy EN18: Flooding and Sustainable Drainage Systems of 

the Reading Borough Council Local Plan) and in line with the Government’s Technical 

Standards. Smaller schemes are encouraged to incorporate SuDS where possible.  

3.11 Policy EN18: 

“Development will be directed to areas at lowest risk of flooding in the first instance, following 

the Sequential and Exceptions Test set out in the NPPF, and taking into account the effects of 

climate change. It will consider flooding from all sources, including fluvial, surface water, 

groundwater and sewer flooding. Where development in areas at risk of flooding is necessary, 

it will not reduce the capacity of the flood plain to store floodwater, impede the flow of 

floodwater or in any way increase the risks to life and property arising from flooding. Wherever 

possible, development should be designed to reduce flood risk, both on-and off-site”. 

Proposed Development Layout 

3.12 It is proposed that all surface water runoff from the development will be attenuated and 

infiltrated via the use of porous paving and soakaways. Porous paving is proposed within part 

of the access road and all private parking bays and a soakaway proposed within the gardens of 

units 3 and 4. The porous paving and soakaways will provide attenuation storage for all storm 

events up to and including the 1 in 100-year event plus 40% climate change event.  
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3.13 Water butts are also proposed on each property to provide rainwater harvesting opportunities 

for the residents to use recreationally. Water butts can catch the first 5mm of rainfall during a 

storm event, which can help mitigate against flash flood events.  

3.14 The retained dwelling on Site will continue to utilise the existing drainage, which is indicated to 

be discharge of surface water using a soakaway. The topographical survey indicates that there 

are inspection chambers adjacent to the building, but it does not decipher between foul or 

surface water. 

3.15 A CCTV route and condition survey will need to be conducted prior to commencement of works 

to establish the existing drainage for the retained dwelling on Site. This requirement can be 

conditioned on any planning permission.  

3.16 The surface water drainage strategy is included as Appendix C. 

3.17 Surface water calculations for the permeable paving and soakaways are included as Appendix 

D. 

4.0 WATER QUALITY MANAGEMENT 

4.1 Appropriate pollution control measures will be included in the surface water drainage system to 

minimise the risk of contamination or pollution entering the receiving groundwater from surface 

water runoff from the development. 

4.2 Table 1 details the pollution hazard indices for the Site as stated by CIRIA C753.  The indices 

range from 0 (no pollution hazard for this contaminant type) to 1 (high pollution hazard for this 

contaminant type). 

Land Use 
Pollution 
Hazard 

Total 
Suspended 
solids (TSS) 

Metals Hydro-
carbons 

Individual property driveways, 
residential car parks, low traffic roads 
and non-residential car parking with 
infrequent change 

 
Low 

 
0.5 

 
0.4 

 
0.4 

Table 1: Pollution Hazard indices for land use classification 

4.3 In accordance with CIRIA Report C753: The SuDS Manual, a “SuDS Management Train” 

process will be undertaken to assure that the proposed drainage strategy provides appropriate 

levels of risk management for the receiving ground, as shown in Table 2. 

SuDS Component Interception 
Primary 

Treatment 
Secondary 
Treatment 

Pervious pavements  Y Y  

Table 2: Indicative suitability of SuDS components within the Management Train  

4.4 To deliver adequate treatment, selected SuDS components must have a total pollution index 

(for each contaminant type) that equals or exceeds the pollution hazard index. The proposed 

SuDS components for the site, and their mitigation indices, are produced in Table 3. 
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SuDS Component 
Total 
Suspended 
solids (TSS) 

Metals Hydro-
carbons 

Constructed permeable pavement (where a 
suitable filtration layer is included that provides 
treatment, and including a geotextile at the base 
separating the foundation from the subgrade) 
underlain by a soil with good contaminant 
attenuation potential of at least 300mm in depth 

0.7 0.6 0.7 

 Table 3: Indicative SuDS mitigation indices for discharges to groundwater 

4.5 For the redevelopment of the site into residential dwellings, it is considered that sufficient 

pollution treatment is provided within the proposed SuDS Management Train to surface water 

before infiltrating into the ground, minimising risk to water quality.  

4.6 A typical maintenance schedule for porous pavements and raingardens in line with The SuDS 

Manual C753 is included as Appendix E.  

5.0 WASTEWATER DRAINAGE STRATEGY 

5.1 It is proposed to discharge wastewater to the existing surrounding Thames Water Utilities 

Limited (TWUL) sewers via a gravity connection and via the use of a private pumping station. 

TWUL mapping indicates there is a foul sewer located within Kearsley Road to the northwest 

and within Parkside Road in the east. Due to the levels on site, it is proposed to have two 

separate foul outfall locations.  

5.2 Foul flows from units 3 and 4 will discharge via a private foul pumping station into the TWUL 

foul manhole 4802 within Kearsley Road. 

5.3 Foul flows from units 1 and 2 will be discharged via a private foul pumping station located at the 

south of the Site, and into Parkside Road via a new connection between TWUL foul manholes 

5801 and 6701. 

5.4 TWUL have a duty to serve the development needs and will be required to undertake further 

investigation, including modelling, to ensure that their network has sufficient capacity for their 

entire development.  

5.5 The proposed foul Drainage Strategy can be seen within Appendix C. 

6.0 CONCLUSION 

6.1 The proposed drainage strategy is designed to accommodate the increase in impermeable 

area in the Site.  

6.2 Surface water on Site will infiltrate into the underlying ground via the use of soakaways and 

permeable paving. Water butts are also proposed on each unit to help cope with initial rainfall 

and provide opportunities for rainwater harvesting. 

6.3 The proposed foul drainage strategy incorporates two separate outfalls. A private foul pumping 

station is proposed from units 3 and 4 into the existing TWUL sewers within Kearsley Road. 

Foul flows from units 1 and 2 will be conveyed into the existing TWUL foul sewer located in 

Parkside Road via a separate private foul pumping station.  
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Appendix A 

Proposed Layout 
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Appendix B 

Topographical Survey 
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Appendix C 

Proposed Drainage Strategy 
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Appendix D 

Proposed Surface Water Calculations 



Stuart Michael Associates Ltd File: 7188 FLOW.pfd
Network: Storm Network
Ellie Lebbon
09/09/2025

Page 1

Flow+ v10.8 Copyright © 1988-2025 Causeway Technologies Ltd

Design Seƫngs

Rainfall Methodology
Return Period (years)

AddiƟonal Flow (%)
CV

Time of Entry (mins)
Maximum Time of ConcentraƟon (mins)

Maximum Rainfall (mm/hr)

FEH-22
2
0
1.000
5.00
30.00
50.0

Minimum Velocity (m/s)
ConnecƟon Type

Minimum Backdrop Height (m)
Preferred Cover Depth (m)

Include Intermediate Ground
Enforce best pracƟce design rules

1.00
Level Soĸts
0.200
1.200
✓
✓

Nodes

Name Area
(ha)

T of E
(mins)

Cover
Level
(m)

EasƟng
(m)

Northing
(m)

Depth
(m)

Porous 2
Porous 1
Soakaway 1
Soakaway 2

0.075
0.025
0.011
0.008

5.00
5.00
5.00
5.00

58.440
58.710
58.300
58.370

469546.788
469478.249
469478.469
469488.887

172786.498
172807.573
172774.683
172777.715

0.850
1.000
1.600
1.600

SimulaƟon Seƫngs

Rainfall Methodology
Summer CV

Winter CV

FEH-22
1.000
1.000

Analysis Speed
Skip Steady State

Drain Down Time (mins)

Normal
x
240

AddiƟonal Storage (m³/ha)
Check Discharge Rate(s)

Check Discharge Volume

0.0
x
x

Storm DuraƟons
15
30

60
120

180
240

360
480

600
720

960
1440

2160
2880

4320
5760

7200
8640

10080

Return Period
(years)

Climate Change
(CC %)

AddiƟonal Area
(A %)

AddiƟonal Flow
(Q %)

2
30

100
100

0
0
0

40

10
10
10
10

0
0
0
0

Node Porous 2 Carpark Storage Structure

Base Inf Coeĸcient (m/hr)
Side Inf Coeĸcient (m/hr)

Safety Factor
Porosity

0.01683
0.01683
2.0
0.30

Invert Level (m)
Time to half empty (mins)

Width (m)
Length (m)

57.590
523
4.400
88.000

Slope (1:X)
Depth (m)

Inf Depth (m)

150.0
1.000
1.000

Node Porous 1 Carpark Storage Structure

Base Inf Coeĸcient (m/hr)
Side Inf Coeĸcient (m/hr)

Safety Factor
Porosity

0.01683
0.01683
2.0
0.30

Invert Level (m)
Time to half empty (mins)

Width (m)
Length (m)

57.710
548
4.000
55.000

Slope (1:X)
Depth (m)

Inf Depth (m)

50.0
1.000
1.000

Node Soakaway 1 Depth/Area Storage Structure

Base Inf Coeĸcient (m/hr)
Side Inf Coeĸcient (m/hr)

0.01683
0.01683

Safety Factor
Porosity

2.0
0.95

Invert Level (m)
Time to half empty (mins)

56.700
4403



Stuart Michael Associates Ltd File: 7188 FLOW.pfd
Network: Storm Network
Ellie Lebbon
09/09/2025

Page 2

Flow+ v10.8 Copyright © 1988-2025 Causeway Technologies Ltd

Depth
(m)

Area
(m²)

Inf Area
(m²)

Depth
(m)

Area
(m²)

Inf Area
(m²)

0.000 18.0 18.0 0.800 18.0 18.0

Node Soakaway 2 Depth/Area Storage Structure

Base Inf Coeĸcient (m/hr)
Side Inf Coeĸcient (m/hr)

0.01683
0.01683

Safety Factor
Porosity

2.0
0.95

Invert Level (m)
Time to half empty (mins)

56.770
4403

Depth
(m)

Area
(m²)

Inf Area
(m²)

Depth
(m)

Area
(m²)

Inf Area
(m²)

0.000 14.0 14.0 0.800 14.0 14.0



Stuart Michael Associates Ltd File: 7188 FLOW.pfd
Network: Storm Network
Ellie Lebbon
09/09/2025

Page 3

Flow+ v10.8 Copyright © 1988-2025 Causeway Technologies Ltd

Results for 2 year +10% A CriƟcal Storm DuraƟon.  Lowest mass balance: 100.00%

Node Event US
Node

Peak
(mins)

Level
(m)

Depth
(m)

InŇow
(l/s)

Node
Vol (m³)

Flood
(m³)

Status

Link Event
(Upstream Depth)

US
Node

Link Ouƞlow
(l/s)

360 minute summer Porous 2 256 57.943 0.353 3.5 12.3419 0.0000 OK

360 minute summer Porous 2 InĮltraƟon 0.6

720 minute summer Porous 1 465 58.090 0.380 0.7 3.9692 0.0000 OK

720 minute summer Porous 1 InĮltraƟon 0.2

480 minute summer Soakaway 1 392 56.842 0.141 0.4 2.4196 0.0000 OK

480 minute summer Soakaway 1 InĮltraƟon 0.0

1440 minute winter Soakaway 2 960 56.904 0.134 0.1 1.7826 0.0000 OK

1440 minute winter Soakaway 2 InĮltraƟon 0.0



Stuart Michael Associates Ltd File: 7188 FLOW.pfd
Network: Storm Network
Ellie Lebbon
09/09/2025

Page 4

Flow+ v10.8 Copyright © 1988-2025 Causeway Technologies Ltd

Results for 30 year +10% A CriƟcal Storm DuraƟon.  Lowest mass balance: 100.00%

Node Event US
Node

Peak
(mins)

Level
(m)

Depth
(m)

InŇow
(l/s)

Node
Vol (m³)

Flood
(m³)

Status

Link Event
(Upstream Depth)

US
Node

Link Ouƞlow
(l/s)

240 minute winter Porous 2 232 58.163 0.573 7.3 32.4691 0.0000 OK

240 minute winter Porous 2 InĮltraƟon 1.0

180 minute summer Porous 1 180 58.330 0.620 4.4 10.5214 0.0000 OK

180 minute summer Porous 1 InĮltraƟon 0.4

720 minute summer Soakaway 1 735 57.067 0.367 0.6 6.2726 0.0000 OK

720 minute summer Soakaway 1 InĮltraƟon 0.0

720 minute winter Soakaway 2 690 57.131 0.361 0.3 4.8019 0.0000 OK

720 minute winter Soakaway 2 InĮltraƟon 0.0



Stuart Michael Associates Ltd File: 7188 FLOW.pfd
Network: Storm Network
Ellie Lebbon
09/09/2025

Page 5

Flow+ v10.8 Copyright © 1988-2025 Causeway Technologies Ltd

Results for 100 year +10% A CriƟcal Storm DuraƟon.  Lowest mass balance: 100.00%

Node Event US
Node

Peak
(mins)

Level
(m)

Depth
(m)

InŇow
(l/s)

Node
Vol (m³)

Flood
(m³)

Status

Link Event
(Upstream Depth)

US
Node

Link Ouƞlow
(l/s)

240 minute winter Porous 2 232 58.248 0.658 9.2 42.3451 0.0000 OK

240 minute winter Porous 2 InĮltraƟon 1.1

180 minute winter Porous 1 176 58.417 0.707 3.8 13.6791 0.0000 OK

180 minute winter Porous 1 InĮltraƟon 0.4

960 minute summer Soakaway 1 975 57.189 0.489 0.6 8.3677 0.0000 OK

960 minute summer Soakaway 1 InĮltraƟon 0.0

720 minute summer Soakaway 2 735 57.237 0.467 0.6 6.2138 0.0000 OK

720 minute summer Soakaway 2 InĮltraƟon 0.0



Stuart Michael Associates Ltd File: 7188 FLOW.pfd
Network: Storm Network
Ellie Lebbon
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Page 6

Flow+ v10.8 Copyright © 1988-2025 Causeway Technologies Ltd

Results for 100 year +40% CC +10% A CriƟcal Storm DuraƟon.  Lowest mass balance: 100.00%

Node Event US
Node

Peak
(mins)

Level
(m)

Depth
(m)

InŇow
(l/s)

Node
Vol (m³)

Flood
(m³)

Status

Link Event
(Upstream Depth)

US
Node

Link Ouƞlow
(l/s)

240 minute winter Porous 2 236 58.419 0.829 12.8 62.2028 0.0000 OK

240 minute winter Porous 2 InĮltraƟon 1.1

240 minute winter Porous 1 232 58.566 0.856 4.3 20.0380 0.0000 OK

240 minute winter Porous 1 InĮltraƟon 0.5

2160 minute winter Soakaway 1 2040 57.411 0.711 0.3 12.1587 0.0000 OK

2160 minute winter Soakaway 1 InĮltraƟon 0.0

1440 minute winter Soakaway 2 1350 57.438 0.668 0.3 8.8781 0.0000 OK

1440 minute winter Soakaway 2 InĮltraƟon 0.0
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Appendix E 

SuDS Management & Maintenance 



Table 20.15 Operation and maintenance requirementsfor pervious pavements

Maintenance 

Schedule
Required action Frequency

Stabilise and mow contributing and adjacent areas. As required.

Remedial work to any depressions, rutting and cracked 

or broken blocks considered detrimental to the structural 

performance or a hazard to users, and replace lost 

jointing material.

As required.

Rehabilitation of surface and upper sub-structure by 

remedial sweeping.

Every 10 to 15 years or as required (if 

infiltration performance is reduced due 

to significant clogging).

Initial inspection. Monthly for three months after 

installation.

Inspect for evidence of poor operation and/or weed 

growth - if required, take remedial action.

Three-monthly, 48 h after large storms 

in first six months

Inspect silt accumulation rates and establish appropriate 

brushing frequencies.

Anually.

Monitor inspection chambers Anually.

Monitoring

Brushing and vacuuming (standard cosmetic sweep over 

whole surface).

Once a year, after autumn leaf fall, or 

reduced frequency as required, based 

on site-specific observations of clogging 

or manufacturer's recommendations - 

pay particular attention to areas where 

water runs onto pervious surface from 

adjacent impermeable areas as this 

area is most likely to collect the most 

sediment.

Remediate any landscaping which, through vegetation 

maintenance or soil slip, has been raised to within 50mm 

of the level of the paving.

As required.

Regular 

maintenance

Occasional 

maintenance
Removal of weeds or management using glyphospate 

applied directly into the weeds by an applicator rather 

than spraying.

As required - once per year on less 

frequently used pavements

Remedial 

actions



Table 13.1 Operation and maintenance requirements for soakaways

Maintenance 
Schedule

Required action Frequency

Inspect for sediment and debris in pre‐treatment componants and floor 
of inspection tube or chamber and inside of concrete manhole rings

Annually.

Cleaning of gutters and any filters on downpipe. Annually (or as 
required based on 
inspections).

Trimming of any roots that may be causing blockages Annually (or as 
required).

Occasional 
maintenance

Inspect for sediment and debris in pre‐treatment componants and floor 
of inspection tube or chamber and inside of concrete manhole rings

As required.

Reconstruct soakaway and/or replace or clean void fill, if performance 
deteriorates of failure occurs.

As required.

Replacement of clogged geotextile (will require reconstruction of 
soakaway).

As required.

Inspect silt traps and note rate of sediment accumilation Monthly in the first 
year and then 
annually.

Check soakaway to ensure emptying is occuring. Annually.

Regular 
maintenance

Remedial 
actions

Monitoring
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