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1. SITE DETAILS

Site Name Beta Building
Site Address Beta Building, 121 Kings Road, Reading, RG1
3ES
Purpose of Residential
Development
Existing Land Use Commercial Floor
County Berkshire
Country England
Local Planning Reading Borough City Council
Authority

1.1 Site Location

The location of the project site is shown in Figure 1 below.

“n
o0 { g
- ‘ /OJ/S
= [FB /’o
| _ /|
3 £ - | Blakes Bridge
S — \
(5 -
-3 %
- cottag® e . @éﬂ&‘
es €O v A
Blav= = ¥
[\ v C,QA
B o
13
2% = {\.Harry Tee Court
~ Shelters 280 \
7 ) 39 to 109 37.9m ’j‘("m; > \ 1
89 - 7.4m 4,
{ 7 :
— Oé,,s 37.3m
Om B 000
51501 011 ¥y Yal Public Park -
gpt 03 v0L ‘ 0S (N
01 PH |2 ‘ Play
ué.u—‘ OMRA | | A pvor <40 58T Area

Figure 1- Location of Project Site (Source: OS Opendata).
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1.2 Proposed Development

The proposal involves the conversion of an existing building into 44 flats.

1.3 Geology of The Area

According to the British Geological Survey, the superficial deposit at the site is of the
Alluvium deposits consisting of clay, silt and gravel Deposits, as shown in Figure 2 below.
The bedrock at is of the Seaford Chalk Formation and Newhaven Chalk Formation, as

shown in Figure 3 overleaf.

Geology

Superficial deposits

Alluvium - Clay, silt, sand and gravel. Sedimentary superficial deposit formed between 11.8 thousand
years ago and the present during the Quaternary period.

More Information

C] Alluvium - Clay, silt, sand and gravel

Figure 2 - Superficial Deposits at the site. (Source: British Geological Survey website (contains British
Geological Survey materials © NERC2025).
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Geology

Bedrock geology

Seaford Chalk Formation and Newhaven Chalk Formation - Chalk. Sedimentary bedrock formed
between 89.8 and 72.1 million years ago during the Cretaceous period.

More Information

(] seaford Chalk Formation and Newh...

Figure 3 - Bedrock at the site. (Source: British Geological Society Website (contains British Geological
Survey materials © NERC2025).
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2. PLANNING POLICIES

2.1 National Planning Policies

The report has been written in conjunction with the following national planning policies:

¢ National Planning Policy Framework (December 2024)

e National Planning Practice Guidance Suite (August 2022)

2.2 Local Planning Policy

The report has been written in conjunction with the following local planning policies:

e Reading Borough Council Level 1 and Level 2 Strategic Flood Risk Assessment.

e Reading Borough Council Preliminary Flood Risk Management Strategy.



Beta Building, 121 Kings Road, Reading, RG1 3ES
Nimbus Engineering Consultants Ltd

Flood Risk Assessment Report

October 2025

3. FLOOD RISK

The possible causes of flooding set out in NPPF are considered in this section in relation to
flood risk to the site itself and the effects of the development of the site on the flood risk

elsewhere.

3.1 Flood Zones

The Environment Agency has developed a flood risk map, shown in Figure 4 below, which

shows the relative risk of flooding for different return periods.

The development lies within flood zone 1 of the Environment Agency’s Flood risk map, as
shown below. Land located within flood zone 1 is at low risk of flooding, having an associated

annual probability of less 1 in 1000.

1

Key x Filbert Street

i B [

Floodzone2 Floodzone3 Reportarea ¢

FOrbUry K

Figure 4 — Environment Agency Flood Map for the proposed development.
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As can be seen from the above map and the site boundary plan provided in Appendix A, the
site is located within Flood zone 1, and in accordance with Table 1 from the NPPF’s technical
guidance, land within Flood zone 1 is suitable for any use. This is also confirmed the

Environment Agency data provided in Appendix A.

Assessment of this site has been based upon the Environment Agency’s flood map, the
Strategic Flood Risk Assessment report, the existing site plan, and the architect’ s proposed

development layout.
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Table 1: NPPF Flood Zone Guidance

Flood Zone

Definition of Zone

Appropriate uses

FRA Requirements

Policy Aims

Classification
Zone 1 Low This zone compromises | All uses of land are For development proposals In this zone, developers and
Probability land assessed as having | appropriate in this on sites compromising one local authorities should seek
aless than 1in 1000 zone. hectare or above the opportunities to reduce the
annual probability of river vulnerability to flooding from | overall level of flood risk in the
or sea flooding in any other sources as well as area and beyond through the
year (0.1%<). from river and sea flooding, layout and form of
and the potential to increase | development, and the
flood risk elsewhere through | appropriate application
addition of hard surfaces and | sustainable drainage
the effect of new techniques.
development on surface
water run-off should be
incorporated in a FRA.
This need only be brief
unless the factors above or
other considerations require
particular attention. See
Annex E for minimum
requirements.
Zone 2 This zone compromises | The water- All development proposals In this zone developers and
Medium land assessed as having | compatible less should be accompanied by a | local authorities should seek
Probability between a 1 in 1000 vulnerable and more | FRA. See Annex E for opportunities to reduce the
annual probability of river | vulnerable uses of minimum requirements. overall level of flood risk in the
flooding (1% - 0.1%) or | land and essential area through the layout of form
between a 1 in 200 and 1 | infrastructure in and development, and the
in 1000 annual Table D 2 are appropriate application od
probability of sea appropriate in this sustainable drainage
zone. techniques.
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Flood Zone
Classification

Definition of Zone

Appropriate uses

FRA Requirements

Policy Aims

flooding (0.5%- 0.1%) in
any year

Infrastructure in
Table D.2 are
appropriate in this
zone.

Subiject to the
sequential Test being
applied the highly
vulnerable uses in
Table D.2 are

only appropriate in
this zone if the
exception Test (see
para. D.9) is passed.

Zone 3a High
Probability

This zone compromises
land assessed as having
a 1in 100 or greater
annual probability of river
flooding (>1%) ora 1 in
200 greater annual
probability of flooding
from sea (>0.5%) in any
year.

The water compatible
and less vulnerable
uses of land in Table
D.2 are appropriate
in this Zone.

The highly vulnerable
uses in Table D.2
should not be
permitted in this
zone.

The more vulnerable
and essential

All development proposals in
this zone should be
accompanied by a FRA. See
Annex E for minimum
requirements.

In this zone, developers and
local authorities should seek
opportunities to:

i. reduce the overall level of
flood risk in the area through
the layout and form of the
development and appropriate
application of sustainable
drainage techniques.

ii. relocate existing
development to land in zones
with a lower probability of
flooding; and
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Flood Zone
Classification

Definition of Zone

Appropriate uses

FRA Requirements

Policy Aims

infrastructure uses in
D.2 should only be
permitted in this zone
if the Exception Test
(see para. D.9) is
passed Essential
Infrastructure
permitted in this zone
should be designed
and constructed to
remain operational
and safe for users in
times of flood.

iii. create space for flooding to
occur by restoring functional
floodplain and flood pathways
and by identifying, allocating
and safeguarding open space
for flood storage.

Zone 3b The
Functional
Floor Plan

This zone compromises
land where water has to
flow or be stored in times
of flood.

Local planning
authorities should identify
in their SFRAs areas of
functional floodplain and
its boundaries
accordingly, in
agreement with the
Environment Agency.
The identification of
functional floodplain
should take account of
local circumstances and

Only the water-
compatible uses and
the essential
infrastructure listed in
Table D.2 that has to
be there should be
permitted on this
zone. It should be
designed and
constructed to:

e remain
operational and
safe for users in
times of flood;

e resultin no net
loss of floodplain
storage,;

All development proposals in
this zone should be
accompanied by a FRA. See
Annex E for minimum
requirements.

In this zone, developers and
local authorities should seek
opportunities to:

i. reduce the overall level of
flood risk area through the
layout and form of the
development and appropriate
application of sustainable
drainage techniques; and

ii. relocate existing
development to land with a
lower probability of flooding.
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Flood Zone Definition of Zone Appropriate uses FRA Requirements Policy Aims

Classification
not be defined solely on |e not impede water
rigid probability flows; and
parameters. But land e not increase flood
which would flood with risk elsewhere
an annual probability of 1 |e Essential
in 20 (5%) or greater in infrastructure in
any year, or is designed this zone should
to flood in an extreme pass the
(0.1%) flood should Exception Test.
provide a starting point
for consideration and
discussions to identify
the functional floodplain.
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3.2 Flood Vulnerability

Table 2 below, which has been extracted from NPPF’s technical guidance, highlights
the flood risk vulnerability of various developments. This information is based partly
on DEFRA/Environment Agency research and ‘Flood Risks to People’ (FD2321/Tr2)

and also on the need of some uses to keep functioning during flooding.

Buildings that combine a mixture of uses should be places into the higher of the
relevant classes of flood risk sensitivity. Developments that allow uses to be distributed

over the site may fall within several classes of flood risk sensitivity.

The impact of a flood on a particular uses identified within this flood risk vulnerability
classification will vary within each vulnerability class. Therefore. The flood risk
management infrastructure and risk mitigation measures needed ensure the

development is may differ between uses within a particular vulnerability classification.

Table 2: NPPF’s Flood Risk Vulnerability Classification

Essential Infrastructure e Essential transport infrastructure and strategic

utility infrastructure, including electricity

generating stations and grinds and primary
substations.

Highly Vulnerable e Police, Ambulance and Fire stations and
command centres, and telecommunications
installations and emergency disposal points.

e Basement Dwellings, caravans, mobile homes
and park homes intended for permanent
residential use.

¢ Installations requiring hazardous substance
consent.

More Vulnerable e Hospitals, residential institutions such as care

homes, children’s homes, social services

homes, prisons and hostels.

13
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Buildings used for dwelling house, student halls
of residence, drinking establishments,
nightclubs, hotels and sites used for holiday or
short-let caravans and camping.
Non-residential uses for health service,
nurseries and educations.

Landfill and waste management facilities for
hazardous waste.

Less Vulnerable

Buildings used for shops, financial, professional
and other services, restaurants and cafes,
offices, industry, storage and distribution and
assembly and leisure.

Land and buildings used for agriculture and
forestry.

Waste treatment (except landfill and hazardous
waste facilities), mineral workings and
processing (except for sand and gravel).

Water treatment plants and sewerage treatment
plans (if adequate pollution control measures are
in place.)

Water-compatible
Development

Flood control infrastructure, water transmission
infrastructure and pumping stations.

Sewerage transmission infrastructure and
pumping stations.

Sand and Gravel workings

Docks, marinas and wharves, navigational
facilities.

MOD defence installations

Ship building, repairing and dismantling,
dockside fish processing and refrigeration and
compatible activities requiring a waterslide
location.

Water-based recreation (excluding sleeping
accommodation)

Lifeguard and coastguard stations

Amenity open space, nature conservation and
sports recreation.

Essential sleeping or residential accommodation
for staff required by users in this category,
subject to a warning and evacuation plan.

From the flood risk vulnerability classification table above, taken from the NPPF’s

technical Guidance, Buildings used for dwelling houses come within the ‘more

vulnerable’ classification. However, based on the Environmental Agencies flood map,

14
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the development site is located within Flood Zone 1 and in accordance with Table 3,

overleaf, is therefore suitable for any development. Furthermore, neither a sequential

or exception test is required as a part of this Flood Risk Assessment.

Table 3: NPPF’s Flood Risk Vulnerability and Flood Zone Compatibilit
Vulnerability Essential Water Highly More Less
Classificatio Infrastructur Compatibl Vulnerabl Vulnerabl Vulnerabl
n e

Flood Zone 1 v v v
Flood Zone 2 R4 v Exception | v v
Test
Flood Zone Exception v X Exception | v
3a Test Test
Flood Zone Exception v X X X
3b Test
Key: v Development is appropriate
X Development should not be permitted

3.3 Flooding from Land (Overland Flow)

The proposed development and immediate surrounding properties are at not at risk of
flooding from surface water, as seen in the Environmental Agency’s flood map in

Figure 5 overleaf.

15
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Datasets

O Flood zones 2 and 3 ‘

@ Surface water

O None

Annual likelihood of flooding 1

QO 1in30 '
(O 1in100

(® 1in1000

Map features

|:| Water storage

I:l Flood defence \ )
\\ A3 A329
|:| Main Rivers N\

Kennet and '.-‘-.'-.-'pr Canal

Figure 5 — Environment Agency Surface Water F/obd Map for the proposed development.

3.4 Flooding from Groundwater

The Environment Agency’s website confirms that any groundwater flooding in the area

is unlikely.

3.5 Flooding from Sewers

A total of 14 sewer flooding incidents have been recorded in the vicinity of the site, as
confirmed by the SFRA report. However there have been no incidents of sewer

flooding at this site.

16
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Table 4 - Sewer Flooding Incidents by Post code area

Post Post Code Area External Internal Total
(oY [} Flooding Flooding
RG1 (v >

Lower
Caversham

T
G NIR

)
=\ Pt ’," LIy W,
"’“"’Hi{l"ﬁ%\ 2R

itheote %0

Southcate
Mill

74 7 14

Figure 6: sewer flooding incidents by postcode area have been obtained from the Reading Level 1

Strategic Flood Risk Assessment.

3.6 Flooding from Reservoirs, Canals or Other Artificial Sources

The Environment Agency’s Flood map shown in Figure 7 overleaf, indicates that the
site is at no risk of flooding from reservoirs, canals, or other artificial sources during
river flooding events. However the surrounding areas are, yet the risk of a reservoir

failing is very low and there are flood warnings in place.
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Figure 7 — Environment Agency Flood Map from reservoirs for the proposed development
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4. SAFE ACCESS AND EGRESS

Although the proposed development site is at a very low risk of fluvial and pluvial
flooding. Key routes surrounding the site are at a risk of fluvial and pluvial flooding,

therefore there will be issues with access and egress to the site during extreme fluvial
and pluvial events, and residents needs to be made aware of hidden dangers such as

blown manholes.

Occupants will be required to sign up to the Environment Agency’s Flood line on 0345
988 1188 in order to receive flood warnings, as well as making sure they are aware of
any extreme storm events that may cause surface water flooding. The fluvial flooding
events will restrict access and egress to the site therefore the residents will be advised
to remain in their properties once a flood warning has been issued. However the
surface water flooding is localised along the access and egress routes, therefore the
occupants are advised not to drive through flood water, and to avoid journeys during
extreme storm events which may cause localised flooding along the access and

egress routes.

19
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5. CONCLUSIONS

The purpose of this report is to satisfy the local planning authority that the risk of
flooding from all sources has been assessed, and the proposed floors for this ‘change
of use’ from office to residential are not a risk of flooding, and these proposals will not

increase flood risk at the site or elsewhere.

Key routes surrounding the site are at a risk of flooding, however a discussion of

access and egress and appropriate measures have been provided in this report.

20
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APPENDIX A - DRAWINGS
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Beta Building, 121 Kings Road, Reading, RG1 3ES
Nimbus Engineering Consultants Ltd

Flood Risk Assessment Report

October 2025

APPENDIX B — ENVIRONMENT AGENCY
CORRESPONDENCE DATA



Environment

W Agency
Product 4 (Detailed Flood Risk) for 121 Kings Road, RG1 3ES
Our Ref: THM368826
Product 4 is designed for developers where Flood Risk Standing Advice FRA (Flood Risk Assessment) Guidance Note 3 Applies. This is:
i) "all applications in Flood Zone 3, other than non-domestic extensions less than 250 sq metres; and all domestic extensions", and
ii) "all applications with a site area greater than 1 ha" in Flood Zone 2.
Product 4 includes the following information: Please note:
Ordnance Survey 1:25k colour raster base mapping; If you will be carrying out computer modelling as part of your Flood Risk
Flood Zone 2 and Flood Zone 3; Assessment, please request our guidance which sets out the requirements
Relevant model node locations and unique identifiers (for cross referencing to the water and best practice for computer river modelling.
levels, depths and flows table);
Model extents showing defended scenarios; This information is based on that currently available as of the date of this
FRA site boundary (where a suitable GIS layer is supplied); letter. You may feel it is appropriate to contact our office at regular intervals,
Flood defence locations (where available/relevant) and unique identifiers; (supplied to check whether any amendments/ improvements have been made. Should
separately) you re-contact us after a period of time, please quote the above reference in
Flood Map flood storage areas (where available/relevant); order to help us deal with your query.
Historic flood events outlines (where available/relevant, not the Historic Flood Map) and
unique identifiers; This information is provided subject to the enclosed notice which you should
read.
Statutory (Sealed) Main River (where available within map extents); This letter is not a Flood Risk Assessment. The information supplied can be

used to form part of your Flood Risk Assessment. Further advice and
guidance regarding Flood Risk Assessments can be found on our website at:
A table showing:

i) Model node X/Y coordinate locations, unique identifiers, and levels and flows for https://www.gov.uk/guidance/flood-risk-assessment-local-planning-authorities
defended scenarios.

ii) Flood defence locations unique identifiers and attributes; (supplied seperately) If you would like advice from us regarding your development proposals you
iii) Historic flood events outlines unique identifiers and attributes; and can complete our pre application enquiry form which can be found at:

iv) Local flood history data (where available/relevant).

https://www.gov.uk/government/publications/pre-planning-application-enquiry-
form-preliminary-opinion

Red Kite House, Howbery Park, Wallingford, Oxon OX10 8BD
Customer services line: 08708 506 506

Email: enquiries_ THM@environment-agency.gov.uk www.environment-agency.gov.uk
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Flood Map for Planning centred on 121 Kings Road, RG1 3ES

Created on 23rd July 2024 REF: THM368826
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—=-—= Flood Map - Flood defences

L- __| Flood Map - Flood Storage Areas
l:l Flooding from rivers or sea (FZ3)

D Extent of extreme flood (FZ2)

Flooding from rivers or sea without

defences (Flood Zone 3) shows the area that
could be affected by flooding:

- from the sea with a 1 in 200 or greater
chance of happening each year

- or from a river with a 1 in 100 or greater
chance of happening each year.

The Extent of an extreme flood (Flood Zone 2)
shows the extent of an extreme flood from rivers
or the sea with up to a 1 in 1000 chance of
occurring each year.

© Environment Agency copyright and / or database rights 2024. All rights reserved. © Crown Copyright and database right. All rights reserved. Environment Agency, 100024198, 2024.
Contact Us: National Customer Contact Centre, PO Box 544, Rotherham, S60 1BY. Tel: 03708 506 506 (Mon-Fri 8-6). Email: enquiries@environment-agency.gov.uk




Environment
Agency

Defence information THM368826

Defence Location:  [No defences and NOT on Main River |

Description:  This location is not on Main River and we do not hold defence information for this area. There may be an ordinary watercourse nearby which could affect
the site. Please contact your local authority for further details.

© Environment Agency 2021



Environment
W Agency

Model information THM368826

Model:  [Kennet (Tyle Mill to Thames Confuence) 2018 |

Description: The information provided is taken from the Kennet (Tyle Mill to Thames confluence) 2018. The study was carried out using 1D-2D modelling software (Flood modeller-Tuflow).

Model design runs:

1in 2/ 50% AEP; 1in 5/20% AEP; 1in 20 / 5% AEP;1in 30/ 3.3% AEP; 1in 75/ 1.3% AEP; 1in 100 / 1% AEP; 1 in 100+15% / 1% + 15% AEP with climate change; 1 in 100+25% /
1% + 25% AEP with climate change; 1in 100+35% / 1% + 35% AEP with climate change; 1 in 100+70% / 1% + 70% AEP with climate change; and 1 in 1000 / 0.1% AEP.

Mapped Outputs:
1in 2/ 50% AEP; 1in 5/20% AEP; 1in 20/ 5% AEP;1in 30/ 3.3% AEP; 1in 75/ 1.3% AEP; 1in 100 / 1% AEP; 1in 100+15% / 1% + 15% AEP with climate change; 1 in 100+25% /
1% + 25% AEP with climate change; 1in 100+35% / 1% + 35% AEP with climate change; 1 in 100+70% / 1% + 70% AEP with climate change; and 1 in 1000 / 0.1% AEP.

© Environment Agency 2020



Modelled in-channel flood flows and levels

The modelled flood levels and flows for the closest most appropriate model node points for your site that are within the river channel are provided below:

THM368826

@ Environment
W Agency

Flood Levels (mAOD)
Node label Model Easting | Northing | 20% AEP| 5% AEP|3.3% AEP| 1% AEP '1% AEF"(+10% '1% AEF"(+15% '1% AEF"(+20% '1% AEF"(+25% '1% AEF"(+35% '1% AEF"(+70% 0.1%
increase in flows) | increase in flows) | increase in flows) | increase in flows) | increase in flows) | increase in flows) [ AEP
061 22 2018 001HOLY2 0038.2 Kennet (Tyle Mill to Thames Confluence) 2018 472031 73454 36.66( 36.79 36.82 36.91 0.00 37.01 0.00 37.08 37.12 37.31 37.15
061 22 2018 001KENN3 1103.1 Kennet (Tyle Mill to Thames Confluence) 2018 472142 173476 36.63[ 36.75 36.78 36.86 0.00 36.96 0.00 37.02 37.07 37.24 37.09
061 22 2018 001KENN3 1103.2 Kennet (Tyle Mill to Thames Confluence) 2018 472164 173482 36.62( 36.74 36.77 36.85 0.00 36.95 0.00 37.01 37.05 37.22 37.07
061 22 2018 001KENN3 0996.1 Kennet (Tyle Mill to Thames Confluence) 2018 472246( 173511 36.61| 36.73 36.75 36.83 0.00 36.92 0.00 36.98 37.02 37.19 37.05
061 22 2018 001KENN3 0961.1 Kennet (Tyle Mill to Thames Confluence) 2018 472301 73508 36.60{ 36.71 36.73 36.81 0.00 36.90 0.00 36.95 36.99 37.15 37.02
061 22 2018 001KENN3 0857.2 Kennet (Tyle Mill to Thames Confluence) 2018 472391 73472 36.58 36.69 36.71 36.79 0.00 36.87 0.00 36.93 36.96 37.12 36.99
061 22 2018 001KENC10 087.1 Kennet (Tyle Mill to Thames Confluence) 2018 472026( 173310 36.70( 36.84 36.88 36.98 0.00 37.10 0.00 37.17 37.22 37.42 37.25
061 22 2018 001KENC10 087.2 Kennet (Tyle Mill to Thames Confluence) 2018 472201 73347 36.64 36.77 36.80 36.88 0.00 36.99 0.00 37.06 37.09 37.28 37.12
061 22 2018 001KENC10 069.2 Kennet (Tyle Mill to Thames Confluence) 2018 472292| 173375 36.62( 36.73 36.76 36.84 0.00 36.94 0.00 37.01 37.04 37.22 37.06
061 22 2018 001BLAK2 0015.1 Kennet (Tyle Mill to Thames Confluence) 2018 472458| 173426 36.58 36.68 36.71 36.78 0.00 36.86 0.00 36.91 36.95 37.10 36.97
Flood Flows (m3/s)
Node label Model Easting | Northing | 20% AEP| 5% AEP|3.3% AEP| 19 AEP '1% AEF"(+10% '1% AEF"(+15% '1% AEF"(+20% '1% AEF"(+25% '1% AEF"(+35% '1% AEF"(+70% 0.1%
increase in flows) | increase in flows) | increase in flows) | increase in flows) | increase in flows) | increase in flows) [ AEP
0 0 Y2 0038.2 ennet (Tyle Mill to Thames Confluence) 20 4720 73454 7. 34.80| 36.85| 4244 0.00 49.4 0.00 53.98 57.14 70.7 59.27
0 0 1103. ennet (Tyle Mill to Thames Confluence) 20 472142| 17347 7. 34.80| 36.86| 42.44 0.00 49.4 0.00 53.98 57.14 70.7 59.27
0 0 1103. ennet (Tyle Mill to Thames Confluence) 20 472164| 17348 7. 34.80| 36.85| 4244 0.00 49.4 0.00 54.05 57.14 70.8 59.27
0 0 0996. ennet (Tyle Mill to Thames Confluence) 20 47224 7351 7. 34.80| 36.85| 42.44 0.00 49.4 0.00 53.98 57.14 70.7 59.27
0 0 0961. ennet (Tyle Mill to Thames Confluence) 20 47230 7350 7. 34.80| 36.85| 4244 0.00 49.4 0.00 54.03 57.14 70.8 59.27
o] 0 0857.. ennet (Tyle Mill to Thames Confluence) 20 47239 7347 7. 34.80| 36.85| 4244 0.00 49.4 0.00 54.04 57.14 70.8 59.27
0 0 C10 087. ennet (Tyle Mill to Thames Confluence) 20 47202 73310 34. 36.02| 41.33 0.00 47. 0.00 52. 54.62 67.0 56.4
0 0 C10 087. ennet (Tyle Mill to Thames Confluence) 20 47220 73347 34. 36.03| 41.33 0.00 47. 0.00 52.44 54.62 67. 56.4
0 0 C10 069. ennet (Tyle Mill to Thames Confluence) 20 47229 73375 . 34. 36.04| 41.34 0.00 49.35 0.00 56. 54.63 75. 56.4
0 0 K2 0015.1 ennet (Tyle Mill to Thames Confluence) 20 47245 73426] 36.35| 45.5 47.84| 54.05 0.00 1.69 0.00 66.5 69.84 84.4 72.0
Note:

Due to changes in guidance on the allowances for climate change, the percentage increase in river flows above should no longer to be used for development design

purposes. The data included in this Product can be used for interpolation of levels as part of an intermediate level assessment.

For further advice on the new allowances please visit
https://www.gov.uk/quidance/flood-risk-assessments-climate-change-allowances

© Environment Agency 2021
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Where available climate change extents
have been calculated with an additional
flow added to an AEP event. An example
of how this is written is 1%+20% AEP.
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Contact Us: National Customer Contact Centre, PO Box 544, Rotherham, S60 1BY. Tel: 03708 506 506 (Mon-Fri 8-6). Email: enquiries@environment-agency.gov.uk




Detailed FRA Map No 2 centred on 121 Kings Road, RG1 3ES
Created on 23rd July 2024 REF: THM368826
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Historic flood data

Our records show that the area of your site has been affected by flooding.

Information on the floods that have affected your site is provided in the table below:

THM368826

Flood Event Code

Flood Event Name

Start Date

End Date

Source of Flooding

Cause of Flooding

No Historical Informa

tion

Please note the Environment Agency maps flooding to land not individual properties. Floodplain extents are an indication of the geographical extent of a historic

flood. They do not provide information regarding levels of individual properties, nor do they imply that a property has flooded internally.

Start and End Dates shown above may represent a wider range where the exact dates are not available.
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Historical Flood Map No 1 centred on 121 Kings Road, RG1 3ES
Created on 23rd July 2024 REF: THM368826
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Flooding from rivers or sea without

defences (Flood Zone 3) shows the area that
could be affected by flooding:

- from the sea with a 1 in 200 or greater
chance of happening each year

- or from a river with a 1 in 100 or greater
chance of happening each year.

The Extent of an extreme flood (Flood Zone 2)
shows the extent of an extreme flood from rivers
or the sea with up to a 1 in 1000 chance of
occurring each year.
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Historical Flood Map No 2 centred on 121 Kings Road, RG1 3ES
Created on 23rd July 2024 REF: THM368826
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Flooding from rivers or sea without

defences (Flood Zone 3) shows the area that
could be affected by flooding:

- from the sea with a 1 in 200 or greater
chance of happening each year

- or from a river with a 1 in 100 or greater
chance of happening each year.

The Extent of an extreme flood (Flood Zone 2)
shows the extent of an extreme flood from rivers
or the sea with up to a 1 in 1000 chance of
occurring each year.
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Hazard Mapping

Hazard Mapping methodology:

To calculate flood hazard with the debris factor we have used the supplementary note
to Flood Risk to People Methodology (see below).
The following calculation is used:

HR = d x (v+0.5) + DF

Where HR = flood hazard rating

d = depth of flooding (m)

v = velocity of floodwaters (m/sec)

DF = debris factor calculated (0, 0.5, 1 depending on probability that debris will lead
to a hazard)

The resultant hazard rating is then classified according to:

Flood Hazard |Colour |Hazard to People Classification

Less than 0.75 Very low hazard - Caution

0.75t01.25 Danger for some - includes children, the elderly and the infirm
1.251t02.0 Danger for most - includes the general public

More than 2.0 Danger for all - includes the emergency services

REF: HR Wallingford and Environment Agency (May 2008) Supplementary note of flood hazard ratings and thresholds
for development planning and control purpose — Clarification of the Table 113.1 of FD2320/TR2 and Figure 3.2 of
FD2321/TR1

Red Kite House, Howbery Park, Wallingford, Oxon OX10 8BD
Customer services line: 08708 506 506
Email: WTenquiries@environment-agency.gov.uk
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Hazard MAP 1% AEP +35% CC centred on 121 Kings Road, RG1 3ES
Created on 23rd July 2024 REF: THM368826
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For hazard and debris factor we used
HR Wallingford and Environment Agency
(May 2008) supplementary note on flood
hazard ratings and thresholds for
development planning and control purpose.
The following calculation is used:
HR =d x (v+0.5) + DF

HR = flood hazard rating
d = depth of flooding (m)
v = velocity of floodwaters (m/sec)

DF = debris factor calculated (0, 0.5, 1
depending on probability that debris
will lead to a hazard)
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Hazard MAP 1% AEP +70% CC centred on 121 Kings Road, RG1 3ES
Created on 23rd July 2024 REF: THM368826
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For hazard and debris factor we used
HR Wallingford and Environment Agency
(May 2008) supplementary note on flood
hazard ratings and thresholds for
development planning and control purpose.
The following calculation is used:
HR =d x (v+0.5) + DF

HR = flood hazard rating
d = depth of flooding (m)
v = velocity of floodwaters (m/sec)

DF = debris factor calculated (0, 0.5, 1
depending on probability that debris
will lead to a hazard)
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