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External Finishes

Parking Area — The existing grass area and concrete path to be carefully removed and a subbase
installed all in accordance with the approved Arboricultural Impact Assessment and Method
Statement, following the methodology (see this report for more details). The new finish to the
parking area will provide a permeable paving finish and Ecogrid S50, or similar approved, will be
installed across the parking area, to be filled with soil for grass to grow.

There is a change of level between the site and the pavement, (approx. 150mm) a kerb edge,
suitable for parking areas is proposed to be installed to slope from the pavement up onto the site to
maintain the existing levels. Brett Landscaping offer a mobility kerb in Brindle, for this location.
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Pathway — Existing concrete ramp is to be carefully removed and a subbase installed all in
accordance with the approved Arboricultural Impact Assessment and Method Statement, following
the methodology (see this report for more details). The new finish to the pathway will provide a
permeable finish and Ecogrid S50, or similar approved, will be installed across the pathway, to be
filled with stones for a gavel finish. Laid to suit the natural fall of the site and will allow access to the
property from the front entrance.

Soft Landscaping

Photos show that the only existing soft landscaping to the front boundary is the hedge directly
behind the brick wall. The wall is not due to be cut back any further, therefore this hedge is to
remain in place. As noted above the ground levels will also remain with the surface finish altering
to gravel for the parking space only.
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The bush/shrub shown below, is positioned approx. 6m back from the front boundary and is to
remain. This has also been updated on the latest layout plan.

New Tree

It is proposed to plant a new small-medium sized tree within this front garden, please see the
latest layout for its location.

An Acer Campestre (Field Maple) is proposed and at the time of planting it will be approx. 3m tall
with a truck girth of at least 10cm. See plan for proposed location.




