
SERVING KIOSK

PROPOSED DRIVE THRU LANE

SINGLE HEIGHT GLAZED SHOPFRONT

(ENTRANCE DOOR INCLUDED)

MOE/SERVICE DOOR

LINE OF CANOPY ABOVE

EXTERNAL SEATING AREA

BINSTORE

PROPOSED BLOCK PAVING
TO UNIT PERIMETER AND

EXTERNAL SEATING AREA

PLANT

POD UNIT

EXTERNAL SEATING AREA

ACCESS DOORS

41.3m

CAR PARK

LINE OF CANOPY ABOVE

LOADING ONLY

3570

1696

R4000 R4000

3500

350
1

3500

60
29

80
1

35
00

R4000

R6000

R2
25

0

R4500

R5757

R9
00

0

100mm Cellweb Tree Root Protection with clean angular stone

EXISTING GROUND
    NO DIG ZONE
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100mm Cellweb Tree Root Protection with clean angular stone

Block Paving as per
detailed landscape

drawings

Treetex geotextile
for seperation (NTS)

Clean Angular stone
type 4/20

Treated timber edge
with pointed timber stake

or metal edge

Cellweb Tree Root
Protection 100mm Unit Sizes
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Backfill verges with
surplus spoil to create a

smooth contour

CELL WEB DETAIL 1:10 @ A2
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KEY - CELLULAR CONFINEMENT

PROPOSED CELL WEB NO DIG TREE ROOT PROTECTION
Cellular confinement to be used in areas of hard landscape within tree root protection areas
Product: 100mm depth cell web tree root protection
Supplier: Geosynthetics Limited
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