Arboricultural Impact Summary

Impacts Nos. of trees

Trees to be removed 1*
Groups / Hedges to be removed (Partial removal of groups) 0 (1)*
Trees with proposed incursions into RPAs 4 . N
Indicative only
Groups / Hedges with proposed incursions into RPAs 1
Trees that will require pruning 10 — —
_— T
Groups / Hedges that will require pruning 2 e ~
Trees to be transplanted 0 / \
Groups / Hedges to be transplanted 0 , \
{ ] / \

* Partial removal of a group (G2) is a single category U tree

Arboricultural Impacts

CAR CLUB

\

No. ‘ Species Proposed structure ‘ Incursion

2 Cherry sp. Replacement hard surfacing RPA b ° 7
3 Londen plane Replacement hard surfacing RPA /
4 Cypress sp. Replacement hard surfacing RPA /
5 Laburnum Replacement hard surfacing RPA
G1 Cypress sp. Bin store RPA / Canopy

Tree Work Schedule

Any changes to the existing hard surfacing (wearing
course, kerb edging and or sub-base/foundations) within

No. ‘ Species Works ‘ Category

° \
. .
[ ]
the RPAs of tree numbers 2, 3, 4, 5 and G1.
- Crown reduce E canopy to 0.5m from Solution: Any and all replacement hard surfacing (wearing Note: All works for the removal of the existing hard surfacing
. . course, kerb edging and or sub-base/foundations) is to be - . . "
1 Syoamore trunk, . c situated no deeper than that of the existing soil level and ;wnzign?azzﬁzi" tﬁ{ﬁ ::f?llr;?\::gaoirnsu\?via:zetﬁzu;gaAiogfs)
Crown lift to 3.5m above GL are to be designed in conjunction with arboricultural advice. tree nuprnbers 6,7.8.9, 10, G1 ang ng are to be undertaken
N d boricultural ion.
2 Cherrysp.  |Crown lift to 3.5m above GL c ) \ oneer armoro e supevsen
3 London plane  |Crown lift to 5m above GL B .. 7 ACC ‘
4 Cypress sp. Crown lift to 3.6m above GL Cc [y | / ‘ \\
5 Laburnum Crown lift to 3.5m above GL [ \—*' !
6 Silver birch |Crown clean c — _,:ma/% \L /
7 Silver birch  |CGrown clean [ DJ
8 Bird cherry grLown lift W/NW cancpy to 3.5m above c \
ACC ¢
9 c Crown reduce W canopy to 0.8m from c \
ypresssp. | CARCLU \
10 Lime Re-pollard e | Note: All works for the removal of the existing hard surfacing /
(wearing course, kerb edging and or sub-base/foundations) = \ //
R d repl: it with soft land: i ithin the RPAs of i
G1 Cypress sp Crown lift to 3.5m above GL [ CAR CLUB bl ff;g:;:z%wg ; °1oyagf;§§'gg2v:re ‘:)‘b: denken ! Is‘sue; :rctphcsel:j] bi; Ps:)re fa{]d assocl\)ated é?undations are /.
. ji isi situated within the s of tree numbers G1. —
G2 Cherry Sp. Crown lift E canopy to 3.5m above FP c under arboricultural supervision. Slo‘:ution:v\gmlmdations for the propuosed bin store are to be | °
| R — |\ designed in conjunction with arboricultural advice following | __ f
G2-1 Cherrv s Crown reduce W canopy to 0.5m from c \ \ — i 1 SRR iy site specific arboricultural site investigations to identify root | f ° Unit 3‘ Well House Barns’ CheSter’ CH4 ODH
Y Sp. trunk \ i — lactlwty_ and ?Ilow (he_prcjec( engineer to demgn_a sunabl_e ! ° httpS://al'bteCh .CO.U k, 01 244 661 1 70
. ‘ \ ‘tree friendly' foundation system prevent damaging or losing
G2-2 Cherry sp.  |Fellto ground level; grind out stump u : ‘\ , roots important to the stabilty of the tree. °
/ A f o .
/ \ : L—
G2-3 Cherry sp. Crown reduce W canopy to 0.6m from c \; ¥ n Store e .
trunk AR \ ° PrOjeCtZ
Crown reduce W canopy to 0.6m from \ \ <'e
G2-4 Cherry sp. o c \\b ™N Eaton COU rt,
) e
iy 1\ \
625 | Widehery |CTOWnTedice W canopyto0gmtom | ¢ , L Ala R 112 Oxford Road,
| |
= ol ! .
0 o L\ , Readin
Go6 Cherry sp. t(::;vkvn reduce W canopy to 0.9m from c \ I 29\ ) g,

| WY Berkshire,

All tree work is to be undertaken in accordance with British Standard

BS 3998201 0 Tree work - Recommendé_ltio_ns. Any changes to the existing hard surfacing (wearing il RG 1 7 L L .
All arising's are to be removed and the site is to be left as found. course, kerb edging and or sub-base/foundations) within -

. . the RPAs of tree numbers 2, 3, 4, 5 and G1. Cl|ent .
Care is to be taken of the ground around retained trees to make sure Solution: Any and all replacement hard surfacing (wearing :

course, kerb edging and or sub-base/foundations) is to be
situated no deeper than that of the existing soil level and
are to be designed in conjunction with arboricultural advice.

that it does not become compacted as a result of tree surgery
operations. No equipment or vehicles such as timber lorries, tractors,
excavators or cranes shall be parked or driven beneath the crowns of
any retained trees, to prevent subsequent compaction and root death.

Eaton Reading Ltd.
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All dimensions should be checked on site. No dimensions are to be scaled from this drawing.

Please notify us of any discrepancies found. Arbtech Consulting Ltd. cannot be held responsible for inaccuracies in
the base drawing in which this plan is based.

This drawing is designed to reflect the principles of the layout or design only, and relates only to the protection of
retained trees.

This drawing is not to be read as a definitive part of the engineering or construction designs or method statement.
An architect or structural engineer should be contacted over any matters of construction, detailing or specification
Om 5m 1 Om and for any standards or regulatory requirements relating to proposed structures, hard surfacing or underground

services.
This drawing was produced in colour - a monochrome copy should not be relied upon.

© Arbtech Consulting Ltd




	Sheets and Views
	A2 L


