
Schedule of Luminaires :

- MK 1146WHI Shock Guard Pendant Lampholder with
  Philips CorePro B22 13W Warm White LED Lamp

- Ansell Gamma LED IP54 Surface Mounted Luminaire with 18W,
  1551 Lumen LED source (3000K). Ref: AGAMLED / CCT IP65
   with White Bezel Downlighter

- MK 1174WHI Shock Guard Batten Lampholder with
  Philips CorePro B22 13W Warm White LED Lamp

- Dextra Graduate LED surface mounted luminaire with 26W,
  3520 Lumen LED source. Ref: GRDL45 OPTPA

- Eterna LED IP44 Mirror Light with 10W, 835 Lumen
  LED source (3000K). Ref: OMLED10

- Dextra Hydra LED surface mounted luminaire with 16.4W,
  2452 Lumen LED source. Ref: HYD L26 PC 4S

- Dextra Hydra LED  surface mounted luminaire with 16.4W,
  2452 Lumen LED source. Factory converted to provide 3 hours
  operation on mains failure. Ref: HYD L26 PC 4S LE3

- Dextra Amenity Decorative LED ceiling mounted luminaire with 10.3W
  1234 Lumen LED source and white opal diffuser. Ref: AMED L15 R25C

- Dextra Amenity Decorative LED ceiling mounted luminaire with 10.3W
  1234 Lumen LED source and white opal diffuser. Factory converted to
  provide 3 hours operation on mains failure. Ref: AMED L15 R25C LE3

- Dextra Amenity Decorative LED wall mounted luminaire with 10.3W
  1234 Lumen LED source and white opal diffuser. Ref: AMED L15 R25C

- Dextra Amenity Decorative LED wall mounted luminaire with 10.3W
  1234 Lumen LED source and white opal diffuser. Factory converted to
  provide 3 hours operation on mains failure. Ref: AMED L15 R25C LE3

- Dextra Amenity Plus LED ceiling mounted luminaire with 20.0W
  2487 Lumen LED source and white opal diffuser. Ref: AMC L30 BO

- Dextra Amenity Plus LED ceiling mounted luminaire with 20.0W
  2487 Lumen LED source and white opal diffuser. Factory converted to
  provide 3 hours operation on mains failure. Ref: AMC L30 BO LE3

- Dextra Amenity Plus LED wall mounted luminaire with 20.0W
  2487 Lumen LED source and white opal diffuser. Ref: AMC L30 BO

- Dextra Amenity Plus LED wall mounted luminaire with 20.0W
  2487 Lumen LED source and white opal diffuser. Factory converted to
  provide 3 hours operation on mains failure. Ref: AMC L30 BO LE3

- Holophane Denver iD wall with Symmetric distribution mounted at 3.5m
  with 1000 Lumen LED source (3000K).
  Ref: DWL.1.LA013.AY.RAL (TBD).TSZ.PIR1

- Holophane Denver iD wall with Symmetric distribution mounted at 3.5m
  with 1000 Lumen LED source (3000K). Factory converted to provide 3 hours
  operation on mains failure. Ref: DWL.1.LA013.AY.RAL (TBD).TSZ.PIR1.EM3

- DETA LED Stainless Steel Wall Light with GU10 LED Source. Ref: GF621

- Holophane Denver iD wall with Symmetric distribution mounted at 2.5m with 7W
  1000 Lumen LED source (3000K). Ref: DWL.1.LA013.SY.RAL (TBD).TSZ.PIR0

- Holophane Europe Ltd. Parkpack Surface Mounted Luminaire with 45W,
  6000 lumen LED source (4000K) with square distribution. Factory converted
  to provide 3 hours operation on mains failure. Ref: PPK.1.LA064.SQW.SM.C1. EM3

- Holophane Denver iD wall with Long & Narrow distribution mounted at 3.5m with 11W
  2000 Lumen LED source (3000K). Ref: DWL.1.LA023.NR.RAL (TBD).TSZ.W011

- Holophane Denver iD wall with Long & Narrow distribution mounted at 3.5m with
  2000 Lumen LED source (3000K). Factory converted to provide 3 hours operation
  on mains failure. Ref: DWL.1.LA023.NR.RAL (TBD).TSZ.PIR1.EM3.W011

- Holophane Denver iD wall with Forward distribution mounted at 3.5m
  with 3000 Lumen LED source (3000K).
  Ref: DWL.1.LA033.FW.RAL (TBD).TSZ.PIR0.W018

- Holophane Denver iD wall with Forward distribution mounted at 3.5m with
  3000 Lumen LED source (3000K). Factory converted to provide 3 hours operation
  on mains failure. Ref: DWL.1.LA033.FW.RAL (TBD).TSZ.PIR0.EM3.W018

- Dextra Amenity Exterior Open LED soffitt mounted luminaire with 9.5W
  901 Lumen LED source and white opal diffuser. Ref: AMEX L15 OW R25E

- Dextra Amenity Exterior Open LED soffitt mounted luminaire with 9.5W
  901 Lumen LED source and white opal diffuser. Factory converted to
  provide 3 hours operation on mains failure. Ref: AMEX L15 OW R25E LE3

- JCC X50 Downlight with 5W, 700 lumen, 3000K LED source and
  white bezel. Ref: JC1101/WH

- JCC Mainline Mains IP20 2340mm Long Single Circuit Track (White) Ref: JC14003WH
  with 4 No. JCC Starspot 1000 15W, 900 lumen, 3000K LED source Ref: JC14154WH

B

A

D

Ge

G

Je

E

Ke

K

F

He

H

H

Je

J

J

M

N

Pe

S

T

Te

H
e

Ve

V

Se

Z

X

PIR

Access Control and Security Legend:
 - Access Control Lock - Electric Strike (Moving Keep) or Magnetic Lock (at Head of Door)

 - Proximity Reader

 - Access Control Panel

 - Push Button / Break Glass Door Release / Door Activation Group

 - External CCTV Camera (Day / Night, Colour / Monochrome)

 - Internal Dome Mounted Camera (Colour)

 - 22" LCD TFT SVGA Monitor (with 32 Channel 8 Terabyte High
   Definition CCTV recorder and DVD writer with POE switch)

- Video Access Control Panel with Screen,
  Handset (with microphone and speaker) and Door Release Button

- Recessed Video Access Control Panel, Vandel Resistant, Stainless Steel, with
  Proximity Fob Reader, Flat Call Buttons, Trades Button, Camera Microphone and Speaker

- PIR Detector for Operating Automatic Doors

ACCESS

Fire Alarm Legend:

- Recessed Analogue Addressable Fire Alarm
  Panel (interlinked to Fire Alarm Repeater Panel)

- Recessed Analogue Addressable Fire Alarm
  Repeater Panel (interlinked to Fire Alarm Panel)

- Ionisation Smoke Detector

- Optical Smoke Detector

- Heat Detector

- Combined Optical Smoke and Heat Detector

- Smoke Detector with Xenon Beacon

- Optical Smoke Detector in Void

- Carbon Monoxide Detector

- Manual Break Glass Call Point

- Base Mounted Sounder

- Electronic Sounder

- IP65 Electronic Sounder

- Fire Alarm Interface Unit

- Remote Indicator for Detector in Void

- Magnetic Door Hold Open Device

- Fireman's Evacuation Switch (to enable sounders)

- Vent Master Control Panel

- Vent Slave Control Panel

- Vent Manual Control Point

- Vent Fireman's Switch

- Vent Automatic Reset Module

- Fireman's Emergency Door Overide Key

- Aico Ei3016 Optical Smoke Alarm

- Aico Ei3014 Heat Alarm

- Aico Ei3028 Heat & CO Alarm

- Aico Ei3024 Multi Sensor (Optical Smoke & Heat) Alarm

- Aico Ei129 Switched Input Module
  (for interlink with communal fire alarm)

- Aico Ei28RBU Relay Module
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Lighting Legend :
For positions of all switches refer to Architect's elevation drawings.
In M4 (DDA) flats the light switches shall use wide rockers

- Light Switch 1 Way

 - Light Switch 2 Way

 - Light Switch Intermediate

 - d=Dimmer Switch, k=Emergency Light Test Switch, n=switch with neon w=Wide Rocker

 - Pull Cord Light Switch

 - Door Operated Light Switch

- Ceiling Mounted PE Switch to Disable Luminaires when ambient lighting is sufficient

 - Ceiling Mounted PIR Switch for Bi-Level Dimming Control

 - Combined PIR Light Switch with Photo Cell Override - Soffit Mounted

 - Photo Cell - Wall Mounted

 - Single Channel Ceiling Mounted Absence Detector

- 10A Triple Pole Fan Switch Unit Engraved To Suit At High Level

 - Low Voltage Fan Transformer

 - Shaver Socket with Double Wound Transformer (115V/230V)

 - Time Clock for External Lighting
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Data & AV Legend:
For positions of all electrical accessories refer to Architect's drawings
All wiring between patch panel and ONT and RJ45 sockets to be
carried out in Cat6 FTP (shielded) LSOH solid core cable

- Amplifier & Splitter

- HDMI Socket

- Aerial Outlet Comprising:
TV (Digital) Aerial Point
TV (Satellite) Point
FM/DAB Radio Point
RJ45 Socket
BT Point

- RJ45 Socket

- Ceiling Mounted WiFi Access Point

- Dedicated Telephone Point

- Openreach Optical Network Termination Point

- Communication Provider's (ISP) Router

- Virgin Media Distribution Point

- Multi Media Point comprising:
2 No. Double Sockets
TV (Digital) Aerial Point
TV (Satellite) Points 1 & 2
FM Radio Point
RJ45 Socket
BT Point
USB Outlet

- Network Switch

- 18U Wall Mounted Data Cabinet
  1,000mm High x 600mm Wide x 500mm Deep

- Openreach Master (Communal) Distribution Point

- Virgin Media Master (Communal) Distribution Point

- Dimplex Hub (WiFi Heater Control)
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Mechanical Services Wiring:
- Horstmann Electronic 7 Immersion Heater Programmer

- Temperature Sensor (for Vent Controls)

- Fan Boost Switch
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General Electrical Legend:
- Double Switched Socket at Low Level

- Double Switched Socket with USB Sockets at Low Level

- Double Switched Socket above Worksurface

- Double Switched Socket with USB Sockets above Worksurface

- Single Switched Socket at Low Level

- Single Switched Socket (height to be determined)

- Single Switched Socket Outlet at low level (isolated in electrical riser cupboard)

- 13A Fused Connection Unit Switched:
F = Fan Unit
EH = Electric Heater
BS = Water Booster Set
TR = Towel Rail
TH = Raychem HWAT Trace Heating

- 13A Fused Connection Unit Un-Switched:
CC = CCTV Camera
FA = Fire Alarm
AC = Access Control
S = Security Spur
TV = Television Amplifier
D = Door Control Power Supply
DH = Dimplex Hub Power Supply (at HL)
OP = Openreach Network Termination
PD = Powered Door

- 13A Single Remotely Switched Socket Outlet with Double Pole Switch above
  worksurface. To Have Function Engraved Upon Switch

WM = Washing Machine
TD = Tumble Dryer
H = Cooker Extract Hood
R = Fridge / Freezer
DW = Dishwasher
C = Cooker Ignition
MA = Waste Disposal Macerator
R/L = Raise / Lower Worktop

- 45A Double Pole Shower Isolation Switch with Neon Indicator
  (to include to wiring to electric shower supplied by Mechanical Contractor)

- Double Pole Switch for Isolating Cleaners Socket Circuits

- 45A DP Cooker Control Switch above worksurface
  with Cooker Connection Point at Low Level

- 32A DP Single Gang Switch with Neon above Worksurface
  with Hob Connection Point at Low Level

- 32A DP Single Gang Switch with Neon above worksurface
  with Oven Connection Point at High Level

- Isolater, TPN or SPN as stated, amps as stated
IH = Imersion Heater
HP = Heat Pump
BS = Booster Set

- IP65 Isolater, TPN or SPN as stated, amps as stated

- Door Bell.

- Door Bell Push.

- Service Head and Meter

- Distribution Board / Consumer Unit

- Twin MK Masterseal Switched Socket Outlet
   with 30mA RCD Protection At Low Level

- Raychem HWAT high temperature trace heating controller

- Diamond Bidex 7-Day Programmable Timer & Thermostat for Towel Rails

- PV Panel by PV specialist

- Electric Vehicle Charger

Notes :

1. Accessories (switches, sockets, spurs etc.) shall be from
    MK Logic or Crabtree (Client to Confirm)

2. Consumer Units shall be Crabtree Starbreaker

2. The height of all sockets, light switches, spurs etc. shall be in accordance
    with the Employer's Requirements.

3. The electrical contractor shall include for the mechanical services wiring including fans,
    room thermostats time controls / programmer

4. Recessed fittings to be provided with acoustic / fire hoods to maintain the integrity of the ceiling.

5. In M4 (DDA) flats the centre line of low level sockets to be 700mm AFFL

6. In M4 (DDA) flats the centre line of switches and controls to be 1000mm AFFL

7. In M4 (DDA) flats switches, sockets and control to be a minimum of 700mm from internal corners

H

O

TR

CP
Router

ONT
(Optical Network

Termination)

Hall
Telephone Point

Living Room
 Telephone Point

MMP
in

Lounge

RJ45 in
Aerial Outlet

in Bed 1

Data Point
in

Bed 2

Data Point
in

Bed 3
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Cat 6 FTP Patch Leads Terminated in RJ45 Sockets

Power Lead (230V, 50Hz)
Incoming (Openreach) Fibre Cable

Cat 6 FTP Patch Leads for ONT / CP Router Connections
Cat 6 FTP Patch Lead for Voice

Cat 6 FTP Cable for ONT / CP Router COnnections
Cat 6 FTP Cable
Cat 6 FTP Cable for Voice

Dimplex
Hub

T1

T3

H5

H4

H3

H2

H1

Electric Heater Schedule:
nb all Dimplex Heaters to be compatible with the Dimplex Control System with RF Modules included.

H1 - Dimplex PLXE Panel Heater, 430mm High x 450mm Long - 500W Output (PLX050E)

H2 - Dimplex PLXE Panel Heater, 430mm High x 620mm Long - 750W Output (PLX075E)

H3 - Dimplex PLXE Panel Heater, 430mm High x 620mm Long - 1000W Output (PLX100E)

H4 - Dimplex PLXE Panel Heater, 430mm High x 690mm Long - 1500W Output (PLX150E)

H5 - Dimplex PLXE Panel Heater, 430mm High x 860mm Long - 2000W Output (PLX200E)

T1 - Dimplex BPH100M Panel Heater, 1100mm High x 430mm Wide - 1000W Output (BPH100M)

T2 - Dimplex ECOT Tubular Heater, 1200mm Long - 160W Output (ECOT4FT)

T3 - Dimplex ECOT Tubular Heater, 600mm Long - 80W Output (ECOT2FT)

T4 - Creda CLR Towel Rail. 1192mm High x 500mm Wide - 250W Output (CLR12C)
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