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SERVICES KEY

The landscape contractor should establish positions of services on site
prior to excavation works, and any potential conflict should be brought

to attention. No dig solution due to the high potential for archaeological
remains.

ELECTRIC:
Hooded Wall Light (WL) Aluminium powder coated dark grey

[\

Courtyard light fittings and associated conduits are proposed as
surface-mounted. The lighting layout is indicative only and subject to
detailed design development.

SURFACE WATER:

e  Thames Water have been contacted regarding capacity of
existing thames network.

e All surface runoff from the existing roof and rainwater pipes will
remain as is into existing surface water network.

e  Surface runoff within external courtyard area is to utilise shallow
or no dig solution due to the high potential for archaeological
remains.
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EXISTING THAMES SURFACE WATER
(Located in Basement)

PROPOSED SURFACE WATER
(Located in Basement)

PROPOSED COURTYARD DRAINAGE

FOUL WATER:

e  Foul flows will be connected into the existing network where
feasible.

EXISTING THAMES FOUL WATER
(Located in Basement)
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PROPOSED FOUL WATER
(Located in Basement)
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Notes:

do not scale:
detailed drawings and larger scale drawings take precedence. Figured
dimensions only are to be taken from this drawing.

dimensions:

All building and site dimensions, levels and sewer invert levels at
connection points are to be checked and verified on site by the
contractor before the commencement of works. All dimensions are to be
checked prior to the placement of orders for materials or the fabrication
of work and any discrepancy, omission or error is to be reported to the
Architect immediately for verification.

specification:
The Contractor is to comply with current Building Legislation, British

Standard Specifications, Building Regulations etc. whether or not
specifically stated on this drawing. This drawing must be checked
against and read in conjunction with any structural or other relevant
specialist and design documentation provided.

47.24 - Technical amendments reserved
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Product data sheet
Product description Application Lighting technology

Luminaire made of aluminium alloy,
aluminium and stainless steel

BEGA Unidure® coating technology

Colour graphite or silver

Matt safety glass

Silicone gasket

Reflector made of pure anodised aluminium
2 mounting holes @ 5mm

Distance apart 240 mm

2 cable entries for through-wiring of mains
supply cable @ 7-10.5mm, max. 5G1.57
Connecting terminal and

earth conductor terminal 2.5%

Complies with flicker requirements in
accordance with IEEE 1789,

DIN IEC/TR 63158, DIN IEC/TR 61547-1
LED power supply unit

220-240 V =S 0/50-60 Hz

DC 176-280V

DALI-controllable

Number of DALI addresses: 1

Basic insulation is provided between the mains
and control cables

BEGA Thermal Control®

Temporary thermal regulation to protect
temperature-sensitive components without
switching off the luminaire

Safety class |

Protection class IP 65

Dust-tight and protection against water jets
Impact strength IKO8

Wall luminaire for glare-free lighting of walls,
traffic areas and house entrances.

Very robust luminaire with excellent lighting
qualities.

Lamp

Module connected wattage
Luminaire connected wa
Module designation

Colour rendering index

355 W

e 385W
LED-1654/83040
CRI>80

Rated temperature ta=25°C
‘Ambient temperature =35 °C
The colour temperature of the luminaire can be
set optionally to 3000K and 4000K.

Operation at colour temperature 3000 K
Module luminous flux 5860 Im
Luminaire luminous flux 3530 Im
Luminaire luminous efficiency 91,7 Im/W

4000 K
5945 Im
3581 Im

93 Im/W

Operation at colour temperature
Module luminous flux

Luminaire luminous flux
Luminaire luminous efficiency

Service life - Ambient temperature

Rated temperature t,= 25 °C

LED psu: > 50,000h

LED module: > 200,000 (L8OB50)
100,000h (L9OB50)

Luminaire data for the DIALux lighting design
program for outdoor lighting, street lighting

and indoor lighting, as well as luminaire data in
EULUMDAT and IES format are available on the
BEGA website at www.bega.com.

Inrush current

Inrush current: 19.7 A/ 280 us
Maximum number of luminaires of this
type per miniature circuit breaker:
B10A: 11 luminaires

B16A: 18 luminaires

C10A: 18 luminaires

C16A: 29 luminaires

Ratio of luminous flux
Luminous flux upper half-space 1%
Luminous flux lower half-space 99 %

BUG rating according to IES TM-15-20:

_o-
CEN Flux Code according to EN 13032-2:
62-89-98-99-100-0-0-19-1
BEGA Constant Optics®
BEGA Constant Optics® is an efficient optical
system that is virtually impervious to wear and
tear. The durable materials used, including
glass, pure aluminium and silicone, show
no effects of ageing, even under extreme
conditions like high temperatures and UV
radiation.

Protection against mechanical Article No. 22260

l&aﬁs < 5joule Ambient temperature max. t,= 35 °C (100 %) Colour graphite or silver
104, — Safety mark LED psu: . graphite - article number

C€ - Conformity mark LED module: 180,000h (L8OBS50) silver - article number + A

Weight: 3.4 kg
This product contains light sources of energy

Ambient temperature max. t,= 50°C (73 %)
efficiency class(es) D h

LED psu: > 50,000
LED module: >50,000h (L70B50)
BEGA Thermal Control® protects temperature-
sensitive luminaire components by

temporarily limiting the nominal power at high

temperatures.
Light distribution
160 240 520 40 1x
22260

€0

BEGA Gantenbrink-Leuchten KG - Postfach 3160 - 58689 Menden - info@bega.com  www.bega.com
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