Localised pit 1200 x 1200mm

Note All non-perishable wrappings

to tree rootballs are to be removed
prior to planting. Perishable

wrappings eg hessian and narrow
gauge non galvanised chicken wire
basket are retained until the tree is

in position. Then peel back and remove
the perishable parts from the top third
of the rootball.

Hessian 50mm
Webbing wrapped
around tree stem
and nailed to tree

/

2No Softwood stakes L+ stakes
[ —
%Oomg‘. abo;/e ground.—- 75mm Bark mulch
e / 900mm diameter circle
—1] 300mm depth
I%OOOmrrE) |defth/' /?‘ == Imported Topsoil
ermeable 3 . 300 Green Compost to be mixed
root barrier \ \V////’W//////’& with top150mm of topsoil
as required A - backfill.
to face services /
600 600mm depth
Aeration 1 Imported
g\é%tgirrllgg S Subsoil
Unit Existing
Rootball Subgrade
approx
500mm

min 1200mm

TREES EXTRA HEAVY
STANDARD

Om Iim 2m

75mm Bark mulch layer

/over planting bed

Existing Ground

Shrubs container grown
root mass dipped in seaweed
extract.

PLANTING BEDS

1000mm Hedge Trench
250 500 \250

Hedge plants 60-90 cm height.
Root dipped in seaweed extract.

" Planted at 0.40m centres in a
/ double staggered row.

Rows 0.50m apart.
75mm Bark mulch layer

over Hedging trench \

Existing Ground ——|

Hedge plants dipped in
seaweed extract.

NATIVE HEDGEROWS

LANDSCAPING GENERAL NOTES
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WORKING AREAS Minimise working aneas o reduce damege o adjacent planting beds. Poor plant material
in adiscent areas where mew plantings io be removed as areas indicated.

EXISTIMNG SOIL to be used for planting beds and first S00mm of tree pit infill.

IMPORTED TOFSOIL 10 be used for ree pils and o meet BS3EE2 : 2015 for medium loam.

GREEN COMPOST: Green recycled compost shall be used which will have an onganic and fibre content
and some irace elements. it shall improve soll structure and help retain moisiure. Green Compost o be
made wnder stricty controlied conditions from green, onganic recycled matedal. PAS 100 standard. Sample
to b= approved before full orders made. The supplier is to provide & sample and detalls of the compost
components and approved by the Client before use on site.

Spresd 50mm depth of compost on surfece of all planting beds waork into full topsoll depth.

Greaen Compost to be 10% tree pit and work into ful topsoil depth.

PERMEABLE ROOT BARRIER Root bamers are o be usad where sendces are within 2.00m of tree plts
The root barmer s 1o be Terram Rootguard which is a permeakble root bamer.

Temam

Fiberweh Geosynthetes Lid

Blackwater Trading Estate

The Causeway, Maldon

Emzex OO 468

Tel: =44 (0) 1621 874200

emallinfod@terram.com

W tETam. com

MULCH: Omamental Bark Mulch o be used. The product shall conslst of

+  predominantly matured European Pine Bark with an even nominal particle size distribution of 5-35mm
with rminimal dust and fines and leas than 5% wood content.

»  The pH t be betwesn 4.5 and 5.5.

»  The product shall be pest, dsease and weed free and not have been treated with Methyl Bromide or
any addives.

»  The product shall heve been tested in accordance with the requirements of BS 475001987, for fire
resistance.

Or ather approved product with the same specification.

MAINTEMAMCE PERIOD one year for landscape contract and four years with the agent appointed by the

client

EXTRA HEAVY STANDARD TREES
These are to be planted across the Site as indicated

At planting the localized tree pit dug shall be not less than minimoem dimensions or 1300 ©1200mm x S00mm
depth. Allow the tree at planting to have the root flare at finished topsod lewel. (this may be the soll mark on
the mursery stock. Check this s the oot flare point before planting. Comect planting depth ks important. |
Prowide permeabls root bamers where necessary set 1.00m into the ground in direction of services within
2.00m of tres pit edge.

Vater rootball of rootballed irees with sesweed exiract nool dip.

All wires hessian and other rootball wrapping 1o be removed at planting-

Trees nead 10 be onensted for the el crown devesopment. It might be found that dwe o the nature of
growing irees on nursery lines crowns develop asymmetrically.

Supply and fix serstionimigaton wnit snownd rootball.

Tree pit is backfiled with exising sodl 600mm depth and topsoll 300mm depth.

Add 10% Gresn Compost is o be mixed in tharoughly Inbo top 150mm of e topeoil backill.

The retumed goil shall be byhtly consolidated by resding as flling proceeds layer by layer with subsall
replscad first and then topsoll in layers above the subsoil

The tree shall be set uprght in the centre of the tree pit so that the soll level after setdement will be at e
original eod mark on the tree stem.

The two stakes shall be driven into the pit 150mm from the edges and fiaed before backfiling

The returmned soil shall be finely broken down and placed around the roots gently shaking the res to allow
particles to work arownd the rootball and ensure close contact with all rootball and prevent sir pockets. The
returned soll shall be ghtly consolidated by treading &= filling procesds layer by |ayer, care being taken fo
avold damaging the roothall. Soll smund the root flare of the tree shall be consolidated firmly with the heel.
Secure the tree o the stakes with hessian webbing S0mm wide wrapped around free stem and nail the
webblng to the stakes with galvanised nalls. The stakes are to be Tomm dameter set 1200mm above
ground lawel.

VW ater tres thoroughly after plantng.

TREES MAMAGEMENT

= Ensure that all trees remsin firmly bedded in the ground after sirong winds, frost and other disturbances.
Refirm by treading around the base. Any ‘collars’ forming at the base of the trees shall be broken up and
then backfiled with iopsod
Check tree stakes for firmness and signs of rot or damage.
Refinm or replace as reguired.
Tree stakes and spiral guards should be removed after three growing sessons |f the tree has falled to
anchor at this time the tree |s to be replaced.

= Check all tree ties. Remove, adjust, refic or replace if broken. Ties o be nalled secwrsly o the stake.
Remove
after three growing seasons.
Prowide seration where compaction s considerad to be one cause for poor tree condtion.
Maintain mulch crcles around trees weed free for thres years.
Top wp mudch in circles in July to FSmm depth for first teo years.
VWater as necesaary during dry periods.
Any trees which die or are otherwise defectve during the 5 year DefectafMaintenance Period shall be
replzcad at the Contracior's cost in the next Movember and March planting ssason.

PLANTING BED
Existing planting beds are io be used for new plantings
Supply and plant shrubs &t spacing indicated on the Contract Drewings and of species and sizes indicated on the
Plant Schedule.
All container grown plants shall be well-soaked in water with alginune root dip in the water prior to planting
= Tops up any low levels in beds with existing topsoll from the works
= Cultivate planting beds and work In Green Compost, S0mm layer spread over area io full topsoil degth.
Remowve amy debris arsing from cultivations.
Fit plant the plant material into the prepared arsas.
Supply and spread a layer of bark mulch TSmm deep over the area.
= Water plants thorowghly afier planting
BED MAINTEMANCE
CMSEASES: The CA shall be notified of any pest or disease outbreaks. i cutting out dissased material all Implements
shall be sterilized betwean shmuba to prevent spreading the pathogen
CONTROL OF UMSUITABLE VEGETATION
Druring routine wisits inspect plantings for sucker growth, and unsuitablefatypical growths and feathers on stems and
remove at the point of origin.
EEMERAL
The Contractos shall allow for pruning once a year, and rimming of vigorous species s necessary through the year,
In all cases desd, dissased and damaged material shall be remowved.
Where necaasarny remove growth encroaching onto footpaths, rosds, hard areas, grassed arsas, signs,
lights, sightlines and other feastures and if directed by the CA
=  Trim as necessary the species to prevent straggly growth or growth beyond the bed lmits, reduce the height
of shrubs o free tree stems as directed, tfim to malntain tall shrubs at a defined helght and round off the
planting &s directed to provide & neat appearance.
= Any plants which die or are otherwise defective during the 5 year Defecta/Maintenance Perod shall be
replecad at the Contractor's cost in the next October and March planting season.
All arisings from pruning shall be shredded and remossed from site a3 gresn wasie.
Any hedge plants which die or are otherwise defective dunng the 5 year Defects/Maintenance Penod shall be
replaced at the Contracior's cost in the mext October and March planting season.

HEDGES
Hedgerow planting |s comprised of bareroot siock and proposed hedges are within existing planting beds
- Cultivate trench and work in Green Compost, S0mm leyer spread over area to top 150mm topsoll depth.
- Remowe any debris arising from culthvation
- Supply and plant the hedge plants in double staggyersd rows at 0.40m cts.
- Water the hedge plants thoroughly after planting.
- Supply and spread a TSmm layer of bark mulch over the area of the trench of Hedge 1
HEDGE MAMAGEMENT
=  Ensure that all hedge plants remain firmily bedded in the ground after strong winds, frost and other
disturbances.
= Refirm by treading around the: base. Any ‘collars’ forming at the bass of the trees shall be broken up and
then beckfilled with iopsod

Frovide seration wihene compacton is conaidered to be one cause for poor hedge conditiom.
BAaintzin weed free base around the hedge base. Once the hedge is established ceass weeding.
Ay hesdge plants which dis or are otherwiss defective during the 5 yesr DefactaMiaintenance Pariod shall
b= replaced at the Contractor's cost in the next October and March planting season.
= Trim hedge and sllkow 1o grow 100mm per year wp to a height of 1100mm
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3|3 Additional trees and Notes _ Tel 07966 423074
KEY SPECIES o NAME SIZE QTy email ca@corscaddenassociates.com
TREE PLANTING
All trees to be rootballed for autumn planting/winter planting only READ I N G GAT EWAY
All Tree pits to be 1200 x 1200mm square and 900mm depth as indicated
Carpinus betulus Lucas N P Hornbeam 14-16¢cm girth Extra Heawy Standard 2 No GATEWAY PROCTOR
Sorbus intermedia P Swedish Whitebaem 14-16cm girth Extra Heawy Standard 2 No
Tilia cordata Rancho N P Small leafed lime 14-16cm girth Extra Heawy Standard 2 No EN D SOUTH
—— = READING
HEDGEROWS 1-2 RGZ OGG
DOUBLE ROW as indicated Double staggered row Plant at 0.40m cts 12.5 linm Drawing Title
Ac Acer campestre N P Field Maple 60-90cm 1+1 14 No
Cm Crataegus monogyna N P Hawthorn 60-90cm 1+1 36 No L AN DS C AP E
la llex aquifolium N P Holly 60-90cm 1+1 5 No
Lv Ligustrum wulgaris N P Wild Privet 60-90cm 1+1 5 No
EE Euonymus europaeus N P Spindle 60-90cm 1+1 3 No S P E C I F I CAT I O N &
TOTAL 63 No
PLANTING BEDS 1A, 3A, 4A and 5A 51 m2 S E CTI O N S
CwB Cornus sanguinea Winter Beauty N P Dogwood Variety 20-30cm 2Lpot 24 No
HH Hedera helix Hibernica N | P Irish Ivy 60-90cm 2Lpot 36 No F E AT U RE S
Hec Hebe caledonia P Hebe 20-30cm 2Lpot 28 No
CT llex JC Van Tol N P Holly Variety 40-60cm 3Lpot 11 No
MC Mahonia eurybracteata Soft Caress P Oregon Grape 40-60cm 3Lpot 20 No Scale Date
Rib Ribes sanguineum Pulborough Scarlet P Flowering Currant 40-60cm 3Lpot 45 No as Given at A2 29 Jan 2026
TOTAL 164 No Drawing No
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