Thermal Bridging

Property Reference |P22691(2) Mount P
Assessment Reference |P22691(2)_As Built
Property |40, Mount Pleasant, Reading, RG1 2TD
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| Prop Type Ref |Mid-Terrace House

Cohrane [CORN] o Do e [
ooy || o [CTR] e |Eom.
Coorerereer || oer [CTO] s |Crom

Assessor Details |Mr. Malcolm Lisle

. . Psi Length
Junction details Source Type (W/mK) (m) Result [Reference

External | £4 Steel lintel with perforated steel base plate Independently 0.144 1040 | 1.50 ROl

wall assessed

External | g3 g Independently 0.048 | 590 | 028

wall assessed

External | g4 jamp Independently 0.064 | 37.60 | 2.41

wall assessed

External E5 Ground floor (normal) Independently 0.021 8.20 0.17

wall assessed

External E6 Intermediate floor within a dwelling Independently 0.080 14.80 1.18

wall assessed

External E13 Gable (insulation at rafter level) Independently 0.024 9.60 0.23

wall assessed

External E15 Flat roof with parapet Independently 0.046 3.70 0.17

wall assessed

External E16 Corner (normal) Independently 0.030 2.50 0.07

wall assessed

External E18 Party wall between dwellings Independently 0.079 2.50 0.20

wall assessed

External E25 Staggered party wall between dwellings Independently 0.037 29.20 1.08

wall assessed

Party wall | P1 Party wall - Ground floor Independently 0.032 1520 | 0.49
assessed

Party wall | P2 Party wall - Intermediate floor within a dwelling Table K1 - Default 0.000 26.40 0.00

Party wall | P4 Party wall - Roof (insulation at ceiling level) Independently 0.048 6.60 0.32
assessed

Party wall | P5 Party wall - Roof (insulation at rafter level) Independently 0.048 | 960 | 046
assessed

Fo"otfema' R1 Head of roof window Table K1 - Default | 0.240 310 | 0.74

E)’g?ma' R2 Sill of roof window Table K1 - Default | 0.240 310 | 0.74

Fc,)g?mal R3 Jamb of roof window Table K1 - Default 0.240 4.80 1.15

rEo’gfma' R4 Ridge (vaulted ceiling) Table K1 - Default | 0.120 4.80 0.58

External E17 Corner (inverted — internal area greater than Independently 20.015 250 0.04

wall external area) assessed

External E11 Eaves (insulation at rafter level) Independently 0.054 4.80 0.26

wall assessed

\W/mK:
WimaK:

Total] 205.30
Y-Value]0.09
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