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DROP OFF AND LOADING ONLY

DROP OFF AND LOADING ONLY

DROP OFF AND LOADING ONLY

DROP OFF AND LOADING ONLY

GY

STOP

VISITOR PARKING

CAR
CLUB
EV

EV
EV

EV

B
B

KEEP
CLEAR

TURNING

ONLY

EXISTING PARKING
BAYS TO BE RETAINED

EXISTING PIER AND SHORT SECTION OF
WALL TO BE REMOVED. ACCESS TO BE

WIDENED TO 6M WIDTH AND PIER
RE-CONSTRUCTED USING RETAINED BRICKS

EXISTING PARKING BAY TO BE ROTATED. EXISTING
BRICKS TO BE REMOVED AND RE-LAID TO SUIT
NEW LAYOUT. WHITE LINING TO BE LAID INSIDE OF
BRICKS

PROPOSED ZEBRA STYLE CROSSING
TO BE INSTALLED AT ROAD LEVEL. GIVE

WAY ROAD MARKINGS TO BE LAID ON
BOTH APPROACHES

PROPOSED DOUBLE YELLOW LINES TO TIE INTO EXISTING. ALL YELLOW MARKINGS
TO BE 50MM WIDTH PRIMROSE YELLOW SUITABLE FOR USE IN CONSERVATION AREA.

EXISTING JUNCTION GIVE WAY MARKINGS TO BE REMOVED AND
RE-LAID TO SUIT NEW KERB LINE AND ROAD WIDTH

EXISTING PARKING BAY LINING TO
BE REMOVED AND NEW LINING
LAID TO SUIT NEW LAYOUT.

KEEP CLEAR MARKINGS ON
PEDESTRIAN WALKWAY TO

FRONT OF GATEWAY.

KEEP CLEAR MARKINGS ON
VEHICLE ACCESS.  ALL YELLOW

MARKINGS TO BE 50MM WIDTH
PRIMROSE YELLOW SUITABLE FOR

USE IN CONSERVATION AREA.

KEEP CLEAR MARKINGS ON VEHICLE
ACCESS TO ALLOW FOR DELIVERY VEHICLE
AND EMERGENCY VEHICLE TURNING. ALL
YELLOW MARKINGS TO BE 50MM WIDTH
PRIMROSE YELLOW SUITABLE FOR USE IN
CONSERVATION AREA.

PROPOSED KERBING TO JUNCTION AND FOOTWAY TO MATCH EXISTING GRANITE
KERBS IN HIGHWAY. RECLAIMED KERBS TO BE RE-USED WHERE POSSIBLE.EXISTING PARKING BAY LINES TO BE REMOVED

AND NEW 100MM THICK WHITE LINE TO
DEMARCATE PEDESTRIAN WALKWAY LAID.

PEDESTRIAN SYMBOL TO BE PAINTED AT
EQUAL DISTANCES IN A TOTAL OF 4 LOCATIONS

DOUBLE YELLOW LINES TO BE RE-PAINTED.
ALL YELLOW MARKINGS TO BE 50MM WIDTH

PRIMROSE YELLOW SUITABLE FOR USE IN
CONSERVATION AREA.

NEW LOADING BAY
ROAD MARKINGS

EXISTING DOUBLE YELLOW LINES
TO BE REMOVED TO ALLOW DROP
OFF BAY

EXISTING LINING TO BE REMOVED AND NEW
LINING ADDED FOR  DISABLED PARKING

BAYS. ALL YELLOW MARKINGS TO BE 50MM
WIDTH PRIMROSE YELLOW SUITABLE FOR

USE IN CONSERVATION AREA.

PROPOSED DOUBLE YELLOW LINES TO TIE INTO EXISTING. ALL
YELLOW MARKINGS TO BE 50MM WIDTH PRIMROSE YELLOW
SUITABLE FOR USE IN CONSERVATION AREA.

EXISTING KERB STONES TO BE
REMOVED, CLEANED AND RE-USED TO

FORM NEW KERB LINE.

EXISTING KERB STONES TO BE REMOVED, CLEANED AND RE-USED TO FORM NEW
KERB LINE.

EXISTING GULLY TO BE RELOCATED TO EDGE OF PROPOSED CARRIAGEWAY. EXISTING
PIPEWORK TO BE RETAINED AND EXTENDED TO NEW GULLY CONNECTION. GULLY POT TO BE
BROKEN OUT AND HOLE FILLED WITH FOAMED CONCRETE TO 40MM BELOW PROPOSED
SURFACE.

EXISTING SELF BINDING GRAVEL TO BE REPLACED WITH ASPHALT
CONSTRUCTION TO ALLOW MINIMUM 3M CARRIAGEWAY WIDTH AND
TURNING HEAD.

EXISTING STOP MARKINGS TO BE
REMOVED AND RE-PAINTED TO SUIT

NEW ACCESS

EXISTING KERBS TO BE REMOVED,
CLEANED AND RE-USED TO FORM
DROPPED KERB ACCESS. ANY
BROKEN KERBS TO BE REPLACED.

EXISTING GRANITE SETTS TO BE BROKEN OUT AND RE-LAID TO SUIT NEW
LAYOUT. EXISTING SETTS TO BE CLEANED AND RE-USED ON SAME SIDE AS

REMOVAL. AREA OF EXISTING ASPHALT TO BE REMOVED AND RECLAIMED
SETTS TO ARCHITECTS SPECIFICATION TO BE LAID.

EXISTING SELF BINDING GRAVEL TO BE REPLACED WITH
ASPHALT CONSTRUCTION TO ALLOW MINIMUM 3M
CARRIAGEWAY WIDTH. EXISTING BRICKS TO BE BROKEN
OUT AND RE-LAID IN NEW POSITION TO SUIT.

PROPOSED KERB TO BE LAID TO AVOID EXISTING
CHAMBER. EXISTING FOOTWAY TO BE INSTALLED
APPROXIMATELY 60MM ABOVE EXISTING LEVELS
AND TIE INTO EXISTING LEVELS APPROXIMATELY

300MM INSIDE OF ACCESS. CHAMBER TO BE RAISED
TO SUIT NEW LEVELS.

PROPOSED FOOTWAYS TO BE LAID WITH KERB
60MM ABOVE EXISTING GROUND LEVEL. BACK

OF FOOTWAY TO FALL TOWARD KERB.

PROPOSED FOOTWAYS TO BE LAID WITH
KERB  60MM ABOVE EXISTING GROUND

LEVEL. BACK OF FOOTWAY TO FALL
TOWARD KERB.

PROPOSED BRICKS TO BE LAID WITH A 25MM UPSTAND. ASPHALT SURFACE
TO BE LOCALLY AMENDED TO SUIT.

EXISTING WALL HEIGHT CIRCA 700MM WITH RAILINGS ON TOP TO ALLOW
VISIBILITY FOR VEHICLES EXITING DAIRY AND MAIN JUNCTION.

PROPOSED "DISABLED PARKING
ONLY" SIGN ON 1200MM HEIGHT

POST.

PROPOSED "NO PARKING, TURNING
ONLY" SIGN ON 1200MM HEIGHT

POST.

PROPOSED FOOTWAY CONSTRUCTION WILL REQUIRE LEVELS TO BE BUILT UP IN
THE EXISTING ACCESS. EXACT EXTENTS OF THIS TO BE CONFIRMED DURING
DETAILED DESIGN.

MAIN FOOTWAY AREA TO BE OVERLAID WITH NEW ASPHALT TO SUIT PROPOSED
LEVELS FROM NEW CONSTRUCTION EITHER SIDE. EXACT DEPTH OF OVERLAY
TO BE CONFIRMED AT NEXT STAGE.

GRANITE SETTS ON VEHICLE CROSSOVER TO
MATCH EXISTING LEVELS

TRANSITION KERB TYPE TK TO SUIT
ADJACENT KERB PROFILES

2.4 X 25M SIGHTLINE (20MPH)

TACTILE PAVERS

BRICK LAID ON EDGE TO ARCHITECT
SPECIFICATION (FLUSH)
BULLNOSED GRANITE KERB TO ARCHITECT
SPECIFICATION (FLUSH)

BULLNOSED CONSERVATION KERB TO
ARCHITECT SPECIFICATION

65MM DEPTH NEW ASPHALT FOOTWAY
CONSTRUCTION OVER EXISTING BUILD UP

RED LINE BOUNDARY (TBC)

BULLNOSED GRANITE KERB TO ARCHITECT
SPECIFICATION

PROPOSED REMOVABLE BOLLARD TO
ARCHITECT SPECIFICATION

B

FULL DEPTH ASPHALT CONSTRUCTION
TOP COLOUR TO ARCHITECTS
SPECIFICATION

PROPOSED RELOCATED GULLY TO USE
EXISTING CONNECTION

GY

STONE SETTS TO ARCHITECTS SPECIFICATION

UOR, ACACIA ROAD

HIGHWAY WORKS
GENERAL ARRANGEMENT
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P01 FIRST ISSUE FOR COORDINATION 18/03/26 RD YB

P02 ISSUE FOR COORDINATION 19/03/26 RD YB

P03 ISSUE FOR PLANNING 24/03/26 RD YB

P04 UPDATED FOLLOWING COMMENTS 25/03/26 RD YB

P05 UPDATED FOLLOWING COMMENTS 26/03/26 RD YB

P06 UPDATED FOLLOWING COMMENTS 26/03/26 RD YB
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KEY

NOTE
1. ALL YELLOW ROAD MARKINGS TO BE PRIMROSE YELLOW FOR

CONSERVATION AREA.
2. ALL ROAD MARKINGS IN MERL PARKING AREA TO BE WHITE
3. PROPOSED FOOTWAY ON ACACIA ROAD TO BE CONSTRUCTED ON

TOP OF EXISTING ASPHALT CONSTRUCTION.
4. WHERE NEW KERBS ARE TO BE INSTALLED IN EXISTING

CARRIAGEWAY BUILD UP, A 500MM MARGIN IS TO BE REINSTATED
IN THE CARRIAGEWAY.
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