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KITCHEN EXTRACT DUCT
TO RISE 1 METER ABOVE

THE ROOF LEVEL VIA HIGH
VELOCITY NOZZLE
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500mm Ø Fire
Rated Ductwork

500mm Ø EXTRACT DUCT

KITCHEN CANOPY

DUCTWORK TO BE FIRE RATED
ONCE DUCTWORK ENTER THE
REAR SERVICE AREA
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UV-O 1000

HIGH LEVEL ODOUR FILTRATION UNIT, THE FILTRATION
SYSTEM CONSIST OF , 2 NO DISPOSABLE PRE-FILTER G4
,HIGHLY EFFICIENTLY IN REMOVING FILTERING OIL AND
GREASE PARTICLES THEN CONNECTS ONTO  1NO ESP 5000B
WILL COLLECT THE OIL, GREASE AND SMOKE PARTICLES
FILTERED OUT OF THE EXHAUST THROUGH A COMBINATION
OF PASSIVE AIR FILTERS.

HELIOS GBW 560/4 KITCHEN EXTRACT FAN UNIT LOCATED
OUTSIDE , THE FAN WILL BE INSTALLED USING FLEXIBLE
DUCTWORK CONNECTIONS AND ANTI VIBRATION RUBBER

MOUNTS TO ELIMINATE VIBRATION LEVELS , FAN UNIT TO
BE CONNECTED TO 1NO R02-5-900 ACOUSTICA 900MM LONG

ATTENUATOR AFTER THE FAN UNIT TO ACHIEVE THE
INSERTION LOSS REQUIRED -10DB AS PER NOISE IMPACT

ASSESSMENT PROVIDED BY DAA GROUP

1 X UVO 1000  OZONE -
INSTALLED BEFORE THE

FILTRATION SYSTEM, TO
REMOVE ODOROUS

COMPOUNDS FROM THE
FUMES EXTRACTED FROM THE

KITCHEN

DISABLED TOILET

INTERNAL 500DIA DUCTWORK TO EXIT THE
BUILDING TO THE REAR RISE THROUGH THE
CONCRETE FLOOR AND RISE ALONG THE REAR
WALL AND THEN RISE  1 METER ABOVE ROOF
LEVEL VIA HIGH VELOCITY NOZZLE

ACCESS HATCH
EVERY 2 METER
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