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1 BACKGROUND 

1.1.1 This Technical Note provides an addendum to the Flood Risk Assessment (FRA) written 
to support the Prior Approval application for renovation and conversion of the existing 
Regents Gate office building for residential use. The application was previously refused 
under Reading Borough Council planning reference PL/26/0232. 

1.1.2 The primary conclusion of the FRA was that on account of the raised nature of the 
existing building, although the undercroft parking area could be susceptible to 
flooding in a ‘design’ rainfall event (1 in 100 year plus climate change), the building 
itself would remain dry. Similarly, the pedestrian exits from the building would be dry in 
the design event and facilitate safe access in the extreme, 1 in 1,000 year, event. 

1.1.3 Furthermore, the FRA concluded the flooding predicted by the national-scale model 
in the undercroft is likely to be overestimated. This is on account of the modelling not 
accounting for underground drainage. 

1.1.4 This report adds clarity and additional analysis to support the conclusions reached by 
the FRA. 

1.1.5 Specifically, this addendum provides the following: 

• A description of the national scale modelling in the context of how it
overestimates the predicted flooding;

• Analysis and calculations to better demonstrate the depths of flooding likely to
gather in the undercroft; and

• It addresses the reasons for refusal on the previous application.

1.1.6 This addendum focuses on the design flood event. The reason for this is that the Flood 
Risk and Coastal Change Planning Practice Guidance (PPG) makes frequent 
reference to the design event and its importance in the FRA process. For example, 
Section 5d asks ‘What is the expected depth and level of the design flood?’.  
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1.1.7 The PPG defines the design flood event as ‘Surface water flooding likely to occur with 
a 1% annual probability (a 1 in 100 year chance each year), plus an appropriate 
allowance for climate change’.  
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2 ADDRESSING REASONS FOR REFUSAL 

2.1.1 As demonstrated in the FRA, supplemented by this addendum, the proposals are 
policy and guidance compliant. Nonetheless, the LPA gave reasons for refusing the 
previous application, which are addressed in this addendum. The LPA documentation 
is enclosed with this report. 

2.1.2 In summary, the reasons were: 

• Insufficient evidence to confirm safe access and egress along Crown Street;

• Incorrect assumption that the proposals would adopt a stay put policy in an
emergency, when safe egress is available;

• No recommendation for flood resistant or resilient measure, nor sustainable
drainage (SuDS).

2.1.3 These reasons are addressed below. 

2.2 Safe Access 

2.2.1    The FRA, supported by this addendum, provides a significant body of evidence 
that confirms that in the design event, the access to and from the building as well 
as the local highway network would be flood free. Consequently, this facilitates 
free and voluntary movement of people in the design event, a key component of 
the PPG. 

2.2.2 A section drawing, provided in Figure 2-1 and based on flood levels explained later in 
this report (Sections 3 and 4), demonstrates the relationship between the street level, 
the lower ground undercroft and the elevated ground floor level. This shows that 
Crown Street, the building ground floor, and the connections between, are all 
significantly elevated above the predicted flood levels at the site. This confirms there 
is continued safe access and egress for residents during at least the design flood 
event, which is defined above. 

2.2.3 The above is demonstrated throughout this note, specifically Figure 2-1, and Sections 
3.2, 4.2 and 4.3. 
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Figure 2-1     Flood Levels 

2.3 Stay Put Policy 

2.3.1 The safe access and egress to and from the site in design flood conditions means that 
the building would be safe and there would be voluntary movement of people 
available in at least design flood conditions. Therefore, there is no requirement for a 
stay put policy. 

2.4 Flood Resilient Measures and SuDS 

2.4.1 Flood resistant (preventing water entering a building) or resilient (accepting water 
entry but negating flood damage) measures are only needed for properties at risk of 
flooding. As demonstrated in this report and the FRA, the building would remain dry 
during at least design flood conditions, thereby there is no requirement for such 
measures. 

2.4.2 The proposals are effectively a change of use with no amendment to the building nor 
impermeable footprint of the site. Consequently, there would be no change to the 
runoff generated from the site nor its drainage arrangements. As a result, there is no 
need for drainage considerations or SuDS as part of the application. 

2.5 Residual Risk 

2.5.1 The only realistic residual flood issue at the site relates to the non-habitable undercroft 
parking area, for example in the highly unlikely event of an exceedance rainfall event 
combined with a local drainage blockage.  
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2.5.2 Even in such circumstances, the only risk would be to vehicle parking within the 
undercroft area, the building itself would remain dry and the pedestrian route to 
Crown Street would remain dry in this residual risk event. 

2.5.3 The FRA, and this note, provides evidence that even in a blockage event, flooding 
during design rainfall would likely be shallow, in the region of 100mm. Any exceptional 
residual risk associated with the undercroft could be managed through 
straightforward building management measures related to vehicle parking including 
resident information, appropriate signage within the car park, and the temporary 
avoidance or relocation of vehicles during severe weather warnings.  

2.5.4 Such measures are proportionate only to the parking area and are not required to 
make the residential accommodation, or its occupiers, safe. 
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3 NATIONAL SCALE MODELLING 

3.1.1 This section provides a background to the national scale modelling, known as the Risk 
of Flooding from Surface Water (RoFSW). The modelling is undertaken and supplied by 
the Environment Agency. The results of the modelling local to the site in the design 
event are shown in Figure 3-1.  

Figure 3-1     RoFSW 1 in 100 Year + 20% Climate Change Extents and Depths 

 

3.1.2 The RoFSW model simulates the behaviour of rain falling on the ground by applying 
rainfall onto a ground model. The model applies the following criteria: 

1. Ground model derived from a Digital Terrain Model (DTM), which represents the 
ground surface topography and therefore filters out buildings, vegetation and 
similar raised surfaces.  

2. Land cover in urban areas presumed to be impervious so no water falling on the 
ground is lost through infiltration and 100% of the rainwater becomes runoff; 

3. Underground drainage is not represented in the model; 

4. A reduction in the rainfall (defaulted to 18mm/hr) is applied to act as a 
surrogate for underground drainage; 

5. The model is run with storm (rainfall event) duration of 1, 3 and 18 hours but with 
a total model runtime six hours longer than the storm duration; 
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6. The results provided (as shown in Figure 2-1) show the worst case flooding from 
either the 1, 3 or 18 hour storm event; 

7. The model applies a 20% uplift to rainfall to account for climate change. 

3.1.3 The above is a summary of the model methodology, sourced from the Environment 
Agency’s ‘NaFRA2 New National Modelling – Method Statement’.  

3.1.4 Regarding item 1 and 2, this means that the national model presumes all rain falling 
on the site and surrounding areas contributes runoff. The catchment likely to be 
applied to the national model is presented in Figure 2-2. This runoff would flow north, 
overland, and pond in the undercroft due to the raised nature of Crown Street 
blocking any onward flow. The modelling ignores the presence of the roofs, including 
the site roof, gardens and the adjacent car park. In reality, all of these would collect 
and release water either to the ground or the drainage systems, i.e., escape the 
catchment, before reaching the undercroft. Consequently, the modelling is 
conservative. 

3.1.5 For example, the third party parking area to the south of the site is elevated, served 
by positive drainage and is understood to include a small upstand perimeter wall. 
These would result in water falling on the parking to be drained away and/or 
contained within the car park and not contribute overland flow to the site or 
undercroft. 

3.1.6 A more accurate catchment, or drainage contribution area, has been determined 
through an analysis of site conditions and readily available imagery and is presented 
in Figure 3-2. 

3.1.7 To derive a more accurate and representative catchment or contribution area, only 
areas external to the building and not covered by existing roofs, car parks or gardens 
has been measured. The small open section between the building and Crown Street 
would be in the rain shadow of either the building or highway, however, it has been 
included in the area assessment to ensure a conservative estimate. 
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Figure 3-2     Catchment Areas 

3.1.8 In addition, regarding items 2 and 3, the model presumes that once water ponds in 
the undercroft it has no means of discharge, escape or exiting the model. As 
described in Section 3.3 of the FRA, this is clearly disproportionate given the presence 
of the drainage serving the undercroft, evidenced by the presence of gullies in the 
topographic survey, enclosed with this addendum. 

3.1.9 Regarding item 4, an arbitrary loss is applied to the rainfall to act a proxy for the 
presence of urban drainage. Where areas are sloping, this de facto loss can 
be considered proportionate and reasonable to normalise resulting flooding. 
However, in situations like the site where water cannot escape the model despite the 
presence of real-life drainage, this defacto loss is not therefore a reasonable estimate 
of the design event. 

3.1.10 Regarding item 5 and considering the above item descriptions, the model runs for 
more hours than the storm duration. This means that even when the simulated storm 
abates and rainfall input is no longer applied, the model is still routing runoff. For the 
site, this means that once the simulated rainfall stops, the model is still sending water 
to the undercroft, continuing to artificially raise flood levels that would in reality be 
draining away. 

3.1.11 It is of course noted that there is a chance that the drainage systems serving adjacent 
areas or roofs is overwhelmed, particularly during a design event. However, a 
significant amount of rainfall would still be conveyed by the drainage systems 
meaning that such flows would be significantly less than the model’s predictions. 
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3.2 National Model Summary 

3.2.1 The national modelling is conservative and overestimates flooding in situations such 
as those experienced at the site. The model presumes all rainfall becomes runoff and 
that a greater area contributes this runoff than in reality. The model also presumes no 
water can escape the model through drainage or infiltration, which not only 
exacerbates the runoff but also the ponding under the undercroft. 

3.2.2 Based on an overlay of the RoFSW national model mapping and the base LiDAR data 
(upon which the model is based) indicates a flood depth of 
approximately 600mm. As shown in Figure 2-1, presuming the lowest level in 
the undercroft is 43.3mAOD results in a RoFSW modelled level of 43.9mAOD. 
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4 REFINED FLOOD DEPTHS 

4.1.1 Given the above inaccuracies associated with the national scale, RoFSW, modelling 
a revised calculation of the likely flood depths under the undercroft in design flood 
conditions is presented in this report. 

4.1.2 The revised approach applies rainfall generated from the Depth Duration Frequency 
(DDF) modelling obtained from the Flood Estimation Handbook (FEH), for the 1, 3 and 
18 hour storm, matching the durations applied by the national scale modelling. An 
example of the DDF model output is provided in Figure 4-1. 

Figure 4-1     FEH Depth Duration Frequency Model output 

 

4.1.3 The DDF modelling is for present day events only, but, as noted in Section 1, the design 
rainfall event includes an uplift of 20%, which has been added to the DDF-derived 
rainfall, summarised in Table 4-1. The addition of 20% to represent climate change is 
consistent with the national scale modelling. 

4.1.4 To calculate the volume and depth of water likely to flow to the undercroft, the same 
overland flow mechanisms as the national scale RoFSW modelling (i.e. 100% of rainfall 
becomes runoff and no losses from drainage or infiltration) have been applied. 
However, the DDF rainfall depths have been applied to the contribution area 
identified in Figure 3-2 rather than the RoFSW catchment area. This better reflects the 
actual area likely to contribute runoff to the undercroft, as explained in detail above. 

4.1.5 A simple calculation of – Contribution Area (m2) x Rainfall Depth (m) has been used 
to estimate the depth of rain falling on the contribution area. The contribution area 
measures approximately 818m2. 
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4.1.6 It is then presumed that 100% of this rainfall depth flows overland to the undercroft, 
which, as explained above, is unrealistic but conservative, resulting in a 
calculated volume of runoff generated from the contribution area, reported in 
Table 4-1. 

4.1.7 Finally, to calculate the depth of flooding congregating under the undercroft, it is 
presumed the undercroft is level, which is conservative as the topographic survey 
shows some level changes. It is also presumed that the runoff would only congregate 
beneath the undercroft. The undercroft has an area of approximately 725m2. 

4.1.8 Presuming the volume of runoff calculated distributes evenly across the undercroft 
area, another simple calculation of - Runoff Volume (m3) x Undercroft Area (m2) would 
provide the likely depth of flooding beneath the undercroft, as reported in Table 4-1. 

Table 4-1 Rainfall and Flooding Depths – 1 in 100 Year Event +20% 

Event Duration 
(hrs) 

DDF Rainfall 
Depth (m) Runoff Volume (m3) Undercroft Flooding 

Depth (m) 

1 0.06 45.3 0.06 

3 0.07 58.2 0.08 

18 0.10 78.6 0.10 

4.1.9 The revised calculation of potential flooding depths shows that when considering a 
more realistic catchment or contribution area, the predicted flooding in the 
undercroft is minimal. It should be noted that the refined calculation still presumes no 
underground drainage to be present. With the drainage accounted for, the flooding 
is likely to be negligible. 

4.2 Flood Levels 

4.2.1 The enclosed topographic survey shows that levels of the undercroft vary but the 
lowest levels are approximately 43.3mAOD.  

4.2.2 Based on the above analysis, this shows the flood level predicted by the national 
scale, RoFSW, modelling would be approximately 43.9mAOD with the level predicted 
by the revised calculation at approximately 43.4mAOD. 

4.2.3 The FRA reported the Finished Floor Levels of the existing, and therefore proposed, 
building to be approximately 46.54mAOD, over 2.4m higher than the worst-case 
predicted flood level. This is demonstrated in the flood level plans enclosed with this 
report, with an extract provided in Figure 2-1. 
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4.2.4 This clearly demonstrates the building, and its occupiers, would remain dry and 
consequently safe from flooding in at least the design event. 

4.2.5 As a result, the site complies with the PPG and NPPF by ensuring the site and its 
occupiers will be safe from flooding in at least the design event. 

4.3 Flood Velocities 

4.3.1 Flood velocity data is not readily available from the RoFSW modelling outputs. 
However, given the nature of the flood predictions, namely water flowing across 
gently sloping ground and collecting within the undercroft with no onward flow path, 
the associated velocities are assessed as likely to be low. In any event, this does not 
alter the conclusion on safe access and egress, because the route to Crown Street is 
shown to remain dry in at least the design event. 
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5 ACCESS AND EGRESS  

5.1.1 The NPPF, for example paragraph 181, part e, states that applications should ensure 
they have ‘Safe access and escape routes included where appropriate, as part of an 
agreed emergency plan’.  

5.1.2 The PPG expands on this by stating that ‘Access considerations should include the 
voluntary and free movement of people during a design flood’.  

5.1.3 The FRA, and Figure 3-1, demonstrate that dry access is available from the site to 
Crown Street during the design event. Furthermore, Figure 5-1 shows that the local 
highway network would also be flood-free during the design event, meaning that the 
PPG recommendations can be met. 

Figure 5-1     RoFSW + 20% Climate Change Extents, Greater Than 0.2m Depth 

 

5.1.4 The FRA, supported in greater detail by this addendum, shows that the access to 
Crown Street is raised comfortably above the predicted overestimated and 
calculated flood levels. The overestimated and unrealistic flood level is estimated as 
approximately 43.9mAOD. The topographic survey shows the access from the building 
to be at least 46mAOD, falling to 44.8mAOD at the edge of Crown Street. This is 900mm 
above the overestimated and unrealistic flood level.  
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6 SUMMARY 

6.1.1 The national scale surface water modelling predicts the undercroft to be subject to 
600mm of flooding in the design, 1 in 100 year +20% event. Based on lowest 
topographic levels at the site, this would result in flooding with a peak level of 
43.9mAOD. 

6.1.2 However, the analysis completed by the FRA, supported by additional evidence in this 
addendum, shows this flood depth and level to be overestimated and unrealistic. 

6.1.3 A more accurate, but still conservative, calculation shows the depths in the undercroft 
to be no more than 100mm, therefore flood level of no more than 43.4mAOD. When 
accounting for the underground drainage that is present at the site, this flooding 
would, in reality, likely be negligible. 

6.1.4 The existing and proposed building FFLs are raised significantly above both the 
overestimated and calculated flood depths.  

6.1.5 Crown Street is shown by the national scale mapping to be dry in the design flood 
event. In addition, it is raised significantly above even the overestimated flood depth. 

6.1.6 In summary, the site and its occupiers would be safe from flooding in at least the 
design event. Furthermore, dry access to Crown Street would be available in at least 
the design event. 

6.1.7 The FRA and this addendum demonstrate, with evidence, that the proposals are 
policy and guidance compliant and the previous reasons for refusal are addressed. 

6.1.8 Consequently, the site, and the proposals, comply with both NPPF and its 
accompanying PPG. 

 

7 ENCLOSURES 

Topographic Survey 

Flood Levels Sections 

LPA Decision Notice 
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ORIGINAL JOB

 No.












SURVEY & ENGINEERING SERVICES LTD.

2m 4m 6m 8m 10m0m



 
 

 
 
 

Date: 7 April 2026 

            EH 

 Acting Assistant Director, Planning, 
Transport & Public Protection 

 

TOWN AND COUNTRY PLANNING ACT 1990 
 

THE TOWN & COUNTRY PLANNING  
(DEVELOPMENT MANAGEMENT PROCEDURE) (ENGLAND) ORDER 2015 

 
To: Danks Badnell Architects Ltd. 

Ms Eleanor Smith 
Kings Stables 
3-4 Osborne Mews 
Windsor 
West Berks 
SL4 3DE 

Application No: PL/26/0232 
Application type: Prior approval Part 3 Class 
MA: Commercial, business and service uses 
to dwellinghouses 
 

 
 
 

 
Application to determine if prior approval is required for a proposed: 

Change of use from Commercial, Business and Service (Use Class E) to Dwellinghouses 
(Use Class C3) 

Town and Country Planning (General Permitted Development) (England) Order 2015 (as 
amended) - Schedule 2, Part 3, Class MA 

 
Applicant: REGENTS GATE READING LTD 
 
READING BOROUGH COUNCIL as Local Planning Authority give notice that the prior approval of 
the local planning authority is REFUSED for the following development. 
 
Proposal: Change of use of existing building from Class E (offices) to C3 (dwelling houses) to 
comprise 29 new apartments. Prior Notification under Class MA, Part 3 of Schedule 2 of the Town 
and Country Planning (General Permitted Development) Order 2015. 
 
At: REGENTS GATE, 25-41 CROWN STREET, READING, RG1 2PQ 
  
For the attached reasons 
 
 
 

PLEASE READ THE NOTES ISSUED WITH THIS DECISION NOTICE 
 

 
 
 
 
 



 
 

 
 
 

Date: 7 April 2026 

            EH 

 Acting Assistant Director, Planning, 
Transport & Public Protection 

 

 
 
 
 
 
Application At: REGENTS GATE, 25-41 CROWN STREET, READING, RG1 2PQ 

 
Application No: PL/26/0232      
Application type: Prior approval Part 3 Class MA: Commercial, business and service uses 
to dwellinghouses 

 
REASONS FOR REFUSAL 

 
1.  The submitted Flood Risk Assessment does not adequately assess the flood risks 

posed from the development. Therefore, the Council is not satisfied the proposed 
change of use of the building from office to residential would not increase the risk of 
flooding to the future occupants of the building, moving from a “less vulnerable” to more 
“more vulnerable” classification. As such, the development is contrary to condition MA.2 
(c) of Part 3, Schedule 2 of the Town and Country Planning (General Permitted 
Development Order) (England) Order 2015 (as amended) and the advice contained 
within the NPPF 2024 (paragraph 181). 

 
 

INFORMATIVES 
 
 

1. The following plans were provided in support of this application: 

• 25/31/-12- A1 Proposed Plans 

• 25/31/-02-A1- Existing Plans 

• 25/31/-01-A3 Site Location Plan 

• 25/31/-14-A3 Refuse Arrangements 

• 25/31-03- A1 Existing Elevations  
 
 
 
 
 
 
 
 
 
 



 
 

 
 
 

Date: 7 April 2026 

            EH 

 Acting Assistant Director, Planning, 
Transport & Public Protection 

 

 
2. The applicant was advised of the issues relating to this prior approval. The option to withdraw 

the application was provide before the issuing of the decision. However, this was not acted 
upon. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
NOTES 
 
APPEALS TO THE SECRETARY OF STATE 
 
If you are aggrieved by the decision of the Council to refuse prior approval for the proposed development, 
then you can appeal to the Secretary of State under section 78 (1)(c) of the Town and Country Planning Act 
1990 within 12 weeks of the date of this notice.  
 
Appeals can be made online at: https://www.gov.uk/appeal-householder-planning-decision 
If you are unable to access the online appeal form, please contact the Planning Inspectorate to obtain a paper 
copy of the appeal form on tel: 0303 444 5000. 
 
The Secretary of State can allow a longer period for giving notice of an appeal but will not normally be 
prepared to use this power unless there are special circumstances which excuse the delay in giving notice of 
appeal. 
 
The Secretary of State need not consider an appeal if it seems to the Secretary of State that the local planning 
authority could not have granted planning permission for the proposed development or could not have granted 
it without the conditions they imposed, having regard to the statutory requirements, to the provisions of any 
development order and to any directions given under a development order.   
 
If you intend to submit an appeal that you would like examined by inquiry then you must notify the Local 
Planning Authority and Planning Inspectorate (inquiryappeals@planninginspectorate.gov.uk) at least 10 days 
before submitting the appeal. Further details are on GOV.UK. 
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Newark Street

Vehicular Accessway
+43.51

+45.19

Ground Floor+46.53
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+43.47 +43.34 +43.34
+43.08 +43.23+43.20

First Floor
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+43.90 National Modelling Flood Level

+43.40 Calculated Storm Event Flood Level

location of
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pump
chamber

Ground Floor
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+46.53

+43.30
+43.49

+44.55

Datum 40.00mts

Crown Street

Entrance

+50.13

+53.73

+57.33

First Floor

Second Floor
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+43.90 National Modelling Flood Level
+43.40 Calculated Storm Event Flood Level

These sections should be read alongside the Surface
Water Flood Depths drawing which overlays the
topographical survey, the lidar level data which informs
the flood depths, and the flood depth mapping.

The RoFSW EA depth mapping as shown on drawing
number 25/31/09 Flood Level confirms that there is a
clear and safe access and egress from the main entrance
onto Crown Street.

However it is clear looking at the contours that the lidar
mapping has incorrectly modelled the open basement as
a steep slope not a straight wall. This explains why there
is an area of 200mm and 300mm of surface water on the
Crown Street Footpath adjacent to the secondary exit, but
in reality this will not flood as all mapped water is in the
undercroft lower ground car park.

The medium risk flood depth analysis confirms that there
would be no flooding to Crown Street.

In addition to the above Calibro Consultants have
calculated likely flood level during a storm event (refer to
addendum by Calibro) as + 43.40 which would result in a
surface water flood level of approximately 100mm in the
lower ground undercroft.

SECTION A-A

D A N K S B A D N E L L

C H A R T E R E D A R C H I T E C T S

Kings Stables 3-4 Osborne Mews Windsor Berkshire SL4 3DE

www.danksbadnell.co.uk enquiry@danksbadnell.co.uk 01753 859880

SITE

DRAWING

NUMBER

SCALE

DATE

PAPER

REVISIONSSCALE KEY PLAN REGENTS GATE, READING

EXISTING SECTIONS

25/31/04A FEB '26

1:100 A1

A LEVELS ADDED 15.04.26
0

1:100

842 6 10

EXISTING SECTION A-A - FLOOD LEVELS

EXISTING SECTION B-B - FLOOD LEVELS

KEY PLAN 1:250
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