
Consulting Room
12.0 m2

Treatment Room
11.4 m2

Store
2.4 m2

Waiting Room
17.4 m2

Reception
10.9 m2

Dis WC
4.9 m2

Coppiced
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Remove entrance door, infill
doorway and insert new obscured
glazed window to extended WC

Remove wall, insert steel beam
on padstone's to open up
reception and waiting areas.

Remove internal door and
partitioning to enlarge D. WC,
make  good all surfaces.

Enlarge existing doorway, new
lintel, to create 1010mm wide
opening for a new 1000mm doorset
to D.WC for full disability access
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Remove existing internal
window and infill with
plasterboard and stud.

New colour coated aluminium
double glazed entrance porch
with automatic opening doors
and level access

Existing tarmac driveway
to rear parking area

1042

13
42

NRe-grade existing tarmac surface to provide
a ramped access to new porch, gradient to
be max 1:20 for full disability access

Existing steel gates

Existing tarmac parking
area to be delineated for
1 No. disabled space

Porch
3.1 m2

Saplings

Informal vegetated area of low to moderate
ecological value - see Arbtech ecology report.

Proposed 1:50 South elevation - Front to Christchurch Road

Proposed 1:50 West elevation - Side

0m 1m 2m 3m 4m 5m

Concrete roof tiles

Non-combustible Hardie timber
effect horizontal cladding system

New parapet and insulated flat
roof  replacing existing tiled roof

New colour coated aluminium double
glazed entrance porch with automatic
opening doors and level access

New rainwater hopper head and
weir outlet to new R/W downpipe

Concrete roof tiles

Existing first floor windows
to remain unaffected Existing first floor windows

to remain unaffected

Non-combustible Hardie timber
effect horizontal cladding system

Remove existing entrance door
and infill. New obscured glazed
window to WC

New colour coated aluminium double
glazed entrance porch with automatic
opening doors and level access

Non-combustible Hardie timber
effect horizontal cladding system

Existing first floor windows
to remain unaffected

New rainwater hopper head and
weir outlet to new R/W downpipe

New parapet and insulated flat
roof  replacing existing tiled roof
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Dorset BH23 1AB
Tel: 01202 484642

Christchurch

The Quorum Partnership
25a High Street

www.qparchitecture.com

Architecture

This drawing is the copyright of the architects, all rights reserved

Proposed floor plans and elevations, 1:50@A1 plot, FS 544-22a, December 2025

Planning application drawing

A - Arbtech report referenced on drawings - April 2026
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