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INNER FACE ELEVATJON
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100x100 treated timber
posts, set into gorund
using metal ground
fixings hammered onot
ground to avoid fixings
into building facade

Close boarded panels
fixed to

arris rails and support
rails

new front fence
and gate

STANDARD SPECIFICATIONS
FRAME

SASH 64x57mm TOP RAIL & STILES,

PROFILE
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GLAZING
Obscure, Sound Control, Argon filled cavity.

|18

Clip & Bead glazing bead system

-2 HARDWARE/FITTINGS

Multi-point Locking System

TRICKLE VENTS

68x93mm HEAD, JAMBS, CILL, MULLION & TRANSOM.
70x57mm BOTTOM RAIL, Drained and Vented.
OVOLO (shown) LAMBS TONGUE or SQUARE EDGE
CILL PROJECTION 60mm (shown) Additional Options: Flush, 35mm or 85mm.
24mm Low E Sealed Unit. (4mm/16mm Warm Edge Spacer/4mm)

Laminated SBD glazing is 24.8mm (6.8mm/14mm/4mm)

STAINLESS STEEL CONCEALED FRICTION HINGE.
TOP SWING RESTRICTOR with Restrictor built into Hinge.

Cranked Locking Handles, available in Polished Brass

Trickle Vents (4600EA) fitted to Head, Timber Head Drip or canopy fitted.
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TYPICAL WINBOW LAYOUT

asement
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ROAD FACE ELEVATON
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HEAD DETAIL

Horizontal timber head batten
supported by friction fit studs,
secured to studs with plate and
screws

Insulation between studs with 15mm
plasterboard lining

BASE DETAIL

Horizontal timber plate batten
supported by friction fit studs,
secured to studs with plate and
screws

stud partion detail

P1 flat extractor duct detail 04/26

added

cornice to match
existing where
required

EXTRACTOR FAN FLAT DUCT INSTALLATION

30x38mm timber battens and cross battens
screw fixed to underside of ceiling, with metal
hangers to hold duct, lined with 15mm
plasterboard with skim coat ready for
painting.

tiles with

and colo

match existing steps on other
side of the building for material

new steps to be formed|with
ground lgvels reduced gnd
farmwork set up [fo pour
copcrete| with 9Np equal risers
and-gongs

concrete to be finished in quarry

non slip pattern to

ur of tiles
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NEW STEPS FROM BASEMENT

TO GROUND LEVEL

RAMMURTI DESIGN LTD

ARCHITECTURAL & PLANNING SERVICES

1 268 TILEHURST Lane READING RG30 2NE

% TEL/FAX:01189510628 MOB:07799883574

Proposed change of use of existing Doctors Surgery to 3no
residential apartments

at 1, Christchurch Road, Reading

for Jarvs Property Partnership

DETAILS - New Window, Studwork and Front gate

Scale: as shown
Date: April 2026
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