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Non-loadbearing timber partitions to be 
47 x 95mm (C24) framing faced both sides 
with 12.5mm (10kg/m2 min) plasterboard. 
Min 100mm thick Rockwool Flexi Acoustic 
partition slab infill to provide sound insulation.
Studding at 400mm centres.

All existing and new doors giving access from the staircases to the 
habitable rooms on all floors (including the Kitchen and Utility) will have 
E30Sa fire rating (min), with intumescent strips to the top and sides 
of the doors or frames, and be fitted with three steel hinges.

2no. layers of plasterboard across underside of circulation space 
and timber stud walls (incl staircases) between the loft conversion 
and final exit to ensure 30 minute standard of fire resistance.

Smoke detectors/alarms (SD) to be provided to the Hall/Landings on 
each level as per the requirements of BS 5839 with a heat detector in 
the Kitchen (HD). These should be located within 7.5m of doors serving 
habitable rooms. The detectors are to be mains operated with a secondary 
power supply, such as batteries, and linked so that the detection of smoke 
by one unit operates the alarm signal in all of them.
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Existing beam to be 
replaced with 
203 x 102 x 23UB
on Grade C30 
concrete padstones
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55 Kidmore End Road, Emmer Green, Reading  RG4 8ST
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Grade C30 concrete padstones
(330x215x100mm)

1908

Existing doorway blocked-up.
Blockwork to be keyed into 
existing blocks on either side
and to be loadbearing on 
existing foundation.


