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} I } I COPYRIGHT AND INTELLECTUAL PROPERTY OF SK CONSULTANTS AND
o SHALL NOT BE COPIED IN ANY FORMAT WITHOUT APPROVAL.
N/ PURIFIED AIR CARBON FILTERS ZIUTEI;LIEF%/;TZSZAZEON UNIT HELIOS 560 FAN HELIOS 560 FAN
NOTES The second stage of control will be Purified Air's Sitesafe carbon filters; these . . . THIS DRAWING IS TO BE READ IN CONJUNCTION WITH ALL OTHER
STORE PREP A. Cooking particulates innovative carbon units measure 594x196x597mm, three combining to f—597_+ Cegnrfnitﬁ?numTfﬁigcft;niasl ::?am ;;?%Scima?orﬁ%?\f? Sf?r??ﬁi'lffnes DRAWINGS AND DOCUMENTS PROVIDED. THE CONTRACTOR MUST CHECK
AREA B Cg’%%g‘glogﬁd Grease 594x594x597mm, directly replacing original carbon blocks whilst providing exactly 3 against hig.h resistances in every type of ventilation system The ..T120 ALL DIMENSIONS ON SITE BEFORE PLACING ORDERS FOR MATERIALS OR
- Canop the same filter performance as an existing full size cell. Their advantage is that L Range is also suitable for the extraction of dirty, humid and hot ai.r. upto a ] SHOP FABRICATIONS OR COMMENCING WORKS ON SITE.
i they only weigh 18kg each against the 68kg of original blocks. This takes the SIDE : ’
C. Particulate Control tran out of fitting and servieina allowing onl oot o the task ElEvaTioN maximum of 120Deg C. ANY DISCREPANCIES SHOULD BE NOTIFIED BEFORE PROCEEDING.
ﬁl? D Cg’;g;?';ﬁ?gf ;L?el?eotuwoohald"t;g:r? rse?/?(;lt::;rllg;’: Si\:rvégg only one engineer to complete the tas . Self-supporting frame construction from aluminium hollow profiles Double 1
1 " Units12XSiteSafe p Y req ) 1- - F T wallled side panels with 20mm thick temperature insulating and flame
H PA240824 ; ) : 5 retardent mineral wool.
E ) Sitesafe carbon filters use panels of activated carbon to remove the malodourous g 2 . . . 1 }
E' Hﬁléos 560 Fan gases within the commercial kitchen extract duct through the process of chemical L L Sitfe;&acz‘;\’;[jecuwed centrifugal impellor 90 Degree or straight through 550 stk S K DeSIg n ConSU |tantS
L ' adsorption. FRONT PLAN path p . . .
ELEVATION Except T120 range which is only 90 degree air path T120 range only has air flow direction 22 N etle Close
@ ﬂ By installing Purified Air ESP 3000 E units before, Sitesafe filters, the carbon life rcno?:;ljr :Illjtsgezlreitga{néggé%tng.or; ggtg:r?rsemgthezzrz'gr[:trrlsltl(;\j/veather E—— y
span is greatly will increase, allowing it to nullify malodours at optimum efficiency ' P P Cave rsham
>< for much longer.
Reading RG4 6SR
— PURIFIED AIR ESP - 3000E PARTICULATE CONTROL UNIT ESP 3000E
Eﬂ MAIN AREA The first stage of control will be PurifiedAir's Electrostatic Precipitator units in a double pass formation. _ _ Tel . 07821 1 1 1 602
S ESP 3000E’s have been specifically designed for kitchen extract and not modified from industrial use, AR ‘
|| they have integral sumps to collect the oil, grease and smoke particles filtered out of the exhaust; this Fow B> e
not only simplifies servicing but eradicates potentially dangerous spillage from the bottom of the units .
and greatly cuts down on flammable build-ups within the duct run.
w The ionisation voltage has been designed to run at a negative potential which enhances the ionisation ELEVATION
GRILL — & of particles and also produces more Ozone which is helpful in reducing odours in kitchen applications. Client:
== ESP 3000E units fit in-line with the kitchen ducting and can be configured modularly to cope with all PLAN 'I o
SHOP —] extract volume requirements. ! Mr Amir Ahmad
FRYERS 4‘ - The Electrostatic Precipitator is a very efficient means for separating the particulate phase; operating - e
B | I = efficiency when clean can be as high as 98% at particle sizes down to 0.01 micron. ”=| _l
DONER GRILL ~ ﬂ@ The Electrostatic Precipitator does not present a high-pressure loss (175PA approx. dependant on air Project:
flow). This gives a specific advantage in that most standard Kitchen extractor fans will have the
capability of overcoming this small differential. KURDISH SHAWARMA
This is particularly advantageous when it is considered that if the pressure loss were high larger noisier
f Id probably b Iting i tential noi llution.
ans would probably be necessary resulting in potential noise pollution Location-
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