isting internal

ow level wall plaster
aint with limewash to
sample

xisting oak wall

low windows (cills)
ffolding to confirm if
flashing/capping can
:d below mullions. If
ws, supply and fix
code 4 lead flashing
plate.

detail allows, supply and fix_
new min code 4 lead flashing
over wall plate.

Remove section of existing
wall plate from timber frame
below window cill and replace
section of new oak wall plate
to match existing appearance
on a like for like basis

Retain existing timber threshold.
Treat decayed areas of timber

O FIRST FLOOR PLAN - REPAIRS

1:100

Treat decay to 2no.
existing oak lintels
over gate opening

Repair/rebed/replace
defective existing
terracotta/clay floor
tiles

DGO2

Remove damaged / cracked
existing paving slabs and replace
with new to match existing on a
like for like basis, bedded and
pointed in lime mortar

Inspect existing oak wall
plates below windows (cills)
from scaffolding to confirm if
new lead flashing/capping can
be inserted below mullions. If
detail allows, supply and fix
new min code 4 lead flashing
over wall plate.

between brickwork and
flint quoins to the North
side of the door reveal
— point with lime
mortar

Z

areas. Remove loose/
detached existing wall
plaster and replace with
new lime/hair plaster to
match existing.

WGO1

Areas of missing
plaster finish to
ceiling exposing

existing timber lathes.

Re—plaster with new
lime/hair plaster over
existing laths

DGO1

000

O GROUND FLOOR PLAN - REPAIRS

1:100

Scale Bar. 1:100

(/777NN

)
0 1

Note: Plans are not from a measured

SN
5 10

000

Fix new 150mmx150mm
oak post on new
325mmx325mm - brick
plinth on new concrete
pad foundations to
support existing oak
beam to SEng detail

Defective / ’live’ existing
lathe and plaster ceiling.
Remove remains of lathe
and plaster ceiling and
replace with new oak

Repair Legend

All dimensions must be checked by the contractor before
commencing work on site.

No deviation from this drawing will be permitted without the
prior written consent of the Architect.

This drawing is to be read with all relevant Morse Webb Ltd,
tructural, E and Specialist drawings, reports and
specifications.

Any discrepancies in dimensions or details on or between these
drawings / reports / specifications should be brought to the
attention of Morse Webb Ltd in writing for clarification.

Refer to S.Eng drawings and documents.

Parapet Walls and Coped Gables
|:| Remove loose flashing / deteriorating paint / stained finish to
exposed timber posts and wall plates and repaint / retreat

7 Rake out existing defective mortar between brickwork and
2, flintwork and repoint using lime mortar

Cut out and remove decayed sections of existing oak posts
4 gbove wall plate and piece in sections of new seasoned oak
posts down onto existing wall plates. Incorporate new code 5
lead flashing below posts over existing wall plates

7 Remove all defective existing bricks. Supply, bed, and point in
%, lime mortar new individual bricks to replace removed bricks. To
match existing appearance on a like for like basis

|:| Reinstate missing flints and bricks and point in lime mortar

Remove section of existing wall plate from timber frame below
window cill and replace section of new oak wall plate to match
existing appearance on a like for like basis

New stainless steel Helifax Helibar ties in brickwork bedding
joints across cracks to SEng design / specification

|:| Remove all vegetation from the existing structure

riven lathe and lime/hair
plaster ceiling finish

survey and drawings are indicative only
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