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NOTE:  Proposed location of new
water treatment plant.
Existing foul water from existing
dwelling to be connected to new
water treatment plant for the
period of construction.

Existing store retained and
used as material store for
period of construction and
removed pre occupation

Existing outbuilding
to be removed

MATERIAL
STORE

EXISTING OUTBUILDING
REMOVED

rwdp

GRAVEL ON CELLWEB

ELEC

ELEC

ELEC

ELEC

ELEC

ELEC

ELEC

ELEC

ELEC

ELEC

ELEC ELEC ELEC ELEC ELEC ELEC ELEC ELEC ELEC ELEC ELEC ELEC ELEC

DATA &
POWER

EL
EC

TR
IC

EL
EC

TR
IC

EL
EC

TR
IC

EL
EC

TR
IC

EL
EC

TR
IC

EL
EC

TR
IC

EL
EC

TR
IC

ELEC
ELEC

ELEC

ELEC
ELEC

ELEC
ELEC

ELEC
ELEC

ELEC

ELEC
ELEC

ELEC

WATER
WATER

WATER

W
ATER

W
ATER

W
ATER

W
ATER

W
ATER

W
ATER

WATER

ELEC

ELEC ELEC ELEC ELEC

5

Existing septic
tank to be
removed.

CL37.45
MH

W
ATER

W
ATER

W
ATER

W
ATER

Gravel on
100mm celweb

rwdp

rwdp

rwdp

43
.7

8

43
.5

6

43.85

43.46

42.81

41.83

43
.1

0

41
.4

1

39
.8

3

39
.6

8

43
.6

0

C1

C11

Gravel on 150
thick cellweb

exist water
meter

new
connection to
existing supply

W
ATER

WATER

WATER

WATER

WATER

WATER

WATER

WATER

WATER

WATER

WATER

WATER WATER WATER WATER WATER WATER WATER WATER WATER WATER WATER WATER

C2

C9

ELECTRIC CHARGING
POINT

EL
EC

TR
IC

EL
EC

TR
IC

EL
EC

TR
IC

EL
EC

TR
IC

EL
EC

TR
IC

C10

37.37
Existing timber retaining wall

MH

extng tap

MH

Tree protection  measures must be
followed as per Duckworths Arboricultural
report Redf: AIA/AMS/2024 065620/2024,
& Tree protection plan TPP06560/2024

Tree protection  measures must be
followed as per Duckworths Arboricultural
report Redf: AIA/AMS/2024 065620/2024,
& Tree protection plan TPP06560/2024

CELLWEB SECTION

The area to be cleaned and the subgrade excavated
to the required depth. Cellweb sections to be laid
out as per manufacturers specification,  secured and
properly aligned. Approved backfill material to be
placed in layers and compacted to the specified
density. The surface to be graded and shaped for
proper drainage. The site must be cleaned of any
excess materials upon completion.

NOTE:  Proposed new 32mmØ
water supply pipe, including all
necessary trench excavations and
reinstatement.
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Services at bridge level
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Herras to be extended
to protect RPA after the
concrete slab has been
removed.
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TEMPORARY SEWER
CONNECTION:
100Ø upvc sewer pipe
min fall 1: 60

concrete
washout

DATA &
POWER

1.2m x 1.8m Dunster
House Overlord Modular
Pent Shed on concrete
base.

shed

Existing pedestrian &
vehicle entrance with
Heras fencing attached
in accordance to
guidance

access
steps

Updated bin store
location with stone base
& wooden enclosure.

EXTG BUILDINGS DEMOLISHED
PRE-CONSTRUCTION

EXTG HARDSTANDING
REMOVED PRE-OCCUPATION

EXTG BUILDINGS DEMOLISHED
PRE-OCCUPATION

TEMPORARY AREAS FOR
DURATION OF THE PROJECT

PHASE 3

PHASE 1

PHASE 3

Interim foul drainage route

Proposed Surface water
drainage route

Temporary foul drainage route

L E G E N D

Proposed foul drainage route

WATER Proposed water supply route

ELEC Proposed future utilities &
power supply route

NOTE: Existing water, electrics &
sewerage routes unknown

The safe access and egress
plan makes no reference to a
walkway, so it has been
removed.
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