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NOTESKEY

existing structure

proposed structure

Shrub planting mixture:
Planted strip with mix of guelder rose and common dogwood planted
as mixed groups

Hedge planting mixture:
Planted strip with mix of domestic, native hedging

Existing trees to be retained

Lawn

Timber gate to match fence style

Timber decking boards

Existing hedges

LEGEND

NOTES:
PLANTING MEDIUM

The top 200mm of planting areas to be replaced with good
quality top soil.
Large debris such as bricks or concrete to be removed.
Tree planting compost is to be mixed with material
excavated from pit at a ratio of one-third compost to
two-thirds original pit excavations.
Where excavations are of insufficient quantity the
difference is to be made up of tree planting compost.
The addition of a water retaining polymer may help retain
moisture in the root zone and the addition of mycorrhizal
fungi is recommended to increase in root mass during the
early phases following planting increases the ability of
the tree to become established.
any imported top soil to be BS3882 2015.

PLANTING
All plants to be watered in, with sufficient water to
reach field capacity and ensure the rootballs are wetted,
within 3 hours of planting.
All planted beds to be maintained weed free, healthy and
tidy until handover.
Wire wrapping used to secure root-balled trees to be cut
off in the pit and any hessian removed so as not to
restrict free movement of roots in the pit.
Trees are to be planted at the previous planting depth at
nursery.
Trees are to be planted by layering the soil over the
roots and firming following this process until the
nursery mark has been reached.
Good quality tree planting soil is required in all new
tree pits and in the soft landscaped strips between
parking bays.
Irrigation tubes of a size and type suitable for the size
of tree being planted are to be placed around the root
ball in accordance with manufacturer's specifications.
Caps must be fitted to the end of the irrigation tube to
prevent desiccation. It is recommended that tubes be
filled with gravel to reduce the potential of desiccation
in the event of the loss of the cap.
Soil is to be left slightly raised around the outside of
the pit to produce a well, to enable rainwater to become
trapped inside and to filter down to the root zone.
Mulching around the base of the tree is to be to a depth
of between 75mm to 100mm to prevent competition from weed
growth.
Mulching must not be piled up the stem.

MAINTENANCE

All planted beds to be maintained weed free, healthy and
tidy until handover.
After 5 years the responsibility of the landscape
management passes on to the owner.
All beds to incorporate slow release fertiliser to aid
plant establishment.
The client is responsible for appointing a contractor
with the appropriate experience and equipment to
undertake watering and maintenance for two years.
New trees  should be watered weekly for the first 3
growing seasons (April-Oct) approx. 25 litres per tree at
each watering –
weather.
Trees are to be inspected annually, to remove weeds from
around base, topping up of mulch, checking tree ties and
adjusting as necessary, removal of post if required
Root barriers/deflectors are to be incorporated into all
tree pits within paved areas up to min 300mm deep.
Any tree that fails/dies shall be replaced with a tree of
the same type and specification.

ADDITIONAL NOTES
All debris, excess soil etc. is to be to be removed from
site and disposed of at an approved waste transfer site.
Any disturbance or damage to surrounding areas is to be
made good to the relevant specification.
For all wooden materials use tanalised wood (except where
using hardwoods) and galvanised screws and nails.

TRANSPORT OF PLANT MATERIALS
Roots are to be protected during transport.
Crowns and stems are to be protected from abrasions with
vehicle sides.
Every effort is to be made to prevent desiccation during
transport.
If containerised trees are to be used then plants are to
be secured upright until time of planting
If rootballed or bare root trees are to be used then
these are to be healed in to prevent desiccation.

Season Months Hedges&Shrubs Frequency

spring Apr-May 5L per metre weekly

early summer June 5L per metre twice weekly

peak summer Jul-Aug 7L per metre twice weekly

autumn Sept-Oct 5L per metre weekly

winter Nov-Mar 3L per metre when dry

WATERING SCHEDULE
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