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NOTE TO CONTRACTOR

WHILE A TRADITIONAL STRIP FOUNDATION MAY 
HAVE BEEN SPECIFIED, AN ALTERNATIVE 

SPECIFICATION MAY BE REQUIRED WHEN 
GROUND CONDITIONS ARE ESTABLISHED.  
THESE MAY BE SUBJECT TO A STRUCTURAL 

ENGINEERS CALCULATIONS E.G. FOR PILE OR 
RAFT FOUNDATIONS.

ANY INFORMATION THAT IS OMITTED OR 
UNCLEAR FROM THE DRAWINGS MUST BE 

REQUESTED FROM PRIOR PLANNING BEFORE 
WORKS BEGIN.

ALL DIMENSIONS ARE TO BE CHECKED ON SITE.

THE CONTRACTOR IS TO MAKE SURE TILES AND 
SKYLIGHTS ARE SELECTED AND INSTALLED TO 

EXACT MANUFACTURERS RECOMMENDATIONS 
AND INSTRUCTIONS 

(SUITABILITY FOR ON SITE PITCH)

STRUCTURAL AND STANDARD ASSESSMENT 
PROCEDURE CALCULATIONS MUST BE 
OBTAINED PRIOR TO START OF WORKS.

COPYRIGHT STATEMENT
ALL RIGHTS RESERVED. NO PART OF THIS 
DRAWING MAY BE REPRODUCED IN ANY 

MATERIAL FORM OR TRANSMITTED TO ANY 
OTHER PERSON WITHOUT THE PRIOR WRITTEN 

APPROVAL OF PRIOR PLANNING.

WHILST PRIOR PLANNING TAKES ‘REASONABLE 
STEPS TO WORK WITHIN THE PROPERTY 

BOUNDARIES, IT IS THE OWNERS RESPONSIBILI-
TY TO ESTABLISH THESE PRIOR TO THE DRAW-
INGS BEING SUBMITTEDAND BEFORE WORK 
COMMENCING.  IF THERE IS ANY DOUBT OR 

DISCREPANCIES THEY SHOULD BE ADDRESSED 
USING THE APPOPRIATE PROFESSIONAL 

BODIES.
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CASEMENT CROSS SECTION 'A-A'

VERTICAL SECTION DETAIL
- TOP AND BOTTOM RAIL

- SCALE 1:5
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CASEMENT CROSS SECTION 'A-A'

DOUBLE OPENING HORIZONTAL 
SECTION DETAIL

- SCALE 1:5

- Section reference only (not to scale)

SLAVE

AA

Proposed Window Detail at scale 1:5
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18mm OVOLO BEAD
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VERTICAL SECTION DETAIL

VERTICAL SECTION DETAIL - 
GLAZING BAR

SCALE 1:5

CONVENTIONAL CASEMENT
18 mm Unit

Please note:  
Windows will not feature trickle vents 

DRAWINGS ARE NOT TO SCALE
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Glazing bars are manufactured as part of the window casement 
and are pinned, glued and stapled before the windows are painted 
and not stuck onto the glass.
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Proposed Window Detail at scale 1:5
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