
new powder-coated aluminium insulated blanking
panels in lieu of glazing or redundant louvres - dark
grey to match existing blanking panels in finish and
appearance

existing blanking panel
zones to be retained

existing blanking panel
for reference
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Revisions:

dimensions:
All building and site dimensions, levels and sewer invert levels at
connection points are to be checked and verified on site by the
contractor before the commencement of works. All dimensions are to be
checked prior to the placement of orders for materials or the fabrication
of work and any discrepancy, omission or error is to be reported to the
Architect immediately for verification.

specification:
The Contractor is to comply with current Building Legislation, British
Standard Specifications, Building Regulations etc. whether or not
specifically stated on this drawing.  This drawing must be checked
against and read in conjunction with any structural or other relevant
specialist and design documentation provided.
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General Arrangement:
Proposed elevations
North (rear) elevation
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new powder-coated aluminium insulated blanking
panels in lieu of glazing or redundant louvres - dark
grey to match existing blanking panels in finish and
appearance - refer also to elevation drawings

existing climbable low juliette balustrading
throughout third floor to be upgraded where
noted - refer to balustrading & privacy
screen drawing Detail A

existing fenestration to be reconfigured
to allow openable windows to be
located at a safe height

new AOV rooflight to existing stair
core to provide Building Regulations
smoke venting

new AOV rooflight to existing stair
core to provide Building Regulations
smoke venting

new powder-coated aluminium insulated
blanking panel - dark grey to match existing
blanking panels in finish and appearance

existing rooflights
to be retained

existing climbable low juliette balustrading
throughout third floor to be upgraded where
noted - refer to balustrading & privacy
screen drawing Detail A

new powder-coated aluminium insulated blanking
panels in lieu of glazing or redundant louvres - dark
grey to match existing blanking panels in finish and
appearance - refer also to elevation drawings

existing climbable balustrade to terrace
perimeter to be upgraded - refer to
balustrading & privacy screen drawing
Detail C
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