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This Drawing has been produced for printing onto A1 size paper,
If printing on A3 please use the scale below for reference.

NEW NATIVE SCRUB PLANTING NEW WILDFLOWER MEADOW

Planting should take place between November
and March.The planting pattern should include a
mix of species planted close together, with
some areas left open to create natural openings.
Wood chip/mulch should be placed around each
newly planted scrub to prevent weed
competition and improve water retention. Upon
planting the area will be left for 1 year to allow
the new plants to be established before any
management is started.

Sowing: Seed is best sown in the autumn or spring but can be
sown at other times of the year if there is sufficient warmth and
moisture. The seed must be surface sown and can be applied by
machine or broadcast by hand. Management: Most sown
meadow wildflower and grass species are perennial; they will be
slow to germinate and grow and will not usually flower in their
first growing season. There will often be a flush of annual weeds
from the soil in the first growing season which may grow up and
obscure the meadow seedlings beneath. This annual weed
growth is easily controlled by topping or mowing. Mow newly
sown meadows regularly throughout the first year of
establishment to a height of 40-60mm, removing cuttings if
dense. In the second and subsequent years EM2 sowings can
be managed in a number of ways which, in association with soil
fertility, will determine the character of the grassland. The best
results are usually obtained by traditional meadow management
based around a main summer hay cut in combination with
autumn and possibly spring mowing or grazing.

Planting of desirable species only
including:
· Dog Rose (15%)

· Dogwood  (10%)

· Blackthorn (20%)

· Hawthorn (20%)

· Hazel (10%)

· Holly (10%)

· Guelder Rose (15%)

· EM2 - Standard General Purpose Meadow Mixture - mix of
wildflower and grass species - beneficial to invertebrates,
birds and bats. Seed mix includes cowslip (species
specifically mentioned in the Reading Biodiversity Action
Plan).

· A rate of 4g/m2 should be used. To cover the combined
176m2 area of planting proposed in this plan, 0.7kg of seed
mix is needed

· The following is advised by Emorsgate Seeds:

COLOUR KEY/SPECS

NOTES
Root protection areas (RPA's), enclosed by default temporary protective
fencing, as detailed below and to be agreed with the local planning Authority
(LPA), shall:

1. Be protected throughout the development process, as specified and
detailed in BS 5837:2012 Section 6.2, Fig 2

2. Be erected prior to any construction, demolition or excavation works and
remain in place for the duration of the project.

3. Preclude any delivery of site accommodation and or materials and or plant
machinery.

4. Preclude all construction related activity, with the sole exception of specified
arboricultural works and any other works carried out under supervision that
has been agreed by all parties, and:

5. Preclude the storage of all development related materials and substances
including fuel, oils, additives, cement and or any other deleterious
substances.

6. Any incursions into RPA's must be by prior arrangement, following
consultation with the LPA.

75x75mm TIMBER VERGE PROTECTION BOLLARDS22mm Breedon Golden Amber Gravel

TYPICAL DETAIL, TREE PIT IN LAWN SOFT LANDSCAPE

PLAN SCALE 1:20

01

510

STANDARD TREE

TREE ROOTBALL

SOFTWOOD CROSS BAR 750X75X24MM
AFFIXED TO 75MM DIA X 1800MM STAKES
WITH GALVANISED NAILS TO WINDWARD
SIDE OF TREE

75MM FINE BARK MULCH
500MM DIA FROM STEM

TREE PIT TO BE  EXCAVATED 150MM
WIDER THAN ROOTBALL SIDES OF PIT
TO BE SCARIFIED

TYPICAL DETAIL, TREE PIT IN LAWN SOFT LANDSCAPE

SECTION SCALE 1:20

02

510

min300

600

1000

75

MIN 300 MM IMPORTED TOPSOIL
TO BS 3882:2015

TREE ROOTBALL 700MM DIA X 600MM

RUBBER TREE TIE BELT AND SPACER BLOCK SECURED
TO CROSSBAR BY GALVANISED NAILS

STANDARD TREE

MIN 600 MM FREE DRAINING SUBSOIL TO
BS 8601:2013

PLANTING BED

75 MM  BARK MULCH

TREATED SOFTWOOD TREE STAKE
75MM DIA X 1500MM DRIVEN INTO GROUND
HEIGHT ABOVE PLANTING BED: 600MM
DEPTH INTO BOTTOM OF  THE TREE PIT: MIN 300MM

SOFTWOOD CROSS BAR 750X75X24MM
AFFIXED TO 75MM DIA X 1800MM STAKES WITH
GALVANISED NAILS,TO WINDWARD SIDE OF TREE

Lockable Cycle Shed

MG   - 150x150mm MAMMAL GAP IN  FENCING

DETAIL:

SEE PLAN FOR LOCATIONS, ALL TO BE
150x150mm PRIMARILY FOR
HEDGEHOGS, MIN 15m APART

ALNUS GLUTINOSA
single stem,3/4m HIGH
100-120mm GIRTH 45L pot
Planted within tree pit

IlEX AQUIFOLIUM
3/3.5m HIGH 100-120mm
GIRTH 45L pot
Planted within  tree pit

BETULA PENDULA
single stem,3/4m HIGH
100-120mm GIRTH 45L pot
Planted within tree pit

TREE LEGEND

1

2

3

4

SALIX ABA
single stem,3/4m HIGH
100-120mm GIRTH 45L pot
Planted within tree pit
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Bare rooted plant mix hedge species to be 1.2m high
planted staggered rows 45cm CTRS using:
Hawthorn (crataegus Monogyna) 90/120cm 2L pots;
Blackthorn (prunus Spinosa) 90/120cm 2L pots;
Hazel (corylus Avellana) 90/120cm 2L pots;

Field maple (sacer Campestre) 90/120cm 2L pots;
Wild cherry (prunus Avium) 90/120cm 2L pots.

FIGURE 1. -  Proposed Native Hedge Specification

A1/EXTENDED
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