Collingwood
Wall Mounted 3W LED
Spot Wall Light

Dove Grey London Stone Sawn Sandstone paving slabs
600 x 900 mm

55.38

Border planted with a mix of
grasses, shrubs and perennials.

Standard Malus
evereste 10/12

Turf - Rolawn Medallion
or similar.

Cotswold buff chippings 10mm gravel set
in stabilizing honeycomb mat such as Core
path.

— Collingwood Spydra Multi-Wattage Domed Cover CCT Spike Light

Evergreen trachelospermum jasminoides self clinging
climber
Cotswold buff chippings 10mm gravel set in

stabilizing honeycomb mat such as Core path.
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DINING

Patio in London Stone Dove Grey Sawn
sandstone Slabs 900 x 600 mm

Jacksons Tongue and Groove Fencing
panels, 1.8 m high, with slotted posts
and Hedgehog Gravelboard x1

Border planted with a mix of grasses,

shrubs and perennials.

Evergreen trachelospermum jasminoides self clinging climber

Standard Malus evereste 10/12

Pleached carpinus betulus 12/14 G. 180 clear stem

N

HARD AND SOFT LANDSCAPE SPECIFICATION

British Standards:

Works to be carried out with consideration for the current version of ‘BS4428 - Code
of practice for general landscape operations (excluding hard surfaces)’

Plants (including trees) to be compatible with current versions of the ‘BS3936 -
Nursery Stock’ series; turf to be to be compatible with current version of ‘BS3969 -
Recommendations for Turf for general purposes’

Trees to be procured and planted in accordance with the current version of ‘BS8545 - Trees:
from nursery to independence in the landscape. The nursery is to demonstrate a Plant
Healthy Certificate and/or Biosecurity Policy and Plant Passport Scheme.

Operations involving topsoil to be compliant with the current version of ‘BS3882 -
Specification for topsoil’. Any imported topsoil must be weed free, aerobic, and natural
topsoil with good crumb structure.

Operations involving subsoil to be compliant with the current version of ‘BS8601 -
Specification for subsoil and requirements for use’

Operations involving existing trees are to be undertaken with consideration for the current
versions of ‘BS5837 - Trees in relation to design, demolition and construction’, and ‘BS3998
-Tree work’

Maintenance to be carried out with consideration for the current versions of the ‘BS7370 -
Grounds maintenance’ series

BIN STORE

to 1:80 falls

Brushed concrete floor laid

TARMAC

Plantin
General: BIKE AND BIN STORE
If water supply is or is likely to be restricted, do not carry out planting until instructed. If planting 1:100 A1
has been carried out, obtain instructions on watering
Keep plants watered and in shade until planted
IMPLEMENTATION - Keep plants watered for at least the first 3 growing seasons and during periods of drought
. Timing of planting works: if soil and climatic conditions are suitable then: deciduous trees and
SOIL shrubs - Late October to late March; herbaceous plants - Late October to late March grass seed -
Marc_? to _Pct%bel_r; wi[dflgvv]g%s e - | vt_engFer/October or March/April; container plant stock - at any o M_
- . . - . ] time if soil and climatic conditions are suitable lount Pleasant - Reading
Remove detritus (including but not limited to: sticks, weeds, pieces of metal wire, Regarding plant stock, ensure consideration is given for the relevant British Standards Plant Schedule “«
brick, concrete, glass, canes, ties, clippings, wrapping materials, rubbish, stones >25mm) - Unless otherwise directed, planting areas to be mulched with 50mm settled depth medium grade e Py = =
bark mulch b o semmm s omia
Protect soil from migration, compaction, and contamination . Do not use peat or products containing peat = L - e e g - b e e (255 s
After planting, ensure stock is lightly firmed in around plants without damaging roots to same
Any imported topsoil bought to site is to be in bulk bags offloaded by crane/hiab level as surrounding ground with gentle cambers and no hollows; water thoroughly (full depth of topsoil) e I T, " ittt - p— . =i
placed on ground protection and distributed topsoil within 24 hours of delivery to ensure %Pge\ls\(lthout damaging or displacing plants or soil L] . e b i o - ! o
quality of topsoil is retained Tree pit to have horizontal bases and vertical sides to a depth that allows for top of rootball to be (@) e e e o]
at ground level; base of tree pit to have slightly raised centre; scarify pit bottom and sides; excavated to o — 2 jeseihee
Do not mix topsoil and subsoil minimum 600mm wider or where space allows to at least twice than rootball, bareroot stock or [ EEmEmmTasi
container diameter. e = e =
Grading of soils to be done in dry conditions Install root barrier: follow supplier instructions for installation @ R
Backfill with subsoil up to ~400mm depth from ground surface, fill with topsoil up to ground level = = " S,
Topsoil: making sure the finished soil level is slightly proud of the surrounding ground level. install irrigation (] T
pipe; create watering dish around tree. ® B
CorT\pllance'wnh British Standard is required. Any imported topsoil must be weed Staking (Trees): drive at least 300mm into the bottom of the pit before planting; once the tree has been ~
free, aerobic and with good crumb structure planted the top of the stake should extend above ground to a max height of 1/3 the total tree height. ® | - e e e
Once completed secure the tree to the stakeusing a rubber strap and collar. Double staking: vertical
Topsoil shall be kept weed free by hand uprights positioned either side of the rootball and positioned perpendicular to prevailing wind direction;
Single staking: should be positioned on the leeward side of the tree, along the root system.
Carefully break up hard/compacted ground (hand tools only) to maximum depth of
100mm Shrubs, herbaceous plants and hedges:
. All excavation to be done by hand unless otherwise agreed in writing
150mm wider than full spread of roots and 75mm deeper than root system depth.
any RPAs Aftercare: o
100mm above ground build up of imported topsoil in any RPAs. Refer to British Standard mﬂ:gn mtggght?h?g&,mn_d wood chip fines (0-10mm} beneath the crown of the tree but do not allow
3882 for specification of imported soils and compliance requirements for testing, etc. Irrigation
Water regularly for at least 3 full growing seasons following planting and during periods of drought.
Incorporate PAS100 certified organic matter (OM) as required; organic fertiliser to be Trees generally require 40 litres of water per week during the growing season in absence of rainfall. isons: A1 A 280625 Bk pathchanges ;rgie’;wm Ploasant :cale ont g:«e o RAWNGSTAVS
JEA: : . ~Outing! Scheme drawings
incorporated as required. Hedge requires abundant application of organic matter 1 part OM :L”eg:giin is best supplied in one or two applications per week. Do not water eccessively and saturate togravel Reading dr:v?" - 0726 T
to 5 parts toposoil and slow release fertiliser (to manufacturers recommended application Stakes should be checked annually to ensure the tree stem is not being girdled. Loosen the tie as EA o
rate) necesary to relieve tension while still maintaining support. The tie can be removed enterely after three draving file Tob o, Srawing no.rev. issuod undor inirucio fo consiructon
years. Proposed Garden Layout ASGS1926 0003  A-
Draft S o
DONOTSCMLETHSORAWNG - ) stesean




