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PROPOSED WALL, ROOF AND
FLOOR TYPES

50 Mount Pleasant, Reading,
RG1 2TD

BLOOMFIELD HOMES LIMITED

PLANNING

NOTES ORIGINAL A1

NOT FOR CONSTRUCTION 
THIS DRAWING IS PREPARED FOR PLANNING ONLY.
THIS DRAWING IS BASED ON OS INFORMATION AND
SURVEY BY MIC SURVEYS LTD. THE PROPOSAL IS
SUBJECT TO PLANNING, BUILDING CONTROL,
DETAILED DESIGN, CDM, LEGAL INVESTIGATIONS
ETC. NO STRUCTURAL SURVEY, OR ADVICE HAS
BEEN USED IN THE COMPILATION OF THESE
DRAWINGS. AREAS SHOWN ARE APPROXIMATE,
AND SUBJECT TO DETAILED DESIGN.

(C) COPYRIGHT HIVES ARCHITECTS LLP
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S03-D01 NEW FLAT ROOF TO EXTENSIONS 1:10
S03-D05 NEW BEAM AND BLOCK FLOOR TO REAR EXTENSION 1:10

GF-D08 NEW PARTY WALL TO 40-48 MOUNT PLEASANT AND EXTENSIONS 1:10

S01-D06 INSULATED EXISTING TIMBER GROUND FLOOR 1:10

GF-D14 INTERNAL PARTITION WITHIN FLAT E2 REQUIREMENT 1:10

GF-D15 PARTY WALL BETWEEN FLATS 1 AND 2 (EXISTING MASONRY) 1:10

S06-D07 NEW REPLACEMENT GROUND FLOOR SLAB 1:10

GF GROUND FLOOR 1:200

GF-D16 NEW INTERNAL PARTY WALL BETWEEN FLATS IN REAR EXTENSION 1:10

1F FIRST FLOOR 1:200

SCALE 1:10

SCALE 1:200

BLOCK (SE)

140mm CELOTEX THERMACLASS CAVITY WALL 21
(CONDUCTIVITY=0.021 W/mK)

BRICKWORK TO BE MICHELMERSH
HAMPSHIRE MULTISTOCK TO HERITAGE
FUSION SPECIFICATION. FOLLOW DETAIL
DL-01 PROVIDED ON DRAWING 2249-PH02 BY
HERITAGE FUSION

ANCON TEPLO-BF 1 WALL TIES

PARGE COAT. APPLY PARGE COAT AFTER CHASING IN
SERVICES TO ACHIEVE A CONTINUOUS AIR TIGHTNESS LINE
INTERNALLY

EXISTING FLOOR FINISHES REMOVED (MODERN CARPET AND
UNDERLAY). NEW FLOOR FINISHES PROVIDED (NEW CARPET AND
ACOUSTIC UNDERLAY, QA POWERWALK GOLD OR SIMILAR)

EXISTING TIMBER FLOOR BOARDS NUMBERED AND REMOVED TO
INSTALL FLOOR INSULATION. TO BE INSPECTED, REPAIRED IF NEEDED,
AND REFITTED

EXISTING TIMBER JOISTS RETAINED. TO BE INSPECTED AND REPAIRED,
IF REQUIRED. TO BE INFILLED WITH PROPOSED 250mm ROCKWOOL
FLEXI INSULATION (CONDUCTIVITY=0.038 W/mK) (R), WHICH IS TO BE
SUPPORTED ON NEW WIRE MESH, FIXED INTO THE EXISTING JOISTS

EXISTING CEILING TO BASEMENT REMOVED. TO BE REPLACED WITH
2X 15MM GYPROC FIRELINE PLASTERBOARD + SKIM, FIXED
DIRECTLY INTO THE JOISTS

PROPOSED DAMP PROOF MEMBRANE

BLOCK (SE)

75mm AIR CAVITY

22/07/2026 PLANNING ISSUE

U-VALUE = 0.11 W/(m2K) U-VALUE = 0.14 W/(m2K)

U-VALUE = 0.15 W/(m2K)

EXTERNAL WALLSROOFS / LOFT INSULATIONFLOORS

INTERNAL WALLS

PROPOSED BUILDUPS

U-VALUE = 0.15 W/(m2K)

E2

E1

E1

60M

E2

APPROVED DOCUMENT E, E1 ACOUSTIC REQUIREMENT

APPROVED DOCUMENT E, E2 ACOUSTIC REQUIREMENT

60 MIN REI FIRE RESISTANT CONSTRUCTION REQUIREMENT

30M 30 MIN REI FIRE RESISTANT CONSTRUCTION REQUIREMENT

60M

FOR FURTHER DETAIL ON REPAIRS REFER TO DRAWINGS 2249-
PH01, 2249-PH02 AND 2249-PH03 BY HERITAGE FUSION

FOR INTERIOR FINISHES REFER TO DRAWING 2787 205

U-VALUE = 0.15 W/(m2K)

FOR FIRE REPORT REFER TO DOCUMENT FIRE STRATEGY - 50
MOUNT PLEASANT RG1 2TD - V1.1 PREPARED BY FSSE

E1 60M

SOLID BRICK WALL ABOVE GROUND. BRICKWORK TO BE MICHELMERSH HAMPSHIRE MULTISTOCK TO
HERITAGE FUSION SPECIFICATION.

NOT PART OF THIS APPLICATION. PROPOSED CHANGES
DEALT WITH AS PART OF S73 PLANNING SUBMISSION
(PLANNING PORTAL REFERENCE PP-15073186).

PRINCIPLE OF NEW FLATS SHOWN AS PER APPROVED
PLANNING APPLICATION PL/23/1865 AND ASSOCIATED
LISTED BUILDING CONSENT PL/23/1866

KEY

12.5mm PLASTERBOARD + 3MM SKIM

VCL (SIKA S-VAP 5000E SA)

215mm TAPERED SARNAFIL INSULATION (SIKATHERM GT ,
CONDUCTIVITY = 0.026 W/mK);

SINGLE-PLY MEMBRANE (SARNAFIL SIKAPLAN® SGK-15 FLAT ROOF
SYSTEM OR SIMILAR, BROOF(t4) COMPLIANT)

TIMBER JOISTS (SE)

18mm EXTERIOR GRADE PLYWOOD

15mm PLASTER

120mm SOPRATHERM XR4000 INSULATION OR SIMILAR (CONDUCTIVITY
0.022 W/mK)

BEAM AND BLOCK FLOOR (SE)

DPM (POLYTHENE, 1200 GAUGE)

VCL (POLYTHENE, 500 GAUGE SEPARATING LAYER)

65mm SCREED

15mm GYPROC SOUNDBLOC BOARD + 3mm SKIM (PLASTERBOARD MINIMUM MASS
PER UNIT AREA 10KG/m2)

75x50mm TIMBER STUD WALL

25mm ISOVER ACOUSTIC PARTITION ROLL (MINERAL WOOL QUILT, MINIMUM DENSITY
PER UNIT AREA 10KG/m3)

15mm GYPROC SOUNDBLOC BOARD + 3mm SKIM (PLASTERBOARD MINIMUM MASS
PER UNIT AREA 10KG/m2)

EXISTING MASONRY WALL WITH PLASTER LINING

20mm GAP TO EXISTING WALL

NEW GYPLYNER 48 | 50, INDEPENDENT WALL STUDS WITH 50mm
MINERAL WOOL INSULATION (ISOVER STEEL FRAME INFILL BATTS)

NEW 2x 12.5mm PLASTERBOARD + 3mm SKIM

>300MM FLOOR VOID WITH CONTINUOUS VENTILATION; THE MINIMUM
AREA OF VENTILATION SHOULD EQUATE TO AT LEAST 1500MM2 PER
METRE RUN OF EXTERNAL WALL (AIR BRICK EVERY 3M CENTRES FOR A
TYPICAL PVC 225MM X 75MM AIR BRICK) - PROVIDE TELESCOPIC VENTS
WHERE REQUIRED

GROUND LEVEL

120mm NEW SOPRATHERM XR4000 INSULATION OR SIMILAR
(CONDUCTIVITY 0.022 W/mK)

NEW DPM (POLYTHENE, 1200 GAUGE)

NEW VCL (POLYTHENE, 500 GAUGE SEPARATING LAYER)

EXISTING GROUND BEARING PAVING SLABS TO BE LIFTED TO INSTALL A
NEW INSULATION AND DPM. TO BE REINSTALLED

NEW FINISHES

BG GYPLYNER INDEPENDENT WALL LINING SYSTEM

NEW VCL (POLYTHENE, 1200 GAUGE SEPARATING LAYER)

NEW GROUND BEARING CONCRETE SLAB (SE)

SAND BLINDING (SE)

WELL COMPACTED HARDCORE (SE)

NEW FINISHES

15mm PLASTER
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