Localised pit 1200 x 1200mm

Note All non-perishable wrappings

to tree rootballs are to be removed
prior to planting. Perishable

wrappings eg hessian and narrow
gauge non galvanised chicken wire
basket are retained until the tree is

in position. Then peel back and remove
the perishable parts from the top third
of the rootball.

Hessian 50mm

Webbing wrapped
around tree stem
and nailed to tree
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LANDSCAPING GENERAL NOTES

1.
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WORKING AREAS Minimise working areas to reduce damage to adiscent planting beds. Poor plant

materizl

in adjscent areas whers new plantings to be removed as areas indicated.

EXISTING SOIL fo be wsed for planting beds and first 800mm of tree pit infill.

IMPORTED TOPSOIL o be used for tres pits and to meet BS3882 : 2015 for medium loam.

GREEM COMPOST: Green recycled compost shall be used which will hawe an organic and fibre contert

and some trace slements. It shall improve saoil structure and help retain moisiure. Gresen Compost 1o be

made under strictly controlled conditions from green, onganic recycled material. FAS 100 standard.

Sample to be approved before full arders made. The supplier is to provide a sample and details of the

compast componants and approved by the Client before use on sita.

Spread S0mm depth of compost on swrface of all planting beds work into full topsoil depth.

Grean Compost to be 10% tree pit and work into full topsoil depth.

PERMEABLE ROOT BARRIER Root bamiers are to be used where services are within 2.00m of tree

pits

Thie root barrier is to be Teram Roolguard which is a permeable oot barriar.

Tarram

Fiberweb Geosynthetics Ltd

Blackwaier Trading Estate

The Causeway, Maldon

Essex CMS 4GG

Tal: +44 (0) 1621 874200

emailinfo@terram.com

WY [BITam. com

MULCH: Crnamentsl Bark kulch to be used. The product shall consist of

=  predominantly matured European Pine Bark with an ewen nominal paricls size distribudion of 5-
35mm with minimal dust and fines and less than 5% wood content

« The pH to be between 4.5 and 5.5.

«  The product shall be pest, disesse and weed free and not have been treated with Methyl Bromide
or any additives.

= The product shall heve besn tested in accordance with the requirements of BS 47201987, for fire
resistance.

Or other approved product with the same specification.

MAINTEMANCE PERIOD one year for lBndscape contract and four years with the agent appointad by

the client

EXTRA HEAVY STANDARD TREES
These are to be planted across the Sile as indicated

At planting the localized tree pit dug shall be not less than minimum dimensions or 1200 =1200mm x
900mm depth. Allow the tree at planting to hawe the root flare at finished topsoil level. (this may ba the
sail mark on the numsery stock. Check this is the root flare point before planting. Correct planting depth s
important.

Provide permeable root bamiers where necessary set 1.00m into the ground in direction of services
within 2.00m of tree pit edge.

Water roothall of rootballed trees with seaweed extract root dip.

All wires hessian and other rootball wrapping to be removed at planting.

Trees need to be orientated for the best crown development. 1t might be found that dus to the nature of
growing trees on nursary lines crowns develop asymmetrically.

Existing Ground ——|

TREES MAMAGEMENT
« Ensure that all frees remain firmly bedded in the ground after strong winds, frost and other disturbances.
Rafirm by treading around the bass. Any 'collars’ forming at the base of the trees shall be broken up and
then backfilled with topsoil
#« Check tree stakes for firmness and signs of rot or damage.
« Refimm or replace & required.
« Tree stakes and spiral guards should be removed after three growing sessons. |f the tree has failed o
anchaor at this ime the tree is to be replaced.
+  Check all iree fies. Remove, adjust, refix or replace if broken. Ties 1o be nailed securely to the stake.
Remove
after three growing seasons.
Frovide aeration whera compaction is considered to be one cause for poor tree condition.
Maintzain mulch circles around frees weed free for three yeans.
Top up mulch in circles in July to 75mm depth for first two years.
Water as necessary during dry periods.
Anvy trees which die or are otherwise defeciive during the 5 year Defects’Maintenance Penod shall be
replaced at the Contractor's cost in the next Movember and March planting season.

PLANTING BED
Existing planting beds are 1o be used for new plantings
Supply and plant shrubs at spacing indicated on the Contract Drawings and of species and sizes indicated on the
Plant Schedula.
All container grown plants shall be well-soaked in water with alginure root dip in the water prior to planting
«  Tops up any low levels in beds with existing topsoil from the works
+«  Cultivate planting beds and work in Green Compost, 50mm layer spread over area to full fopsoil depth.
Remowve any debris arising from cultivations.
« Pit plant the plant material into the prepared areas.
#  Supply and spread a layer of bark mulch 7Smm desp over the area.
« Water plants thoroughly after planting
BED MAINTEMAMNCE
DISEASES: The CA shall be nofified of any pest or disease outbreaks. If cutting out diseassd material all
implemenis shall be sienlized between shrubs to prevent spreading the pathogan
CONTROL OF UNSUITABLE VEGETATION
Dwring routine visits inspect plantings for sucker growth, and unsuitablelatypical growths and feathers on stems
and remove et the point of origin.
GENERAL
The Condractor shall allow for pruning once a year, and trimming of vigorous species as necessary through the
year.
In all cases dead, disessed and damaged material shall be removed.
‘Where necessary remove growth encroaching onto footpaths, reads, hard areas, grassed areas, signs,
lights, sightlines and other features and if directed by the CA.
= Trim as necessary the species fo prevent straggly growth or growth bayond the bed limits, reduce the
height
of shrubs to free free stems as directed, trim o maintain 2l ehnebs at 8 defined heaight and round off the
planting as directed to provide a neat appearance.
= Any plants which die or are otherwise defective during the 5 year DefectsMaintznance Pericd shall be
replaced at the Contractor's cost in the next Octobar and March planting season.
All arisings from pruning shall be shredded and remowed from site as green wasie.
Any hedge plants which die or are otherwise defective during the 5 year Defects/Maintenance Period shall be
replaced at the Contractor's cost in the next October and March planting season.

HEDGES
Hedgerow planting is comprised of barerood siock and proposed hedges era within existing planting beds
- Cultivate trench and work in Green Compost, 50mm layer spread over area to top 150mm iopsoil depth.
- Remove any debris arising from cultivation
Supply and plant the hedgse plants in double staggered rows at 0.40m cis.
Water the hedpga plants thoroughly after plamting.
- Bupply and spread a 75mm layer of bark mulch over the area of the trench of Hedge 1
HEDGE MANMAGEMENT
=  Ensure that all hedge plants remain firmly bedded in the ground after strong winds, frost and other
disturbances.
s Refirm by treading arcund the bass. Any ‘collars’ forming at the base of the trees shall be broken wp
and
then backfilled with topsoil
Provide aaration where compaction is considerad to ba one cawse for poor hedge condition.
Maintsin weed fres bass around the hedge base. Onca the hedge is established ceass weaading.
Any hedge plants which die or are otherwise defective during the § year Defects/Maintenance Period
shall be replaced i the Contractor's cost in the next October and March planting season.

® Trim hedge and allow to grow 100mm per year up to 8 height of 1500mm.

Hedge plants dipped in

seaweed extract.

NATIVE HEDGEROWS

Shrubs container grown

root mass dipped in seaweed

extract.

&+  Supply and fix ssrationfirmgation unit around mootball.
&+ Tree pit is backfilled with existing soil 800mm depth and topsail 300mm depth.
«  Add 10% Green Compost is 1o be mixed in thorowghly into top 150mm of the topsodl backfill.
¢  The returned soi shall ba kightly consolidated by treading as filling proceeds layer by layer with subsoil
replaced first and then topsoil in layers above the subsoil
+«  The tree shall b= 5=t upright in the centre of the tree pit so that the soil level after sstlemeant will ba at
the original soil mark on the tree stem.
om «  The two stakes shall be driven info the pit 150mm from the edges and fixed before backfilling
«  The returned soil ehall be finely broken down and placed ercund the roots gently shaking the tres to
gllow particles o work around the rmootball and ensure close contact with all roothall and prevent air
pockets. The returned soil shall b lightly consalidsted by treading as filling procesds layer by layer,
care being taken to avoid damaging the rootball. Soil around the root flare of the ree shall be
consolidated firmly with the heel.
+«  Secwre the tree to the stakes with hessian webbing S0mm wide wrapped eround tree stem and nail the
webbing to the stakes with galvanised nails. The stakes are to be 75Smm diameter s2t 1200mm above
ground lewvel.
&+ \Water iree thoroughly after plantng.
Hedge plants 60-90 cm height.
Root dipped in seaweed extract.
~ Planted at 0.40m centres in a
goubleosé%ggered row. READING GATEWAY RETAIL Rev 20 July 2026 Rev 31 March 2026
ows 0.50m apart. rev 25 June2026 rev 15 June2026 Rev 5 June 2026
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KEY SPECIES - NAME SIZE QTY
TREE PLANTING
All trees to be rootballed for autumn planting/winter planting only
All Tree pits to be 1200 x 1200mm square and 900mm depth as indicated
Carpinus betulus Lucas N P Hornbeam 14-16cm girth Extra Heawy Standard 3 No
Sorbus intermedia P Swedish Whitebaem 14-16cm girth Extra Heawy Standard 4 No
Tilia cordata Rancho N P Small leafed lime 14-16cm girth Extra Heawy Standard 3 No
\ TOTAL 10 No
"\ |HEDGEROWS 1 and 2
DOUBLE ROW as indicated Double staggered row Plant at 0.30m cts 12.5 linm
Ac Acer campestre N P Field Maple 60-90cm 1+1 13 No
Cm Crataegus monogyna N P Hawthorn 60-90cm 1+1 26 No
la llex aquifolium N P Holly 60-90cm 1+1 26 No
Lv Ligustrum wilgaris N P Wild Privet 60-90cm 1+1 14 No
75mm Bark mulch |ayer EE Euonymus europaeus N P Spindle 60-90cm 1+1 4 No
/ over planting bed TOTAL 83 No
PLANTING BEDS 1A, 3A, 4A,5A & 5B, 7A & 7B 86 m2
CWB Cornus sanguinea Winter Beauty N P Dogwood Variety 20-30cm 2Lpot 24 No
EH Euonymus Harlequin Dwarf Euonymus 20-30cm 2Lpot 11 No
EPE Escallonia laevis Pink Elle P Escallonia 40-60cm 3Lpot 95 No
He Hebe caledonia P Hebe 20-30cm 2Lpot 32 No
Existing Ground HH Hedera helix Hibernica N P vy 60-90cm 2Lpot 6 No
MC Mahonia eurybracteata Soft Caress P Oregon Grape 40-60cm 3Lpot 32 No
Ph Photinia Red Robin Photinia specimen 30Lpot height minimum1.80m 5 No
Rib Ribes sanguineum Pulborough Scarlet P Flowering Currant 40-60cm 3Lpot 45 No
TOTAL 250 No

PLANTING BEDS

CA- RGW-2026-04 Rev A
19 Feb 2026
Additional trees and Notes

CA- RGW-2026-04 Rev B
31 March 2026
Additional tree

CA- RGW-2026-04 Rev C
6 June 2026
Substation location revised

CA- RGW-2026-04 Rev D
14 June 2026
Substation location revised

CA- RGW-2026-04 Rev E
29 June 2026
Planting revised

CA- RGW-2026-04 Rev F
29 June 2026
Planting revised

CA- RGW-2026-04 Rev G
20 July 2026
Minor revisions
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