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1 Acer campestre 'Elsrijk' 14-16cm

1 Liquidambar styraciflua 'Slender Silhouette' 14-16cm

1 Betula pendula 'Fastigiata' 14-16cm

PROPOSED LIFT SHAFT

G4

G6

T5

G2

T1

PROPOSED ROOT BARRIER TO
BE INSTALLED TO PATH EDGE.

9 Choisya x dewitteana 'White Dazzler'

7 Hydrangea paniculata 'Limelight'

7 Euonymus japonicus 'Bravo'
16 Asplenium scolopendrium

Groundcover Mix
48 Asplenium scolopendrium
48 Liriope muscari 'Monroe White'
48 Pachysandra terminalis 'Green Carpet'
48 Vinca minor 'Gertrude Jekyll'

PLANTING SCHEDULE

Groundcover Mix

NAME HEIGHT GIRTH CENTRES CLR STM ROOT CNTR QTY

Asplenium scolopendrium 20-30cm 0,400 C 2L 48

Liriope muscari 'Monroe White' 20-30cm 0,400 C 2L 48

Pachysandra terminalis 'Green Carpet' 15-30cm 0,400 C 2L 48

Vinca minor 'Gertrude Jekyll' 20-30cm 0,400 C 2L 48

192

Shrub

NAME HEIGHT GIRTH CENTRES CLR STM ROOT CNTR QTY

Asplenium scolopendrium 20-30cm 0,400 C 2L 16

Choisya x dewitteana 'White Dazzler' 40-60cm 0,500 C 5L 9

Euonymus japonicus 'Bravo' 40-60cm 0,500 C 5L 7

Hydrangea paniculata 'Limelight' 40-60cm 0,600 C 5L 7

39

Tree

NAME HEIGHT GIRTH CENTRES CLR STM ROOT CNTR QTY

Acer campestre 'Elsrijk' 350-450cm 14-16cm Min 2m RB 1

Betula pendula 'Fastigiata' 350-450cm 14-16cm Min 2m RB 1

Liquidambar styraciflua 'Slender Silhouette' 350-450cm 14-16cm Min 2m RB 1
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1. PROPOSED 14-16CM GIRTH EXTRA HEAVY STANDARD TREE

2. DOUBLE STAKE, CROSSBAR AND PROPRIETARY TIES

3. TREE SHOULD BE PLANTED LEVEL WITH THE EXISTING

NURSERY LINE

4. PROPRIETARY WATERING / AERATION PIPE, GREENTECH MONA

RELIEF TREE IRRIGATION RING OR SIMILAR APPROVED. CAP TO

SIT 50MM ABOVE TOP OF FINISHED MULCH LAYER.

5. 50MM DEPTH MULCH LAYER

6. MIN 300MM DEPTH TOPSOIL

7. TREE PIT AND BACKFILL

8. 100MM DEPTH DRAINAGE LAYER WITH GEOTEXTILE FILTER

FABRIC ABOVE

9. MIN 300MM DEPTH DECOMPACTED SUBSOIL

10. EXISTING SUBGRADE

11. ROOT BARRIER INSTALLED TO 1M DEPTH.

12. EXISTING PAVED FOOTPATH
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SCALE:
TP01 STANDARD TREE PIT DETAIL IN SOFT LANDSCAPE WITH ROOT BARRIER
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EXISTING TREE TO BE RETAINED

LEGEND

T1

PROPOSED TREE IN SOFT LANDSCAPE

INDICATIVE APPLICATION BOUNDARY
OFFSET 0.5M FOR VISUAL CLARITY.

TREE ROOT BARRIER

ORNAMENTAL SHRUB PLANTING

NOTES:
1. DRAWING INFORMATION

1.1. DRAWING BASED ON:
BUPA020-AL(9)901-A, SITE PLAN EXISTING AND
PROPOSED (PDF).

1.2. DRAWING TO BE READ IN CONJUNCTION WITH THE
FOLLOWING GROUND CONTROL  DOCUMENT;

- J260364-GCL-ZZ-ZZ-T-L-0600 - SOFT 
LANDSCAPE MANAGEMENT & MAINTENANCE PLAN

1.3. HARD LANDSCAPE WORKS SPECIFIED BY OTHERS.

1.4. PLANTING HAS BEEN SPECIFIED BASED ON
INSTALLATION DURING THE PLANTING SEASON
(NOVEMBER TO MARCH INCLUSIVE).

2.0 SITE PREPARATION

2.1 EXCAVATION
ALL PLANTING AREAS ARE TO HAVE THE FOLLOWING
MINIMUM ROOTING DEPTHS :

• TREE PLANTING - 900MM DEPTH
• ORNAMENTAL SHRUB & HERBACEOUS PLANTING - 

600MM DEPTH

2.2 TOPSOIL

2.1.2    ALL PLANTING AREAS ARE TO HAVE THE FOLLOWING
MINIMUM TOPSOIL DEPTHS:

• TREE PLANTING - 300MM DEPTH (OR DEPTH OF 
ROOTBALL, WHICHEVER IS DEEPER)

• ORNAMENTAL SHRUB & HERBACEOUS PLANTING - 
300MM DEPTH

2.2.2 REMAINDER OF MINIMUM ROOTING DEPTH IS TO BE 
COMPOSED OF SUITABLE (LOOSENED AND 
DECOMPACTED) SUBSOIL TO MEET BS 8601:2013.

2.2.3 TOPSOIL TO BE EITHER SITE WON OR IMPORTED.
2.2.4 IMPORTED TOPSOIL TO MEET BS 3882:2015 ' 

MULTIPURPOSE' CLASSIFICATION STANDARDS.
2.2.5 SITE WON TOPSOIL TO BE TESTED IN ACCORDANCE WITH

BS 3882:2015 ANNEX E FOR SUITABILITY FOR INTENDED
USE.

2.2.6 PRIOR TO SPREADING TOPSOIL AND SUBSOIL, THE 
RECEIVING AREA SHOULD BE FULLY DECOMPACTED TO
INCREASE PERMEABILITY.

2.2.7 WITHIN RPA'S OF EXISTING TREES, SOIL SHOULD BE 
CULTIVATED LOCALLY USING HAND HELD TOOLS WITH 
CARE NOT TO DAMAGE EXISTING TREE ROOTS.

2.2.8 ALL TOPSOILED AREAS TO BE CLEAR OF ROCKS AND 
RUBBLE LARGER THAN Ø50MM AND ANY OTHER DEBRIS
THAT MAY INTERFERE WITH THE ESTABLISHMENT OF 
PLANTS.

2.2.9 SHRUB PLANTING AREAS ARE TO BE GRADED TO BE 
APPROXIMATELY 50MM BELOW ANY ADJACENT 
SURFACES PRIOR TO PLANTING AND MULCHING. 
REMAINING LANDSCAPE AREAS TO BE GRADED FLUSH 
WITH EXISTING/FINISHED LEVELS.

2.3    SOIL PREPARATION (EXISTING RETAINED BEDS)
2.3.1 EXISTING VEGETATION, BRAMBLES, WEEDS LITTER ETC.

TO BE REMOVED INCLUDING ROOTS.
2.3.2 FOR TREE REMOVALS, REFER TO GHA TREES, TREE

REMOVAL AND PROTECTION PLAN.
2.3.3 FOLLOWING VEGETATION REMOVAL, BEDS TO BE FORKED

OVER REMOVING ANY LITTER, ROOTS OF REMOVED
VEGETATION AND RUBBLE/STONES LARGER THAN Ø50MM
AND ANY OTHER DEBRIS THAT MAY INTERFERE WITH THE
ESTABLISHMENT OF PLANTS.

2.3.4 WHERE REQUIRED EXISTING SOIL TO BE TOPPED UP WITH
IMPORTED TOPSOIL TO MAKE UP REQUIRED LEVELS.
IMPORTED TOPSOIL TO MEET BS3882:2015.
'MULTIPURPOSE' CLASSIFICATION STANDARDS.

2.3.5 PRIOR TO SPREADING TOPSOIL, THE RECEIVING AREA
SHOULD BE DECOMPACTED TO INCREASE PERMEABILITY.

2.3.6 TOPSOIL TO ALL SHRUB PLANTING AREAS TO BE
IMPROVED WITH 50MM DEPTH COMPOSTED GREEN
WASTE TO BSI PAS 100 (2005).

2.3.7 SHRUB PLANTING AREAS ARE TO BE GRADED TO BE
APPROXIMATELY 50MM BELOW ANY ADJACENT SURFACES
PRIOR TO PLANTING AND MULCHING.

2.3.8 ALL PLANTING TO BE PLANTED AT SCHEDULED DENSITIES
AND IN ACCORDANCE WITH THE LAYOUT SHOWN. WHERE
MIXES ARE SPECIFIED PLANTS ARE TO BE SET OUT IN A
RANDOM MATRIX IN GROUPS OF ODD NUMBERS.

2.4 EXISTING TREES TO BE RETAINED
2.4.1 ALL GROUND PREPARATION AND PLANTING OPERATIONS

ADJACENT TO EXISTING RETAINED TREES SHRUBS AND
HEDGES WITHIN CONSTRUCTION EXCLUSION ZONES
(CEZ) TO BE UNDERTAKEN USING HAND TOOLS ONLY. NO
TRACKED / WHEELED MACHINERY ARE TO BE USED, NO
CHEMICALS OF ANY DESCRIPTION ARE TO BE USED. NO
TOPSOIL STRIPPING OR RAISING OF LEVELS FOR THE
PURPOSES OF GRASS SEEDING / TURFING OR ANY OTHER
PURPOSE SHALL BE UNDERTAKEN.

2.4.2 FOR FURTHER DETAILS, REFER TO GHA TREES, TREE
REMOVAL AND PROTECTION PLAN.

3.0 PLANTING

3.1 GENERAL
3.1.1 ALL PROPOSED SPECIES SHALL BE TRUE TO TYPE AND

SUPPLIED IN ACCORDANCE WITH HTA 'NATIONAL PLANT
SPECIFICATION'.

3.1.2 ALL PLANTING TO BE HANDLED, STORED, TRANSPORTED
AND PLANTING IN ACCORDANCE WITH HTA 'HANDLING
AND ESTABLISHING LANDSCAPE PLANTS' GUIDANCE.

3.1.3 ALL PLANTING TO BE WATERED THOROUGHLY (FIELD
CAPACITY) PRIOR TO PLANTING.

3.1.4 ALL PLANTING LABELS AND TAGS TO BE REMOVED FROM
ALL PLANTING AT TIME OF INSTALLATION.

3.2 TREE PLANTING IN SOFT LANDSCAPE AREAS
3.2.1 AT TIME OF PLANTING COMPOST AND SLOW RELEASE

FERTILIZER TO BE INCORPORATED INTO BACKFILL
MATERIAL AT MANUFACTURERS RECOMMENDED RATES.

3.2.2 ALL STANDARD TREES TO BE DOUBLE STAKED WITH
CROSS BAR AND TIED, USING 1.65M LONG, Ø75MM
ROUNDED TREE STAKES, 75MM BRACE, RUBBER TIE AND
SPACER BLOCK. STAKES NOT TO EXTEND MORE THAN
900MM ABOVE GROUND LEVEL.

3.2.3 ALL TREES TO BE INSTALLED WITH PROPRIETARY
IRRIGATION RING AT TIME OF PLANTING, GREENTECH
MONA RELIEF TREE IRRIGATION RING OR SIMILAR. CAP
FOR RING TO SIT 50MM ABOVE TOP OF FINISHED MULCH
LAYER.

3.2.4 WHERE PROPOSED TREES ARE IN CLOSE PROXIMITY TO
EXISTING OR PROPOSED SERVICES, BUILDINGS, PAVING,
OR OTHER STRUCTURES, A PROPRIETARY PERMEABLE
ROOT BARRIER (TERRAM ROOTGRUARD OR SIMILAR) IS
TO BE INSTALLED IN LINE WITH THE SUPPLIERS
RECOMMENDATIONS.

4.0 MULCH
4.1 TREE AND SHRUB PLANTING AREAS TO BE MULCHED.

MULCH TO BE MEDIUM GRADE BARK MULCH LAID TO
DEPTH OF 50MM.

5.0 IMPLEMENTATION PROGRAMME 
5.1 THE SOFT LANDSCAPE PLANTING WORKS SHALL BE

UNDERTAKEN DURING THE PLANTING SEASON
(NOVEMBER TO MARCH) AND PROGRAMMED TOWARDS
THE COMPLETION OF THE EXTERNAL WORKS PACKAGE
FOR THE OVERALL DEVELOPMENT.

5.2 THE CONSTRUCTION WORKS ARE CURRENTLY
ANTICIPATED TO BE COMPLETED BY SUMMER 2027. SOFT
LANDSCAPE PLANTING SHALL THEREFORE BE
UNDERTAKEN DURING THE NOVEMBER 2027 TO MARCH
2028 PLANTING SEASON. PLANTING SHALL BE
UNDERTAKEN AT THE EARLIEST SUITABLE OPPORTUNITY
WITHIN THIS PLANTING SEASON.
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