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CELLWEB NO-DIG CONSTRUCTION
Area to be cleared of surface vegetation and loose material without
excavation or disturbance of the existing subgrade. Cellweb system to be laid
and installed in accordance with the manufacturer’s specification, secured
and properly aligned. Approved infill material to be placed and finished to the

Where cellweb construction is within or affects a tree root protection area
(rpa), the arboricultural method statement and no-dig construction
requirements shall take precedence. no subgrade excavation, reduction of
existing levels or other ground disturbance shall take place within an rpa
unless expressly confirmed in writing by the arboricultural consultant.
Surface to be graded to provide appropriate drainage without altering
approved existing ground levels. Excess materials to be removed on

mpletion without storage or trafficking within RPAs.
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Tree protection measures must be
followed as per Duckworths Arboricultural
report Ref: AIA/AMS/06560/2024, & Tree
protection plan WARREN CREEK
TPP06942/2026
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EXISTING OUTBUILDING

REMOVED
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NOTE: #ro ed location of new TEMPORARY SEWER
water treatment plant. CONNECTION:
Existinggoul water frotn existing 1000 upvc sewer pipe
dwelling to be connected to new min fall 1: 60

water treatment pIanﬂ for the
period of construction.

The safe access and egress
plan makes no reference to a
walkway, so it has been
removed.

Existing septic L

tank to be
removed.

LUpdated bin store
location with stone base
& wooden enclosure.

Existing outbuilding
to be removed

Wyl 37034
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CONTROLS.

BPZ REFERENCES AND PROTECTION-FENCE
LINES SHALL REMAIN CONSISTENT ACROSS
THE CONSTRUCTION MANAGEMENT
DRAWING SET. REFER TO CONDITION 19
CEMP FOR BPZ ACCESS AND ECOLOGICAL

Surface water attenuation tank Refer to

Nimbus SUDS Report doc no:

C3710-R1-REV-A

Provide external waterproof
socket outlet mounted on

attenuation

Surface water
underground

galvanized steel post,
supplied via SWA cable from
DB, with lockable
weatherproof cover.

Proposed discharge
location to existing

u

; ._ 1

Herras with no |
= watercourse.

netting for
screening to be

. “EXISTING DWELLING RETAINED_FOR"_~
PERIOD OF CONSTRUCTION-AND

\ . [ |
retained until house g
de-construction
de-construction

Herras with no netting
for screening to be
relocated for the house

This drawing is to be read in conjunction with STL
Construction Notes and Engineers drawings and details.
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— WATER ——

LEGEND

Interim foul drainage route
Proposed foul drainage route

Temporary foul drainage route

Proposed Surface water
drainage route

Proposed future utilities &
power supply route

Proposed water supply route
Existing electricity supply

Existing water supply

’
N

. REMOVED PRE OCCUPATION. ~
N VA VA VAVAVAVY AV AVA EXISTING SLIPWAY
RETAINEDR - NO WORKS

Provide external waterproof
socket outlet mounted on
galvanized steel post,
supplied via SWA cable from
DB, with lockable
weatherproof cover.

- PHASE3 -

FE,CLF 1.4m

RIVER THAMES PROTECTION ZONE: CREEK, BANKS & ADJACENT
FENCED BPZ/HABITAT AREA. NO STORAGE, REFUELING,
MIXING, WASHOUT, WASTE HANDLING, SOIL/MULCH
STOCKPILING OR DISCHARGE OF SILTY/ CONTAMINATED
WATER, REFER TO APPROVED CONDITION 19CEMP.

D Removed proposed Electric & Water supply. Existing
services to be retained. 01/09/26
REV COMMENTS DATE
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PROJECT  Warren Creek, The Warren.

Caversham, Reading RG4 7TQ

DRAWING  Construction Management Plan - Sheet 3 of 3

STATUS planning DATE Feb 2026
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