T27 RED OAK REQUIRES
SPACE TO DEVELOP TO

MATURITY.
‘D'.
r‘ 6
= erry
s 8 D \
® 3 -
N -False a
b2 .,
C
<L;2!
eylan e O N | [
s ”
Common osier
U
| o
720 .
Kilmarnock/ willo
® 19 ,
tebeam /
Wi erv
17
i ice tre
G1
Mixed ies
Cc2

27 /
Red oak
B2

MODERATE QUALITY TREES WHICH IT MIGHT
BE POSSIBLE TO REMOVE IF NEW TREES
ARE PLANTED TO MITIGATE THE LOSS.
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TREE NOT SURVEYED AS IT WAS
DUE TO BE REMOVED ON THE DAY
\ OF SURVEY
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CROWN CLEARANCE OF OAK T13 IS 1.5M.
"_ THERE IS INSUFFICIENT CLEARANCE FOR
VEHICULAR TRAFFIC BENEATH THE CROWN.
CROWN LIFTING OR OTHER PRUNING
. WORKS ARE NOT RECOMMENDED. ‘
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BS 5837: TREE CATEGORY GUIDE
Category U: Unsuitable for retention, trees with less than 10 years life expectancy.
Category A: high quality trees, able to make a substantial contribution for at least 40 years,

o normally retained unless there is an over-riding reason for removal and appropriate mitigation.

Category B: moderate quality trees, able to make a significant contribution for at least 20 years,
normally retained.

Category B/C: an intermediate category between categories B and C (not specifically described in

®ras BS5837). Trees, which should be retained wherever possible, providing retention does not
=2 significantly constrain the layout.

B Category C: low quality, in adequate condition to remain for at least 10 years, or young trees
<150mm stem diameter. Trees which can be removed to allow the desired layout or new
=\ planting.

°n Construction Exclusion Zone - area in which no
B2

excavation or changes in levels should be permitted.
Limited hard surfacing, (covering up to 20% of the
existing unsurfaced part of the Root Protection Area)
may be possible if No-Dig construction is used.

NEW HARD SURFACING WITHIN ROOT
PROTECTION AREA OF T2 MUST BE
CONSTRUCTED USING NO-DIG METHOD,
WHICH RESULT IN AN INCREASE IN LEVELS.
NEW HARD SURFACING MUST COVER NO
MORE THAN 74 SQUARE METRES OF RPA.
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