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1.0 Instruction 

This BS5837 report has been instructed by Greg Farrell. 

I have been asked to produce a BS 5837:2012 Arboricultural Assessment to support a 
planning application for the erection of a modular timber out-building. 

The site visit was carried out on Monday 7th September 2026. 

All trees with a stem diameter over 75mm (measured at 1.5m above ground level) within 
influencing distance have been mapped, and measurements of height (estimated) and DBH 
(Dimeter at Breast Height – 1.5m above ground) have been taken along with crown spread. 
OTTIS Pear Technology has been used to calculate Root Protection Areas (RPA). 

The trees were surveyed visually, externally and from ground level only. No samples or internal 
decay detection readings were taken for further analysis. Non-invasive inspection equipment 
was used (probe and mallet) to assess the trees structural integrity of the base and stem. A 
tape measure has been used to take other relevant measurements. 

Topographical surveys were not available for the purposes of this report. Therefore, 
exact tree positions may vary slightly; the report is intended for planning and tree 
management guidance, not for detailed engineering design. All Trees have been 
mapped using geo referenced site block plans in conjunction with OTTIS Pear 
Technology. 

No conversations took place between arboriculturist and client while the survey was 
undertaken. 

 
2.0 Limitations 
 

• The contents are intended for the sole use of the client and the property owner. No 
liability is accepted for their use by any other parties to advance an argument or claim 
(including legal or financial) without prior consent. 

• No liability is accepted for defects hidden from view by soil, vegetation or other 
obstacles to access.  

• Formal assessment of topography, drainage, service conduits, & soil conditions will 
not be made and are beyond the scope of this report.  

• Specific laboratory investigations of soil properties (plasticity index, moisture content, 
soil suction pressure) will not be made and are beyond the scope of this report. 

• This report has been prepared for the purposes of BS5837:2012 (Trees in relation to 
design, demolition and construction) and is not intended to provide a comprehensive 
assessment of tree safety. Any references to defects, structural conditions, or 
potential safety concerns are preliminary observations only and should not be 
considered exhaustive. 



 
 

• This report is based on information provided by the client, architect, planning 
consultant, or other third parties. We accept no liability for inaccuracies arising from 
incorrect, incomplete, or amended design information. 

• The presence, extent, and distribution of tree roots and underground obstructions 
cannot be fully determined without intrusive investigation. All Root Protection Areas 
(RPAs) shown are theoretical zones based on BS 5837 guidance and do not guarantee 
the absence or presence of roots beyond or within those areas. 

• Interpretation of BS 5837 reports, Tree Constraints Plans (TCP), Tree Protection Plans 
(TPP), and Arboricultural Method Statements (AMS) rests with the Local Planning 
Authority and its appointed officers. We accept no liability for decisions made outside 
our control. 

• BS 5837 outputs including TCPs, TPPs, and AMS documents are prepared in 
accordance with the proposed development layout at the time of instruction. Any 
subsequent amendments to layout, levels, access, drainage, or construction 
methodology may invalidate all or part of the report and require revision. 

• Responsibility for compliance with tree protection measures on site rests with the 
appointed contractor unless otherwise agreed in writing. DRTC cannot be held 
responsible for damage caused by site operations, negligence, or deviation from the 
approved Tree Protection Plan. 

• DRTC cannot guarantee enforcement of tree protection measures once installed. The 
responsibility for maintaining protective measures and compliance lies with the site 
contractor and client. 

• The management of tree health and safety remains the responsibility of the landowner 
or those in control of the land. It is recommended that a separate and detailed Tree 
Condition Survey be commissioned and undertaken by a suitably qualified and 
experienced arboricultural consultant to assess structural integrity and risk, and to 
enable the discharge of the landowner’s ‘Duty of Care’ under the Occupiers’ Liability 
Act 1984. 

• Reports consider risk mitigation measures, as opposed to risk elimination. Thus, if the 
tree is retained, a level of risk will remain. 

• Plants are biological organisms & change with time. Assessment remains valid for 12 
months from the date of inspection, or until a major storm (Wind Force 6 +) and or 
significant snow fall is experienced. 

• It is understood that any risks associated with these limitations are accepted by the 
clients. 

 
 
 
 
 
 
 
 



 
 

3.0 Arboricultural Impact Assessment 
 
3.1 Tree Constraints 
 
A review of available statutory tree constraints information has been undertaken.  
 
The proposed site at Alexandra Road is within a conservation area. A screenshot of the 
conservation area map is provided in the appendices. 
 
Trees Within a Conservation Area 
 
For trees located within a Conservation Area, the landowner must provide the Local Planning 
Authority with six weeks’ written notice (Section 211 notice) of any intention to carry out 
works on trees with a stem diameter greater than 75mm when measured at 1.5 metres above 
ground level. This notice period allows the authority to assess the tree’s amenity value and, if 
necessary, to make a Tree Preservation Order. As with TPO trees, it is an offence to carry out 
works without the required notice or consent. All proposed works should therefore be planned 
and, where there is any uncertainty, professional arboricultural advice should be sought before 
proceeding. 
 
 
3.2 Protected Species 
 
The Conservation of Habitats and Species Regulations 2017 (as amended) and the Wildlife 
and Countryside Act 1981, as amended by the Countryside and Rights of Way Act 2000, 
afford statutory protection to birds, bats, and other wildlife that may occupy trees. These legal 
requirements can significantly influence when and how tree works are undertaken. To avoid 
disturbance to nesting birds and roosting bats, tree works should ideally be carried outside of 
1 March - 31st July, when trees are less physiologically active and most protected species are 
less likely to be present. 
 
 3.2 The Site 
 
The site comprises a semi-detached residential property on Alexandra Road, Reading. 
The property has a relatively generous front driveway, which is predominantly 
compacted and provides suitable space for the temporary storage of materials, 
equipment and other construction-related items, subject to appropriate site 
management. 
 
Access to the rear garden is available along the north-western side of the property. The 
access route provides sufficient clearance for movement of personnel and materials 
between the front and rear of the property, reducing the need for construction-related 
activity within areas of the rear garden. 
 
The rear garden comprises a terraced patio area immediately adjoining the rear 
elevation of the property, beyond which the garden extends approximately 10 m × 10 m 
and is predominantly laid to lawn. 



 
 

 
A single mature Silver Birch (Betula pendula) is located approximately off-centre 
towards the eastern quarter of the rear garden. The tree represents the principal 
arboricultural feature within the garden and is therefore considered in relation to the 
proposed development and associated construction activities. 
 

                                                                 
                                                                           Rear elevation                         From rear of property to Northeast 

 
The proposed development comprises a modular timber structure positioned within the 
northern corner of the rear garden. The building has a footprint of 4m × 4.5m and will be 
supported on Radix ground screws installed to a depth of approximately 1,000mm at 
1,200mm centres. The finished height of the structure will be approximately 2.2m. 
 
The use of a ground screw foundation system avoids the need for conventional 
continuous foundations, thereby minimising disturbance to existing soil profiles and 
retained tree roots. The structure will be elevated to provide a minimum 100mm 
clearance beneath the floor, maintaining air circulation and allowing natural water 
infiltration where the footprint overlaps Root Protection Areas. 
 
A single service trench, approximately 500mm in depth, will be excavated along the 
northwestern boundary wall between the existing dwelling and the proposed structure 
to accommodate an armoured electrical supply cable. 
 
 
3.3 Trees 
 
A tree category table is available in the appendices. 
 
1tree were surveyed in total. 
 

BS5837 Category Number of Trees 
U Trees unsuitable for retention 0 
A Trees of high quality 0 
B Trees of moderate quality 1 
C Trees of low quality 0 
Trees and shrubs recommended for removal for 
development purposes 

0 

 



 
 

 
 
 
 
 
 
3.4 Data tables 
 

U Trees unsuitable for retention 
A Trees of high quality 

B Trees of moderate quality 
C Trees of low quality 

 
A tree category table is available in the appendices. 
 
 



 
 

3.4 Data Tables  
 

Ref. Species 
Full 

Structure 
Measurements Survey Notes 

Retention 
Category 

RPA Measurements2 Recommendations 

T001 
Silver birch 

(Betula 
pendula) 

Tree 

Height (m): 8 
Stem Diam(mm): 430 
Spread (m): 3.5N, 3.5E, 
3.5S, 3.5W 
Crown Clearance (m): 2 
Lowest Branch (m): 3(E) 
Life Stage: Mature 
Rem. Contrib.: 10+ Years 

The stem bifurcates at 1.5m. 
The union has developed 
good reaction wood, 
providing structural 
reinforcement and indicating 
an adaptive response to the 
loading associated with the 
bifurcation. The union is not 
considered to represent a 
significant structural concern. 
Canopy showing typical form 
and structure and vitality for a 
tree of this age and species. 

B1 

Radius: 
5.2m. 

Area: 85 
sq m. 

 
Physiological Condition: 
Good 
Structural Condition: 
Good 
Public Amenity Value: 
Low  

Crown lift - Selectively 
prune secondary and 
tertiary lateral growth 
within the northern 
canopy back to viable 
growth points to provide 
adequate clearance 
from the proposed 
structure (approximately 
1.5m clearance) for 
construction and 
ongoing maintenance. 
Pruning shall be limited 
to the minimum 
necessary to achieve the 
required clearance. No 
structural limbs or 
primary branches will 
require removal. Retain 
the natural form and 
balance of the canopy, 
with all pruning 
undertaken in 
accordance with 
BS3998:2010-Tree work-
Recommendations.  

 
 

 



 
 

3.5 Definitions of terms 

Tree Identification 
Individual trees are identified with the prefix ‘T’. Groups of trees forming cohesive features, 
whether aerodynamic (shelter), visual (screening) or cultural (parkland), are identified with the 
prefix ‘G’. Hedgerows and woodlands are referenced as ‘H’ and ‘W’ respectively. 

Age Classification 
Trees are categorised by age class as follows: 

• Young (Y): First quarter of life expectancy 
• Semi-mature (SM): Second quarter 

• Early Mature (EM): Third quarter 
• Mature (M): Fourth quarter 

• Over Mature (OM): Exceeding typical life expectancy 
• Veteran (V): Exhibiting recognised veteran characteristics 

Species 
Species are recorded by both their common and Latin names within the schedule contained in 
Appendix C. Within the main body of the report, species are referred to by their common names. 

Physiological and Structural Condition 
The physiological and structural condition of each tree, group, hedgerow and woodland is 
assessed from ground level. Structural condition is described as Good, Fair or Poor, and 
physiological condition as Good, Fair, Poor, Moribund or Dead. 
Where relevant, observations are made regarding form, taper, forking habit, storm damage, decay, 
fungal fruiting bodies, pests and other defects. Where access is restricted, condition assessments 
are based on visible external indicators. 

Height 
Tree heights are estimated on site and recorded in metres. All measurements are approximate. 

Estimated Remaining Contribution (ERC) 
The Estimated Remaining Contribution (ERC) is expressed in years and reflects species 
characteristics alongside the observed physiological and structural condition. Trees with longer 
anticipated contributions are generally of greater significance in informing development layout and 
retention decisions. 

Stem Diameter 
Stem diameter for single-stemmed trees is measured at 1.5 metres above ground level and 
recorded in millimetres. For multi-stemmed trees, each principal stem is measured separately. 
Where stems fork or exhibit swelling, measurements are taken at the narrowest point below the 
irregularity. Where access to the trunk is restricted, stem diameter is estimated they are identified 
within the survey schedule. 

Category Grading 
Each tree has been assigned a category grading in accordance with BS5837:2012, reflecting its 
overall arboricultural value. Further details of the categorisation methodology are provided in the 
appendices of this report. 
 

Crown Spread 
Radial crown spread is measured in metres to the nearest 0.5 metre (rounded up) and recorded for 
the four cardinal points where access permits. Where access is restricted, measurements are 
estimated and identified in the survey schedule. The canopy spreads shown on the accompanying 
plans reflect site measurements. 
 

Preliminary Management Recommendations 
Any management recommendations provided are advisory and do not constitute a detailed 
specification for works. Where tree works are recommended, they should be undertaken by a 
suitably qualified arboricultural contractor in accordance with recognised best practice, including 
BS3998:2010 – Tree Work: Recommendations. 
In some cases, further investigation may be recommended to determine the extent or significance 
of observed defects, or to confirm the assigned category grading. Where management works are 
advised, an indicative timeframe for implementation is provided. 

First Significant Branch and Canopy Height 
The height and direction of the first significant branch are recorded, together with the average 
canopy height above ground level.  

 



 
 

3.6 Recommended Tree Works and Tree Protection Plan. 
 
Tree constraints and protection plans are available in the appendices. 
 
Note: No topographical survey drawing was made available for the purposes of this 
assessment. Accordingly, the accompanying tree protection recommendations have been 
prepared using the supplied block plan, with tree positions, canopy spreads and associated 
Root Protection Areas (RPAs) plotted as accurately as reasonably practicable based on-site 
observations and the information available at the time of survey. All recommendations relating 
to tree protection, RPAs and construction constraints are therefore based upon this plan 
information and should be read in that context.  
 
Tree works 
All tree works will be undertaken in strict accordance with the approved Arboricultural Method 
Statement. 
 
T001 – Will require a crown lift on the Northern aspect of the tree to allow adequate clearance 
for the construction and on-going maintenance of the proposed structure. Only secondary and 
tertiary growth will require pruning. No structural limbs will require work. 
 
Tree Protection 
Tree Protection Plans and methods of tree protection are available in the appendices. 
 
Stem Protection 
The proposed structure will be located approximately 0.75m from the Northern aspect of 
T001. Due to the restricted clearance, suitable stem protection will be required to prevent 
accidental damage to the stem during construction. 
 
Stem protection shall be installed prior to commencement of construction works and 
maintained throughout the construction period. The protection shall be installed in 
accordance with the specification detailed within the Arboricultural Method Statement 
 
RPA Protective Ground Matting 
The RPA of T001 will require protection during the construction phase. 
 
Protective ground matting shall be installed to the specifications set out in the Method 
Statement and to the footprint shown on the Tree Protection Plan. 
 
Installation of Ground Screws 
76mm diameter Radix ground screws installed to a depth of approximately 1,000mm at 
1,200mm centres. 
 
The use of a ground screw foundation system avoids the need for conventional 
continuous foundations, thereby minimising disturbance to existing soil profiles and 
retained tree roots. The structure will be elevated to provide 60mm to100mm clearance 
beneath the floor, maintaining air circulation and allowing natural water infiltration 
where the footprint overlaps Root Protection Areas. 



 
 

 
Should significant woody roots be encountered during the installation of the ground 
screws, the position of individual screws can be adjusted slightly to avoid root 
severance while maintaining the structural integrity of the foundation system. Minor 
positional amendments can be undertaken where necessary. 
 
All ground screws will be installed in line with the approved method statement. 
 
Service trench 
A single service trench, approximately 500mm in depth, is proposed to accommodate an 
armoured electrical supply cable between the existing dwelling and the proposed modular 
structure. The trench alignment will follow the north-western boundary and will require low-
impact excavation using hand tools, as it will encroach into the outer edge of the RPA for T001. 
This alignment has been selected as it represents the route with the least arboricultural 
impact on the RPA of T001, minimising the extent of RPA encroachment while avoiding greater 
disturbance to the tree's root protection area.  
 
Soil handling shall be undertaken in accordance with the principles of BS 5837:2012 to 
minimise disturbance, compaction and damage to the soil structure. 
 
The service installation shall be undertaken in accordance with the Arboricultural Method 
Statement to ensure that any potential impacts on retained trees are minimised. 
 
Ongoing Maintenance 
The crown of T001 will overhang the proposed structure it is recommended that gutter guards 
are installed to mitigate any blockages that may occur by falling debris from trees. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
 

4.0 Arboricultural Method Statement. 

 
This method statement has been prepared in accordance with BS5837:2012 – Trees in 
relation to design, demolition and construction. It sets out the measures required to protect 
retained trees and their Root Protection Areas (RPAs) during the proposed development. 
 
Tree Protection 
All retained trees and RPAs will be protected in accordance with the approved Tree Protection 
Plan (TPP). 
 
Tree Works 
All tree works shall be undertaken by a suitably qualified and competent arboricultural 
contractor and carried out in accordance with BS 3998:2010 – Tree work: Recommendations. 
 
T001 Crown Lift - Selective pruning of secondary and tertiary lateral growth within the 
northern aspect of the canopy shall be undertaken to provide a minimum clearance of 
approximately 1.5 m from the proposed structure, allowing for both construction activities and 
ongoing maintenance. 
 
Pruning shall be restricted to the minimum extent necessary to achieve the specified 
clearance. No removal of structural limbs or primary branches is anticipated or permitted as 
part of these works. 
 
Cuts shall be made back to suitable viable growth points, avoiding indiscriminate or excessive 
reduction and maintaining the tree's natural form, balance and physiological function. 
 
Ground Protection 
Before any construction activity or material delivery takes place protective ground matting 
shall be installed within the footprint indicated on the Tree Protection Plan, to prevent soil 
compaction. 
 
Ground protection shall comprise proprietary interlocking ground protection mats, laid over a 
compressible layer, or an equivalent load-distribution system suitable for the anticipated 
loading.  
 
Ground protection shall remain in place for the duration of the works and shall only be 
removed locally to facilitate the installation of ground screws and the excavation of the service 
trench, it shall be replaced as soon possible after installation. 
 
No storage of plant, materials, excavated spoil, fuels, chemicals, cement, washout or waste 
shall take place within any areas protected by ground matting. 
 
Following completion of the development, all temporary ground protection shall be carefully 
removed, and any disturbed ground shall be reinstated to its original condition without causing 
damage to retained trees or their rooting environment. 
 
 



 
 

Stem Protection 
Stem protection will be installed as shown on the TPP and maintained for the duration of 
construction.  
 
This will comprise: 
 

• A freestanding scaffold framework constructed around T001.  
• Timber scaffold boards (or equivalent) fixed vertically to the scaffold frame  
• Protection to a minimum height of 2.0–2.5 metres above ground level  
• A clear separation between the scaffold frame/boarding and the tree stem to avoid 

direct pressure  
• Where necessary, hessian or similar cushioning material installed to prevent abrasion 

 
Site access 
The contractor's site compound, welfare facilities, plant parking and materials storage area 
shall be located on the existing hardstanding , to the front of the plot.  
 
No storage of materials, plant, spoil, fuels or chemicals shall take place outside these 
designated areas. 
 
No materials, fuels, washout or excavated spoil to be stored within the adjacent soft 
landscape areas to the compound. 
 
Site access for personnel, plant and the delivery of materials shall be via the existing access 
path along the northeastern boundary of the site.  
 
Installation of Ground Screws 
Ground screws shall be installed using a low-impact methodology. 
 
Radix Ground Screws 
76mm diameter 
Installed to a depth of approximately 1,000mm (1,200mm at corners) 
1,200mm centres. 
 
Ground matting shall be removed locally in the Root Protection Areas of T001 for the 
installation of the approved ground screws. Ground protection shall be reinstated immediately 
following completion of the installation works. 
 
Prior to installation of each screw, the proposed location shall be marked out and investigated 
by an experienced installer using a suitable metal bar or similar hand tool. The tool shall be 
inserted/probed progressively into the ground to identify the presence and approximate 
location of woody roots within the immediate installation zone. 
 
Where a woody root 25mm or greater in diameter is encountered, the proposed screw 
location shall be relocated to the nearest practicable position that avoids the root, whilst 
maintaining the required structural support for the proposed structure. Roots shall not be 
severed, crushed or otherwise damaged to facilitate installation. 



 
 

 
Once a suitable location has been confirmed, the installer shall form the pilot hole using the 
specified installation method, taking care to avoid identified roots. The ground screw shall 
then be installed to the required depth of approximately 1,050 mm. 
 
If a root not identified during the initial investigation is encountered during pilot-hole formation 
or screw installation, works at that location shall cease and the screw shall be repositioned to 
avoid the root. 
 
Electrical Service Trench 
The electrical service trench shall be clearly marked on site prior to excavation. 
 
Ground matting shall be removed locally in the Root Protection Areas of T001 for the 
excavation of the trench. Ground protection shall be reinstated immediately following 
completion of the installation works. 
 
The trench is to be excavated using low impact methods ie hand tools and air spade. 
 
Prior to excavation, the existing soil horizons shall be identified and, where practicable, 
stripped and stored separately. Topsoil and subsoil shall not be mixed and shall be kept 
separate throughout the excavation and storage process. 
 
During excavation, the different soil horizons shall be kept physically separate. Excavated 
topsoil shall be placed in a separate stockpile from subsoil, with further separation 
maintained where distinct subsoil horizons are encountered. 
 
Stockpiles shall be clearly identified to ensure that each soil horizon can be correctly 
reinstated. The contractor shall ensure that topsoil is not contaminated with subsoil, 
construction materials, concrete, cement, fuels or other deleterious materials. 
 
Soil storage areas shall be located outside RPAs and protected from trafficking, compaction 
and contamination. Soil shall not be stockpiled against retained trees or within their RPA. 
 
Should roots be encountered during excavation, works shall proceed with due care to 
minimise damage to the rooting environment.  
 
Where roots less than 25mm in diameter are unavoidably affected, they may be pruned 
cleanly using sharp secateurs or handsaws.  
 
Roots exceeding 25mm in diameter shall be retained wherever and the trench alignment shall 
be locally adjusted to avoid severance. 
 
Any roots shall be wrapped in damp hessian while they are exposed. 
 
If significant woody or structural roots are encountered that cannot be avoided, excavation 
shall cease immediately. 
 



 
 

Roots to be wrapped in damp hessian and the Project Arboriculturist shall be notified to 
inspect the roots and provide further recommendations before works continue. 
 
The excavation shall remain open for the minimum period necessary. 
 
The armoured electrical cable shall be installed immediately following excavation. 
 
Reinstatement shall follow the original soil profile, with the deepest/lower horizon replaced 
first and the upper horizons subsequently reinstated above it. 
 
Mixing of wet materials 
All wet-trade materials shall be mixed only within a designated mixing station located outside 
of RPAs. 
 
The designated mixing area shall comprise: 

• proprietary mortar bath or mixing tray  
• impermeable drip tray  
• heavy-duty polythene sheet beneath  
• raised lip / bunded edge containment  
• minimum spill containment area of approximately 1m x 1m 

 
Material Storage 
No storage of materials, demolition arisings, plant, equipment, spoil, fuel, chemicals, or other 
potentially contaminating substances shall occur within any Root Protection Area.  
All designated storage, mixing, and refuelling areas shall be located outside RPAs and clearly 
communicated to all contractors prior to commencement of works. 
 
Materials shall be delivered on a just-in-time basis where practicable in order to minimise 
onsite storage requirements.  
 
Fuel, oils, paints, adhesives, and other liquid substances shall be retained within sealed 
containers when not in immediate use and stored outside RPAs at all times in accordance 
with the approved Tree Protection Plan 
 
Spill Response Measures 
A spill response kit shall be always kept on site. 
This shall include: 

• absorbent granules  
• absorbent pads  
• heavy-duty waste bags  
• shovel / scraper  

In the event of accidental spillage, the material shall be immediately contained, absorbed, and 
removed from site. 
The supervising arboriculturist shall be informed where any significant spill occurs within the 
RPA. 
 
 



 
 

Fires 
No fires will be lit on site, and burning of waste materials is strictly prohibited to avoid heat 
damage to trees or roots. 
 
Site Supervision and Compliance 
All contractors will be briefed on tree protection measures prior to commencing works. Tree 
protection measures must not be removed, altered, or breached without written approval from 
the LPA. 
 
 
5.0 Appendices  

 

 
 
 
 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 



 
 

5.1 Tree Constraints Plan (A separate PDF copy will be made available with the Arboricultural report) 

 



 
 

5.2 Tree Protection Plan (A separate PDF copy will be made available with the Arboricultural report) 

 



 
 

5.3 Cascade Chart for Tree Quality (Table 1 BS5837:2012 Trees in relation to design, demolition and construction) 

                          

 



 
 

 

5.4 Tree Protection Methods 

Extracts from BS5837:2012 Trees in relation to design, demolition and construction, 

showing best practice for protecting RPA with matting and fencing. 

                 



 
 

5.5 Alexandra Rd Conservation Area 

 

 



 
 

 


